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by Michael MARIA
Optical Coherence Tomography (OCT) is an imaging modality which
has proven, since the early 1990s, its incredible potential. Nowadays, nu-
merous fields of medical investigation, such as Ophthalmology, Dermatol-
ogy or Cardiovascular imaging, would not be the samewithout the diagnos-
tic tools bring by OCT. This tremendous development has been supported
by industry support through improvement of dedicated components such
as lasers, cameras and optics.
A great example of this development is the evolution of Supercon-
tinuum (SC) sources. Due to the extremely broad spectrum cover by SC
sources, their high power density and high spatial coherence, it seems obvi-
ous to use them for driving OCT systems. However, an intensity noise issue
arising from the SC sources has been reported as a limitation for OCT and
needs to be addressed.
The aim of the work presented in this thesis is to create a link between
the world of Optical Coherence Tomography and Supercontinuum physics
in order to understand the origins and the impact of SC source intensity
noise into the OCT systems. This work is of importance as it helps to op-
timize the usefulness of the current generation of SC sources. Also, this
work is a part of the work necessary for developing a new generation of SC
sources which completely addresses the intensity noise limitations. More
precisely, a part of the work presented deals with an optimization of the as-
sociation SC source and OCT. The second part of the results is an attempt
for improving this association by using a new SC source design.
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1Chapter 1
Introduction
1.1 Context of the Thesis
Optical Coherence Tomography (OCT) is an imaging modality used
nowadays in numerous biomedical and non-biomedical applications. By
measuring depth reflectivity profiles of scattering samples, OCT allows to
reconstruct 3D representations of semi-transparent media. Optical coher-
ence tomography relies on optical interference [1], which is an optical effect
known for centuries. Among the first famous descriptions are the experi-
ments of Thomas Young with his famous two slits system (1801) or the ether
experiments by Michelson and Morley (1887). The first image produced us-
ing OCT [2] is however much younger and was done at the Massachusetts
Institute of Technology in 1991, by the group of Professor James Fujimoto.
In this first paper, they demonstrated the first cross-sectional image of a hu-
man retina based on measuring echo amplitude of a light beam compare to
a known reference path. However, even though this is considered as the
first demonstration of OCT, is not the earliest application of low coherence
interferometry to investigate eye properties. Fercher’s group at the medi-
cal University of Vienna was already measuring eye ball length using low
coherence interferometry principle back in 1988 [3].
Since those first investigations, 27 years ago, OCT has followed an amaz-
ing development, which have spread among the academic and industrial
world. A recent report [4] has shown the exponential growth in the num-
ber of publications related to OCT from the first paper in 1991 up to 2015.
Nowadays, OCT is the main topic of an important number as large as 3000
publications a year in general and specialised peer-review journals. In terms
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of industrial impact, the number of companies selling OCT systems has
reached 44 companies in 2015 from countries such as United States, France,
Germany and United Kingdom. This evolution has been supported by the
development of Fourier DomainOptical Coherence Tomography (FD-OCT).
Indeed, the earliest OCT systems were based on the Time-Domain (TD)
principle. Though TD-OCT had its role, impressive at the time, it had sev-
eral limitations, mainly in terms of its speed. This made the transition of
OCT to clinic challenging. Most of these limitations were cleared by the
improvements brought by FD-OCT, which first stones have been placed by
[5, 6] in 1993 and 1995. Those experiments used a Spectral Domain-Low Co-
herence Interferometer as a sensor for distance investigations. A few years
later, FD-OCT has been proposed using the same principle together with a
lateral scanning. With FD-OCT a speed increase of more than 100 fold com-
pared to TD-OCT has been possible [7, 8, 9]. Also, FD-OCT has brought
an improvement in terms of image quality as the achievable signal to noise
ratio is 20 dB higher compared to the initial TD-OCT principle [7, 8, 9].
In 2017, FD-OCT is almost always preferred to TD-OCT. Within FD-
OCT, two main streams have emerged. The first one, Spectral Domain-OCT
(SD-OCT) consists in using a broadband light source and a spectrometer as
a detection unit. The second trend is called Swept Source–OCT (SS-OCT),
where a fast tunable light source is used together with a fast photodiode as a
detector. The two modalities can be applied to the same samples (eye, skin,
organs, arteries . . . ) but onewill be preferred compared to the other depend-
ing on the expected system performance. Indeed, SD-OCT will be preferred
if the main targeted parameter is the high axial resolution. This is due to the
fact that only SD-OCT system can handle optical bandwidth large enough (>
200 nm) to obtain an axial resolution of a few microns. In SD-OCT, the opti-
cal bandwidth is equal to the spectral bandwidth of the source. Broadband
sources such as combination of super-luminescent diodes or supercontin-
uum source can offer more than 300 nm within two out of the three main
wavelength ranges used for OCT (800 nm, 1050 nm and 1300 nm). On the
other hand, SS-OCT is the method of choice if speed is the most important
factor. Tunable lasers can be swept at rates of a few hundreds of kHz up
to tens of MHz. On the contrary, SD-OCT systems are limited in terms of
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speed by the camera line rate used in the spectrometer, which is in the range
of a few tens of kHz up to a few hundreds of kHz. However, most of tun-
able sources suffer from smaller optical bandwidth compared to broadband
sources.
As written previously, the first image ever produced using OCTwas an
image of the human retina measured in vitro [2]. Since that point in time, the
number of OCT ophthalmic applications has grown exponentially. In less
than 20 years, OCT has become a tool for daily routine use by ophthalmolo-
gists. In this field, OCT helps to diagnose and understand diseases such as
glaucoma [10, 11], macular degeneration [12, 13], retinal detachment [14, 15]
and many others pathologies. Also, new features have been added to the
original OCT. Among others, techniques like OCT-Angiography (OCTA) al-
lows seeing the blood vessels mapping by observing a difference between
the moving blood flow and the static tissue within the retina [16, 17] or
Adaptive Optics-OCT (AO-OCT) [18] helps to see the retina with extreme
lateral details by correcting for the eye aberration. Those new features,
though not yet embedded in commercial systems as yet will for sure in-
crease the usefulness of OCT within its clinical realm. Applications of OCT
in ophthalmic environments are currently representing the largest part of
the industrial market for OCT, with not less than 15 out of the 45 companies
developing commercial OCT systems [4]. The value of the OCT ophthalmic
market is nowadays reaching more than 500 M$ a year and it is constantly
growing.
The second most important field of application for OCT, in terms of re-
search and industrial impact, is cardiovascular imaging. The main target is
the investigation of plaques within artery, which is a key criterion for under-
standing and preventing heart attacks [19, 20]. This field is of high impor-
tance andwas the second, within all the possible OCT applications to see the
release of a dedicated commercial product in 2004 [4]. Also, cardiovascular
OCT applications have seen a significant improvement with the democrati-
sation of swept sources within the OCT community. Themuch higher speed
of operation of SS-OCT system compared to SD-OCT have helped to reduce
the imaging time from minutes to almost a second for a full 3D scan of an
artery area. Today, the market of cardiovascular OCT application is about
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100 M$ a year shared between 5 companies [4].
A third prolific field of OCT development is dermatology. From the
early stage, OCT has been considered as the equivalent of biopsy but with-
out the need of an invasive cut. This is clearly an advantage for dermatol-
ogy where many diseases concerning skin affect the superficial layers and
are investigated by tissue biopsy. Indeed, the conventional procedure for
dermatologists involves the analysis of a tissue biopsy under a microscope.
Such procedure is costly, time ineffective and truly unpleasant for the pa-
tient. Similar results compared to biopsy can be obtained usingOCTwith no
need for an invasive cut. Several demonstrations of OCT in skin cancer de-
tection at have been shown over the years [21, 22]. Again, technology such
as OCT angiography [23] or Optical Coherence Elastography [24] bring new
useful features for cancer detection. Even though OCT is a possibly useful
tool for dermatology, a certain resistance from the medical community is to
be noticed to accept the technology in their daily routine. This resistance
might be explained by a too important price of OCT systems and also by
not enough demonstration of skin diseases diagnostic using OCT. Then, in-
dustrial development of OCT for skin imaging has been slower than for eye
imaging or cardiovascular imaging. Currently, 6 companies are working on
OCT for skin investigation but one of them is clearly dominating the market
[4]. However, most of the companies on this market are young, less than 5
years old, so it is too early to judge either they will take-off or not.
Finally, in addition to the three main fields of OCT applications men-
tioned above, numerous other domains are considering the interest of bring-
ing OCT as an imaging modality. Within the biomedical imaging commu-
nity, fields that OCT has benefited are gastro-intestinal investigation [25],
dentistry [26] or neurology [27]. Meanwhile, other applications in non-
biomedical world have demonstrated the great potential of OCT. Among
those, Art and its conservation [28], industrial quality inspection or even
more recently [29], the fast-growing field of 3D-printing [30].
This non-exhaustive list proves OCT as an important imaging modality
for several fields. This high interest for OCT, from both the scientific com-
munity and industry, is due to the fact that OCT is filling a gap in terms
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of axial resolution versus imaging penetration. A very popular sketch, in-
spired from [31, 32] , is illustrating in Figure 1.1 the OCT imaging modal-
ity abilities in resolution versus imaging penetration. The main strength of
OCT has been to be able to provide an intermediate modality between the













FIGURE 1.1: Representation of the imaging penetration ver-
sus axial resolution observed in medical imaging devices
(Confocal Microscope, OCT: Optical Coherence Tomography).
Adapted from [31, 32]
The important development of OCT finds its origins in the support and
contribution from the industrial world. Many companies have developed
dedicated components answering exact OCT needs. A first great example is
the improvement of cameras in the Near Infra-Red region, which has led to
the emergence of SD-OCT. A second important improvement for SD-OCT
is the evolution of Supercontinuum (SC) light sources. A supercontinuum
source is an ultra-broad optical source relying on non-linear frequency con-
version, which can address the wavelength ranges used in OCT. Actually,
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FIGURE 1.2: Example of a spectrum obtained from a SC source
based on a Silica photonic crystal fibre. The dashed areas indi-
cate the wavelength region of Titanium Sapphire laser (green),
SLD at 1300 nm (black) and SLD at 1550 nm (red).
SC sources cover much broader spectral range compared to the one acces-
sible with common spectrometers. An example of a spectrum measured
from a fibre-based SC source designed for OCT is shown in Figure 1.2. This
spectrum spans from around 600 nm up to beyond 1700 nm with a high av-
erage power of 4-5W. Such a spectrum is useful for OCT applications in the
800 nm range for eye imaging, in the 1300 nm region for skin imaging and
at 1550 nm and 1700 nm for Non-Destructive Investigation of sample with
less water content. As a comparison of spectral bandwidth covered, the
dashed squares in Figure 1.2 indicate the typical bandwidth available from
other sources than SC source used in OCT system. However, from the first
attempts to use a SC source in OCT, a high Relative Intensity Noise (RIN)
has been reported. Since then, important efforts have been dedicated by the
SC scientific community and the SC industry towards reducing the noise
below acceptable levels. Numerous successes of OCT using commercially
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available low noise SC sources have been reported over the last 5 years.
This thesis has been written within the time-line of the project called
Ultra-wide Bandwidth Photonics Devices, Source and Applications funded
by the EuropeanUnion (Marie Curie Actions). The aim of the project is to in-
vestigate the usefulness of SC sources for biomedical imaging applications.
More particularly, the aim of the current thesis is to evaluate the useful-
ness of the current generation of SC sources for Ultra-High Resolution-OCT
(UHR-OCT). Of particular interest, is the noise impact of a SC source on the
performance of an OCT system driven by such a source.
1.2 Content of the Thesis
The present thesis is structured in three main parts. Chapter 2 and
Chapter 3 are introductions for the different concepts used in the subse-
quent chapters. Chapter 2 is dedicated to OCT and Chapter 3 to the SC
source. Then, Chapter 4 is dedicated to signal processing involved in OCT.
Of particular interest is the Master/Slave Interferometry (MSI) method and
its specific signal processing to ensure ultra-high resolution. Finally, Chap-
ter 5, Chapter 6 and Chapter 7 deal with the topic of SC noise in OCT. Below
is a semi-detailed description of each chapter content.
Chapter 2: Optical Coherence Tomography - Definition
This chapter defines a set of important concepts and parameters con-
cerning SD-OCT, essential in the understanding of the thesis. Important
concepts, such as white light interferometry and definitions such as the sig-
nal to noise ratio and axial resolution are introduced as they are used all
along the thesis.
Chapter 3: Supercontinuum light source – Definition
Supercontinuum light sources together with OCT constitute the back-
bone of this thesis. Therefore, it is important to understand several defini-
tions and parameters in order to have a good understanding of the thesis.
Again, this chapter is an introduction containing some important definitions
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of the supercontinuum physics. Here, the main non-linear effects involved
in SC generation, such as the concept of a Photonic Crystal Fibre (PCF) or
different SC generation mechanisms are presented.
Chapter 4: Signal Processing in Optical Coherence Tomography
This chapter is a description of the processing procedures required in
order to analyse the raw data delivered by an OCT system. A first part
describes the common SD-OCT analysis. Then, the Master/Slave Interfer-
ometry (MSI) analysis procedure is presented. By mixing mathematical de-
scription with analysis of experimental data, a clear step by step presenta-
tion is shown. Finally, a comparison of conventional SD-OCT with MSI is
proposed regarding the main metric tools used by the OCT community.
Chapter 5: Optimization of supercontinuum design for noise reduc-
tion in ultra-high resolution optical coherence tomography
This chapter provides an analysis of noise from SC sources and their
impact on the OCT performance. Noise from laser sources limits the achiev-
able SNR and therefore needs to be carefully understood. This chapter pro-
poses a method for analysing the noise in the OCT images using the hard-
ware of an OCT system alone. This is an advantage as noise analysis of
SC sources usually requires complex and expensive hardware. In addition,
two parameters of SC sources are optimized. Such an analysis is useful as
it helps a SC source user to optimally operate his system and it is also inter-
esting for SC source design.
Chapter 6: Femtosecond pumped all-normal dispersion fibre super-
continuum for ultra-low noise operation
In this chapter, the initial results of an on-going study are presented,
where a low-noise SC source is built and tested into an UHR-OCT system
operating in the 1300 nm. This new SC source relies on the concept of pump-
ing a PCF, with an all normal dispersion profile, using an ultra-short pulse.
This new design generates a SC from several non-linear effects that are more
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deterministic. Also, a discussion on possible improvements of this first pro-
totype is presented. The initial experimental results show that such a source
offers similar noise properties compared to SLD source but with broad spec-
tral bandwidth.
Chapter 7: Q-switch pumped supercontinuum light source for ultra-
high resolution optical coherence tomography – A low-cost alternative
This chapter compiles the results obtained in using a low-cost SC source
for UHR-OCT. In order to reduce the total cost of an OCT system it is nec-
essary to reduce the cost of the most expensive components. In the case
of SD-OCT, the light source and the spectrometer are the most expensive
components. Here, a new light source is proposed. This source is a SC
sourcewhich relies on aQ-Switched laser architecture for pumping aHighly
Non-Linear Fibre (HNLF). This pump laser results in a much lower cost
source, less than 15 % in comparison to a conventional SC source for OCT.
To demonstrate the usefulness of this source, a pulse to pulse stability anal-
ysis together with a complete OCT characterization (sensitivity + images) is
proposed. Finally, it is shown that such a source can be useful if a longer
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Chapter 2
Optical Coherence Tomography –
Definition and Theory
2.1 Introduction
Optical Coherence Tomography (OCT) is an imaging modality based
on the optical effect called interference [1]. Even though OCT is a relatively
young field with its first report in the year 1991 [2], it represents nowadays
a very hot topic for academia and industry with thousands of reports a
year [3]. The current chapter aims to introduce the required background
for understanding this thesis. It starts with the introduction of low coher-
ence interferometry and shows how is possible to use it to infer distances.
Then, important concepts related to OCT and more specifically to Spectral-
Domain-OCT (SD-OCT) are presented.
2.2 White Light Interferometry
2.2.1 Concept of temporal coherence
White light interferometry, also called low coherence interferometry, is
a metrology tool which uses the property of temporal coherence of a light
source [4]. Temporal coherence refers to the phase relationship which exists
when considering the electric field from a source at two distinct points in
time. In case of a completely temporally incoherent source, no phase rela-
tionship is kept between two instants t1 and t2 and the electric field expres-
sion is unpredictable. On the contrary, if considering a coherent source, the
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electric field is deterministic and its expression at t2 can be inferred from its
expression at t1 (assuming t2 > t1 ). An intermediate status exists between
coherent and incoherent, which is partially coherent. A partially coherent
source maintains a deterministic electric field over a relatively short period
in time and then experiences a random phase change [4].
Mathematically, the coherence property of a light source is described
through the temporal coherence function G(τ) of the source electric field as
G(τ) = 〈E∗(t)E(t+ τ)〉, (2.1)
where <> denotes the time averaging, τ is the correlation lag variable and
∗ the complex conjugate notation. Then from Equation 2.1, the coherence





where the ratio g(τ) = G(τ)/G(0) is the complex degree of coherence. The
complex degree of coherence is a parameter with absolute values between
0 and 1. An ideal perfect coherence corresponds to |g(τ)| = 1 while an
incoherent source corresponds to |g(τ)| = 0 . The coherence time τc is linked
to the coherence length of the source lc through
lc = cτc, (2.3)
where c is the speed of light in vacuum.
Finally, a very important property regarding the temporal coherence of
a light source is the link between temporal coherence function and Power






where ν is the optical frequency variable.
Equation 2.4 is important as it establishes a connection between the ex-
tension of the two functions along their coordinates. Thus, the broader the
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source PSD, the shorter its coherence length. This property is key in the high
axial resolution selection of OCT systems along the optical path coordinate,
where high resolution is achievable by using a broadband optical source.
2.2.2 White Light Interferometry Definition
Figure 2.1 represents an amplitude-splitting interferometric system in
its simplest form. Light is supplied by a polychromatic light source, charac-
terized by its spectral shape S(ω), central frequency ω0 and frequency band-
width ∆ω. The light is split into two paths by a splitting device BS. The
lengths of the two paths are L and L+ δl. After free space propagation, the
light along each path is reflected back towards BS by the mirrors M1 andM2.
The two fields are superposed on the detector. Interference takes place only
when δl is shorter than a certain path interval, called the coherence length of









FIGURE 2.1: Simplified sketch of an amplitude-splitting inter-
ferometer based on a light source, two mirrors and a detector.
situation, the light from the optical source can be described by its electric
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field as
Esource = E0(ω)× ei(kz−ωt), (2.5)
where k is the wavenumber of the light, ω is the frequency of the light, and
for simplification we consider the wave propagation confined along the z
direction, with z the path travelled. t is the time variable and E0 is the
amplitude of the electric field. For ease of identification, let the electric field
ER be the so-called reference field, travelling along a round trip reference
path, from BS to mirror 1 and back towards the BS, of length 2L. Let us
also consider the field in the sample arm, as sample field, characterized by a
ES , travelling from BS towards mirror M2 and back towards the BS, along
a round trip optical path of length 2(L + δl). Also, let the BS splitting ratio
be 0.5. Considering RR and RS as the power reflectivities of mirrors placed













RS × ei(k(L+δl)−ωt). (2.7)
For simplicity, let us assume that there are no losses in the reference path,
in which case
√
RR = 1. Let us also assume that there are no losses in the
sample arm and that the scattering centre in the sample is replaced by a
mirror of reflectivity RS = 1. Later will return to considering the sample
with its own reflectivity.
It is important to mention that considering k as a constant in Equation
2.6 and Equation 2.7 is equivalent to assuming no dispersive effects in the
interferometer paths. A more accurate representation should be to consider
kR(ω) and kS(ω). A more complete description will be presented in section
2.7.1.
Detectors used in low coherence interferometry are sensitive to the op-
tical intensity and not to the electric field. The link between optical intensity
and electric field can be approximated by
I(ω) ∝ |E(ω)|2. (2.8)
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The detector is exposed to the superposition of the two electric fieldsER and
ES , which are both function of ω, recombined at the splitting device and it
is integrating over a given time (brackets denote time averaging). Then, the
signal per pixel is
IDetector(ω) ∝ 〈(ER(ω) + ES(ω))2〉 = 〈(ER(ω) + ES(ω))× (ER(ω) + ES(ω))∗〉.
(2.9)
By combining Equation 2.9 with the expressions from Equation 2.6 and
Equation 2.7:
I(ω) ∝ 〈(E2R(ω) + E2S(ω) + ER(ω)E∗S(ω) + ES(ω)E∗R(ω))〉. (2.10)
This can be simplified to:
I(ω) ∝ S(ω)× (1 + cos(2βδl)). (2.11)
Equation 2.11 describes the fact that the signal detected at the output of
the interferometer is a modulated version of the source spectrum where the
modulation periodicity is governed by the mismatch in length between the
reference and sample paths. Low coherence interferometry principle is at
the heart of OCT technology as it allows to locate the position in depth in
the sample of scattering centres along the optic axis oriented along OZ.
2.2.3 Measuring depth reflectivity profile using white light
interferometry
The above description of Low coherence interferometry, concluding
with Equation 2.11, has been built from an interferometer with a mirror as
the reflector in the sample path. A sample can be approximated by a se-
ries of discrete reflectors distributed along the depth dimension. This leads
to a modification of the expression for the electric field ES , if assuming N
scattering centres along the axis OZ, each of reflectivity RSnand located at a
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RSn × ei(2β(L+δln)−ωt). (2.12)
Considering the sample path electric field and repeating a similar pro-
cess as in section 2.2.2, the detected signal at the output of the interferometer

















RSmRSn × cos (2β(δln − δlm))
(2.13)





represents a DC signal which is a summation of
contributions from all reflectors along a line in depth within the sample plus
a contribution due to the mirror in the reference path.
- S(ω)×∑Nn=1√RRRSn×cos (2βδln) represents the interference between
the light from the reference path and the light reflected by all reflectors
within the sample. This term, called interference term, is the useful part
of the signal for OCT analysis. Its amplitude is large compared to the auto-
correlation term as RR is much larger than RS .
- S(ω) × ∑Nn 6=m=1√RSmRSn × cos (2β(δln − δlm)) is a term which de-
scribed the interferences occurring between light back-scattered by all the
scattering centres along a line in depth within the sample. The amplitude of
such a signal is relatively small as RSn is small inside the sample. Usually,
samples such as eye and skin present power reflectivity in the range of 10−3
to 10−5 [5]. This term is called the auto-correlation term or self-interference
term.
Similarly, to the previous section, the signal detected at the output of
the interferometer, given by Equation 2.13, provides information on the
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depth positions of the scattering centres in the sample. Also, from Equa-
tion 2.13, not only the positions can be inferred but also the strengths of the
reflected signals are accessible through RSn. All RSn coefficients are mixed
together because the power reflectivities of the sample reflective centres are
assumed to be very small. Then, it is fair to consider that the optical power
incident on the sample is not decrease from reflective centre to the next one
over the 1 mm depth of the imaging system capabilities. The power reflec-
tivitiesRSn are governed by local variations of the index of refraction within
the sample investigated [6].
2.3 Low coherence interferometry + Scanning sam-
ple = OCT
2.3.1 Optical Coherence Tomography Definition
Optical coherence tomography is an imaging modality obtained by the
association of a low coherence interferometry system and a lateral scanning
device [2]. As shown by section 2.2.3, the positions and the power reflec-
tivities of each reflective centres can be measured using low coherence in-
terferometry (Equation 2.13). With the addition of lateral scanning device,
a 3-dimensional representation of a sample can be obtained by measuring
low coherence interferometry signal along two lateral dimensions.
Two sub-categories of OCT systems exist. Time-Domain-OCT (TD-OCT)
and Fourier Domain-OCT (FD-OCT). The first one, TD-OCT, is the original
method presented in [2], where the sample reflectivity profile rs =
√
RSn
is built by scanning the reference arm of the interferometer, which means
that the depth reflectivity profile is measured depth point by depth point.
Then, similar axial scans are acquired at several lateral locations on the sam-
ple. The characteristic components of a TD-OCT system are a broadband
light source, an interferometer and a photodiode as a detection unit. In
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the last 15 years, TD-OCT was almost replaced by Fourier domain (FD)-
OCT, methods that are much faster and present better sensitivity than TD-
OCT [7]. The second sub-category of OCT technology, Fourier Domain-
OCT (FD-OCT), is nowadays the most spread technique within the commu-
nity. Within FD-OCT, two trends have emerged, Spectral Domain-OCT (SD-
OCT) and Swept-Source OCT (SS-OCT). Both methods are based on the fact
that depth-domain and the wavenumber-domain are conjugate variable by
Fourier Transform (FT) operation. Spectral domain-OCT relies on a broad-
band source and a spectrometer while SS-OCT relies on fast tunable laser
and a photodiode. Both methods offer much higher image quality and ac-
quisition speed than TD-OCT [8, 9, 10].
However, TD-OCT has an important advantage in comparison with the
FD-OCT system in terms of lateral resolution. TD-OCT is compatible with
adjusting the focus position for each depth investigated, a procedure termed
as dynamic focusing [11].
This thesis is dedicated to the use of supercontinuum light source in SD-
OCT. Therefore, the following parts of this chapter are dedicated to describe
particular features of SD-OCT. Some of the concepts are also applicable to
SS-OCT and even to TD-OCT.
2.3.2 Optical Coherence Tomography terminology (A-scan,
B-scan, en-face or C-scan)
When considering images obtained from an OCT system (FD-OCT and
TD-OCT), it is usual to use a particular set of denominations describing the
dimensions represented by the image. Let x, y, z be a 3-dimensional referen-
tial with x and y axes oriented along the lateral dimensions and z along the
depth dimension. Data obtained from an OCT system is a measure of the
depth information profile of the sample at a given lateral location. Then, this
corresponds to a reflectivity measurement at x = constant and y = constant
with the information along the z-axis. Such 1-dimensional scan along depth
is called an A-scan. An example of an A-scan measured from a skin sample
is presented in Figure 2.2 (b). Then, the beam can be scanned along either
the x or y dimension. By recording and stitching A-scans acquired along a
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lateral direction, a 2-dimensional view of the sample can be obtained. Such
a 2D transverse representation is called a B-scan. Figure 2.2 (c) is an exam-
ple of B-scan, made of 500 A-scans, measured from a skin sample. Finally, it
is possible to record a volume by moving the beam along both a fast and a
slow axis. Here, the fast axis corresponds to the acquisition of B-scan as pre-
viously and the slow axis is perpendicular along the fast direction. In that
case, the volume is made of an assembly of B-scans. From such a volume, it
is possible to extract an image which corresponds to a slice of the sample at
a given depth. This particular view is called a C-scan or en-face view. Figure

















FIGURE 2.2: Definition of the scanning terminology depend-
ing on the coordinate axes represented in an image.
The data acquisition sequence is an important parameter of an OCT
system. Nowadays, with additional features such as OCT-Angiography or
Spectroscopic-OCT, it is common for certain applications that a C-scan is the
most effective way to analyse an image. In that situation it is necessary to
acquire and process a full volume of data to obtain this representation. This
is time-consuming as most of the processed data are not used for displaying
a single C-scan. A good example in this respect is the en-face view of the
retinal blood vessel distribution [12, 13] which is extremely useful for oph-
thalmologists. Then, it is interesting to develop alternative techniques for
modifying the imaging sequence. This topic will be discussed in Chapter 4.
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2.3.3 Spectral-Domain OCT (SD-OCT)
Spectral domain OCT allows creating three-dimensional representation
of a scattering sample by using a broadband optical source and a spectrome-
ter as a detection unit. Sources such as Super-Luminescent Diode (SLD), Su-
percontinuum (SC), Solid State Laser (SSL) can be used considering that one
of the main criteria of SD-OCT is the optical bandwidth of the source. The
detection unit is a spectrometer that accomplishes the operation of diffract-
ing (dispersing) the spectrum onto the array of pixels of a linear camera.
This highly reduces the contribution of shot noise, leading to a much higher
Signal to Noise Ratio (SNR) compared to TD-OCT [5]. Typically, a SNR im-
provement of around 20-30 dB is observed from TD-OCT to SD-OCT. Op-
timally, a spectrometer dedicated to SD-OCT should be built with a good
balance between spectral resolution and spectral bandwidth. The different
parameters of the source and detection unit are discussed in section 2.8 and
section 2.6 of this Chapter 2.
The main advantage of SD-OCT compared to TD-OCT is that it is a
single shot interrogation method. Using SD-OCT, no depth scanning of the
reference path is required. This means that a single interrogation of the
sample is enough to build a complete depth reflectivity profile at a given
lateral position. This advantage, in comparisonwith TD-OCT, offers a speed
increase of around 100 folds when using a system operation with line-rate
of few tens of kHz [8, 9, 10]. Even more, SS-OCT systems, due to the fast
laser wavelength swept, can operate up to the MHz regime. This increase
in speed is one the two reasons why FD-OCT (SD-OCT and SS-OCT) are
nowadays much more used in comparison to TD-OCT.
A typical SD-OCT system is sketched in Figure 2.3, in a bulk configura-
tion and in a fibre-based configuration. The light from a broadband source
is split into two paths by either a bulk beam splitter (BS) or a directional
coupler (DC). The first path, commonly called the reference path, consists
in a fixed-length free-space propagation of light. The second path, called
the sample path, is made of a free space part, a scanning system and a lens
acting as an objective for focusing the light beam onto the sample. Then,
the light reflected by the reference mirror and the sample recombine at the




















FIGURE 2.3: Typical configuration of a SD-OCT system. Bulk
configuration (a) and fibre-based configuration (b).
splitting device and their spectral interference is translated by the spectrom-
eter into a modulated signal. The interference signal consists of a DC signal
superposed with a modulated signal corresponding to different scattering
centres within the sample (see Equation 2.11 and Equation 2.13).
2.4 Noise definition in OCT and Signal-To-Noise
Ratio
A SD-OCT system is affected by different sources of noise, which can
limit the achievable Signal to Noise Ratio (SNR). The SNR is a measure of
the contrast between the useful information within the image compared to
the background noise. Limiting the SNR has the direct consequence of re-
ducing the final image quality obtained from the OCT system. Image qual-
ity reduction leads to lower visual contrast. Then, it is important to properly
control the different parameters within the system which might play a role
in the overall noise behavior of the system.
2.4.1 Source of noise in SD-OCT
There are several noise sources in an SD-OCT system as described in
[14] and summarized below:
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Read (r) and detector (d) noise σ2r+d: It is due to the different electronic
components used in the SD-OCT system. In the notation, the (r) denotes
the noise added when reading the signal. Read noise can be seen as noise
created at the digitization stage of the analogous signal. The second letter of
the notation (d) represents the detector noise, the noise created within the
camera of the spectrometer. In such detectors, the thermal fluctuations can
randomly transfer electrons from the valence band to the conduction band
of the semiconductor material.
Shot noise σ2shotnoise: It is due to the random arrival of photons at the
detector. This random arrival leads to a random temporal generation of






× (αsγsRs + αrγrRr) , (2.14)
where ρ is the spectrometer efficiency, η is the quantum efficiency of the
camera, τ is the camera exposure time, h is the Planck constant, ν0 is the
central frequency of the light source, P0 is the optical power at the interfer-
ometer input, N is the number of pixel on the camera, αs and αr are the
ratios of the light coupling back into the fibre while returning from respec-
tively the sample and the reference mirror, γs and γr are the fraction of the
total power P0 in respectively the sample path and the reference path of
the interferometer, Rs and Rr are the power reflectivities of the sample and
the reference mirror respectively. Commonly, when using a SC light source
which provides high average power, Rr is the total reflectivity of a system
consisting of a mirror and a neutral density filter. The neutral density fil-
ter is necessary to avoid saturation of the detector. Shot noise is the less
limiting operation regime for an SD-OCT system and corresponds to a max-
imum SNR. Ideally, any imaging modality should operate under shot noise
limited detection.
Relative Intensity Noise σ2RIN : It is characterizing the excess noise in the
system. Mainly the excess noise is dominated by RIN which is due to the
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light source intensity fluctuations in time. Similarly, to the shot noise ex-















× (αsγsRs + αrγrRr)2 , (2.15)







is the source effective line-width with c the speed of light, λ2c is the light
source central wavelength and∆λ is the light source optical bandwidth. It is
assumed for this definition of RIN that the system is free fromwhat could be
described as environmental RIN. Environmental RIN would include noise
contributions such as mechanical instability of the components in the sys-
tem and temperature fluctuations. Such variations lead to variation of the
coupling of light into the interferometer and therefore create additional in-
tensity fluctuations.
2.4.2 Signal to noise ration in SD-OCT
It is common to assume that the power returning from the sample back
into the interferometer is much smaller compared to the power considered
in the reference path. Then, if similar coupling coefficients αs and αr are
considered,
αsγsRs + αrγrRr ≈ αrγrRr. (2.16)
The tool for noise consideration, not only in SD-OCT but also in SS-OCT
and TD-OCT, is the SNR. For ease of identification let’s denote Psample =



































2.4.3 Consideration for optimal noise SNR of an SD-OCT
As described above, noise in SD-OCT has different origins. The dif-
ferent contributions are not equal in amplitude and might affect the SNR
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with various impacts. Since the early stage of SD-OCT, important techno-
logical improvements have led to a generation of highly sensitive detectors
which show low detector noise [15, 16]. Thanks to such low noise detectors,
SD-OCT systems are nowadays able to achieve shot noise limited detection.
Nevertheless, if a source with high intensity fluctuations is used, the system
might be within the RIN limited regime. It has been shown in many re-
ports that the optimal regime for maximizing the SNR is shot noise [17, 18].





















Under those conditions, the expression of the SNR can be simplified as a
















As a conclusion regarding noise in SD-OCT, it is crucial to understand that
not all SD-OCT configurations can fulfill Equation 2.18 and Equation 2.19
for shot noise limited SNR. Indeed, a system driven by a noisy optical source
will have high RIN from the source, leading to an SNR below the shot
noise limited regime. This is the case when using supercontinuum lasers
as sources in OCT. This problem is addressed in Chapter 5, Chapter 6 and
Chapter 7 of this thesis.
2.5 OCT characteristic values
Aswith any scientific field, the OCT community has a list of parameters
and definitions which are essential to understand. It often happens that peer
review papers use these without recalling their complete definitions. This
section provides a description of the required terms for understanding this
thesis and other documents in the literature.
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2.5.1 Sensitivity
The first parameter of this list is the so-called Sensitivity. Sensitivity
represents the ability for an OCT system (TD-OCT or FD-OCT) to image
weak signals within the sample. Signals returning back from the sample
are potentially weak, both due to the limit of optical power applied to the
sample and also because of the light attenuation while propagation into the
sample. The physical definition of Sensitivity is the attenuation value to
consider in the sample path of the interferometer, given a mirror as the sam-
ple, in order to achieve a SNR equal to 1 [5]. However, this measurement is
not straightforward to implement as the typical minimum reflectivity mea-
surable is around 100 dB. A popular way of estimating the Sensitivity is by
measuring a SNR, using a mirror in the sample path, where a given atten-
uation has been added to avoid camera saturation. Then, the sensitivity S
can be obtained has
S[dB] = SNR[dB] +Attenuation [dB]. (2.21)
Several parameters can cause a decrease in Sensitivity. For example, a non-
optimized collection of the light returning from the sample path. However,
if considering carefully the different hardware issues, the main limiting fac-
tor of Sensitivity is the noise in the system. The optimal working point
of an OCT system is shot noise dominated regime as it is the only regime
which see the SNR increases while PRef increases. Any other regime such
as electronics noise dominated regime or RIN dominated regime leads to
non-optimal Sensitivity values. The shot noise limited Sensitivity, for a
given power applied on sampled PSample, is deduced from Equation 2.20
and Equation 2.21 as







2.5.2 Axial resolution in SD-OCT
Optical Coherence Tomography relies on low coherence tomography
and therefore offers onemain advantage compared to conventionalmicroscopy
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techniques. This advantage is the disconnection between axial and lateral
resolution. Indeed, while the microscopy resolutions, in all dimensions, are
linked to the objective Numerical Aperture (NA), only the transverse reso-
lution of an OCT system is linked to the objective NA. For low coherence
interferometry based systems, the resolution in depth is governed by the
coherence length of the optical source.
The OCT system axial resolution corresponds to the width of the point
spread function (PSF) in the z-domain and is equal to half the coherence
length of the source. As described by Equation 2.4, temporal coherence and
PSD are linked via a FT operation. Then, the axial resolution ∆z of an SD-




= FWHM [iFFT [S(k)]] , (2.23)
where FWHM[.] represents an operator measuring the Full Width at Half
Maximum, iFFT is the inverse Fourier Transform operation and S(k) is the
source PSD.
From the early stage of OCT, Super-Luminescent Diode (SLD) sources
have been used in OCT systems as they are relatively cheap with a smooth
Gaussian spectrum and with broad spectrum (few tens of nanometres). In
such a case, the Fourier relation between the spaces z and k leads to a rela-











⇔ γ(z) = e−z2∆k2 , (2.24)
with γ(z) is called the coherence function and its width at half maximum is
related to the coherence length of the source. Within this assumption of a

















where λc is the central wavelength of the PSD and ∆λ is the source spectral
bandwidth. Even though the two expressions of Equation 2.25 are correct,
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it is much more common to obtain the wavelength information from an op-
tical source rather than the wavenumber one. The term
√
ln(2) comes from
the estimation of the FWHM of γ(z).
When discussing an axial resolution in SD-OCT, it is important to un-
derstand that since the early days of OCT technology the number of sources
available have dramatically increased. Nowadays, the list of sources in-
cludes super-luminescent diodes, solid state lasers or SC sources. The large
bandwidth made available by several new concepts has created a new OCT
field referred to as Ultra-High Resolution-OCT (UHR-OCT) [19]. In some
cases, the source spectrum is so broad that it exceeds the spectrometer band-
width. In such cases, the axial resolution of the SD-OCT system is less than
that determined by the coherence length of the source, it is instead deter-
mined by the spectrum width utilized by the spectrometer. An overview of
the sources available for SD-OCT is presented in section 2.8.
2.5.3 Lateral resolution consideration in OCT
As described above in section 2.5.2, the lateral or transverse resolution
of an OCT system depends on the objective numerical aperture. The equa-
tions governing the lateral resolution are those established for confocal mi-
croscopy or conventional optical microscopy [20]. The lateral resolution is
then linked to the spot size (along the lateral direction) of the focused Gaus-








where NA = D/2f is the numerical aperture of the objective with D the
diameter of the beam on the objective and f the focal length of the objective
lens. The NA of an objective is an indication of the capacity for the objec-
tive to collect light from a point source. The higher the NA, the larger the
maximum angle from a point source from which the objective can collect
photons. As shown in Equation 2.26, the higher the NA the better the OCT
lateral resolution. However, it is important to consider a second parameter
called the Depth of Focus.
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The depth of focus is a measure of the distance around the minimum
beam waist position, where the beam waist is smaller than twice its min-
imum value. Physically, it characterizes the length where a tight focus is
maintained. Mathematically, it is calculated as twice the Rayleigh length zr
and can be expressed as









It is noticeable that the DoF varies with the inverse square of the objective
NA. Then, using high NA objective leads to a reduction of the DoF of the
objective. While designing an OCT system, there is a balance to consider
regarding the choice of the objective between lateral resolution and depth of
focus. The better the lateral resolution of the system, the smaller the distance
out of which the lateral resolution is maintained. A popular sketch inspired




High NA Low NA
FIGURE 2.4: Schematic of the balance between Rayleigh
length and lateral resolution for high and low numerical aper-
ture of the objective lens. Adapted from [5]
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2.6 Spectrometer for SD-OCT
2.6.1 Spectrometer concept
A spectrometer is a detection unit used for measuring the spectral in-
tensity distribution of light. The physical effect behind the spectrometer
principle is diffraction. By diffracting the light before detection, the spectral
shape of the input light is accessible. A spectrometer is composed from five
elements. The first is the slit and is placed at the input port of the spectrom-
eter. The second element is the collimation lens. The third is the diffraction
grating. The focal length of the collimation lens is chosen in such a way that,
together with the Numerical Aperture (NA) of the fibre (the fibre core is act-
ing as the slit), a parallel beam illuminates as many lines as possible on the
diffraction grating. It is important to illuminate as much lines as possible on
the grating in order to ensure a spectral resolution as small as possible and
therefore an optimal imaging range (see section 2.6.4). The diffraction grat-
ing is the element of the spectrometer responsible for diffracting the light.
A diffraction grating can be either in transmission or reflection. Assuming a
monochromatic beam, the angle at which the light exits the diffraction grat-
ing follows the rule given by Equation 2.28 and Equation 2.29 (according to
the sketch shown in Figure 2.5).
d× [sin(θm)− sin(θi] = mλ, (2.28)








where θi is the angle of incidence of the beam on the diffraction grating, θm
is the exiting angle at diffraction order m, λ is the wavelength of the light,
m is the order of diffraction consider and d is the distance between two
lines within the grating usually called grating spacing. Commonly, if using
non-blazed grating, spectrometers in OCT operate with the first order of
diffraction as higher orders have weaker intensities. The fourth element of
the spectrometer is the focusing lens which focuses the light on the detector.
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A telescope system is created by the collimation lens and the focusing lens.
When designing the spectrometer, it is important to ensure that the image
of the input slit of the spectrometer by the telescope is smaller than the pixel
size on the detector. Pixel intensity leakage can significantly reduce the ef-
ficiency of the spectrometer. Finally, the last element of the spectrometer is
the camera. In a conventional SD-OCT system, this camera is a line-scan
camera. A line-scan camera is a detector using a single line of pixels, which
is read at a rate of a few tens of kHz to a few hundreds of kHz. Consid-
ering OCT typical wavelength, silicon detectors are used from 600 to 900
nm while InGaAs detectors are used from 1000 to 2000 nm. A typical pixel
size of 5 - 10 µm is achieved in Silicon camera and 20 - 30 µm for InGaAs
cameras. Nowadays, the number of pixels are generally of 4096 - 8192 for










FIGURE 2.5: Sketch of light diffraction by a diffraction grating
for a monochromatic light at wavelength λ.
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A typical transmission diffraction grating based spectrometer designed
for OCT application is presented in Figure 2.6. Commonly, an OCT inter-
ferometer is based on a fibre coupler in order to divide and recombine the
light. Assuming this fibre-based configuration, the slit of the spectrometer is
the core of the optical fibre connected to the input of the spectrometer. Most
of the time this will be a single mode fibre as a homogeneous illumination
is required on the grating. This fibre is placed at a distance corresponding
to the focal length of the collimation lens in order to obtain a parallel beam
of diameter D. The diameter D is influenced by the focal length f1 and the
fibre NA. It is important to ensure a beam diameter large enough to illumi-
nate a large number of lines on the DG [21]. Therefore, as the NA is fixed
for a given fibre, the focal length of the collimation lens need to be chosen
for maximizing the illumination of the grating. The limitation in beam di-
ameter for a spectrometer is the dimension of the grating effective area. The
grating effective area is the area of the grating over which the manufacturer
ensures the grating line density within a small margin. The expression for
D (in air) is given by the NA expression as:




Then, the collimated beam hits the DG and the light is diffracted accord-
ing to Equation 2.29. The focusing lens L2 is placed at an intermediate dis-
tance to the grating in order to collect the light contained in the first order of
diffraction. This intermediate distance is a balance between the lens diame-
ter and the diameter of the beam after the DG. However, it is important to
consider the problem of intensity leakage from pixel to pixel due to defocus-
ing of the beam on the camera caused by geometrical aberrations. Indeed,
geometrical aberrations degrade the focusing properties of the lens, espe-
cially if the edges of the lens are used. Finally, the last element, the line-scan
camera, detects the light and provides a measure of the intensity which is a
representation of the intensity per non-equally spaced wavelength slot. The
choice of the components of the spectrometer is done in consideration of the
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expected specifications and requirements of the imaging system. For exam-
ple, in the case of UHR-OCT, where large optical bandwidth are consid-
ered, one would prefer to use mirrors for collimation and focusing instead
of lenses in order to obtain low chromatic effects. Also, reflection based
grating would be preferred compared to transmission based one for if very















FIGURE 2.6: Configuration of a transmission DG-based spec-
trometer commonly used in SD-OCT.
Such a spectrometer is characterized by several parameters. The basic
ones are:
- Spectrometer Efficiency: It represents the power efficiency of the spectrom-
eter. Due to the different lenses and the different orders of diffraction, a
spectrometer involves a certain amount of losses.
- Spectral Bandwidth: It is the span of wavelengths which is detected by the
spectrometer. Ideally, this bandwidth has to be equal to the source band-
width or smaller. Operating with a spectrometer bandwidth larger than the
source bandwidth will lead to a limited imaging range for the SD-OCT sys-
tem (see section 2.6.3).
- Spectral Resolution: It describes the sampling properties of the spectrom-
eter and also influences the imaging range (see section 2.6.3) of the SD-OCT
system.
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2.6.2 Issue of spectrometer non-uniformity in k
As mentioned above, the data from the spectrometer are measured
along the pixel line of the camera. The wavelength distribution along the
pixel line can be deduced through the grating Equation 2.29 and geometri-
cal optics considerations [22]. Then, considering the parameters of Figure


















with w the pixel size, j is the pixel position, xc the distance between the
first pixel to the middle of the pixel line and f2 the focal length of the fo-
cusing lens L2. Such distribution is non-uniform in wavelength. However,
SD-OCT relies on the conjugate link between axial position (or depth) and
wavenumber. It is then required that the signal is converted in wavenum-
ber units through the hyperbolic relation k = 2π/λ. As the data are ini-
tially non-uniform in wavelength, the wavenumber distribution is also non-
uniform and needs to be corrected before FFT. The direct consequence of
the data non-uniformity in wave-number is observed within the phase of
the interference equation (Equation 2.13). The wavenumber non-uniformity
makes the interference phase non-linear in wave-number and leads to a
non-Transform limited PSF for the SD-OCT system [23].
Numerous techniques have been proposed in order to correct for this
non-uniform distribution of wave-number. Hardware modifications of con-
ventional spectrometer designs [24, 25] have shown encouraging results.
However, themost popularmethod is based on phase extraction and extrap-
olation of data [17]. A complete description of this procedure is proposed
in section 4.4.4. By using a calibration procedure prior to imaging, complete
correction of the non-uniformity can be achieved and transform limited PSF
is obtained. In addition, dispersive effects can also alter the phase linearity.
This point is discussed in section 2.7.1 of this chapter.
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2.6.3 Sensitivity decay with depth
When using a spectrometer in SD-OCT, a discrete vector is built which
represents the spectral shape of the interference signal. The discrete nature
of this vector comes from the pixel line of the camera. Each pixel on the
line is detecting a slot of frequency/wavelength equivalent to more or less
the spectrometer resolution. Due to the finite slot dimension and the Gaus-
sian beam illuminating the spectrometer, a sensitivity decay of the SD-OCT
system is observed with depth [26]. This decay, or fall-off, R(z) can be ex-
pressed as










and p = δsλ/Λ. z denotes the depth dimension and Λ is
the spacing between pixels. The sensitivity decay with depth corresponds
in wavenumber domain to a drop of the fringes visibility at large depths
(fast modulation frequency). It is necessary to consider the decay care-
fully while designing a spectrometer. Large spectrometer bandwidth leads
to large spectrometer resolution and important sensitivity decays. Then, a
clear analysis of the SD-OCT spectrometer together with the overall imag-
ing requirement is necessary to fully optimize the system performance.
2.6.4 Imaging depth of an SD-OCT
As introduced by section 2.5, a SD-OCT system uses a spectrometer in
order to measure an interferogram. In the case of SD-OCT, it is a discrete
vector where the interferogram is encoded in the pixel line of the detector.
Due to this discrete nature and due to the fact that OCT is a modulation
decoding problem, the Nyquist theorem [27] needs to be considered. Then,
for a given sampling resolution δsλ of the signal, the maximal and minimal
imaging depth achievable (in air) by an SD-OCT system is





Such description of the imaging depth is valid only for a correctly de-
signed spectrometer, more precisely for a spectrometer which uses a large
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number of lines on the diffraction grating. Indeed, if the number of lines
used is too low, it will become the dominant effect on the imaging range
calculations.
It was mentioned in section 2.6.1 that the spectral bandwidth has to be
ideally equal to the source bandwidth or smaller but not larger. This re-
quirement can be explained through the imaging depth ±zmax. Indeed, if
considering a spectrometer bandwidth larger than the source bandwidth,
the spectrometer resolution δsλ is larger compared to small bandwidth case.
Then, the imaging depth is limited compared to what could be achieved
for a given source bandwidth. However, when designing a spectrometer,
two additional parameters need to be considered. The first one, is the spec-
trometer sensitivity decay with depth discussed in section 2.6.3. The second
one is related to the sample under investigation. As an example, the light
can penetrate through skin up to 2 mm. In this situation, an imaging range
much larger than 3 mm seems not well suited. Similarly, spectrometers in
the 800 nm region allow an imaging range around 1 mm while the retina
thickness is less than 300 µm. If a very long imaging range is required, a
SS-OCT system would be more suited as an imaging range within the cm
scale is easily achievable [28, 29]. This is because the equivalent parameter
to spectral resolution in SS-OCT is the light source line-width which can be
within a few pm compared to a few tens of pm for the best spectrometer.
2.7 Other important aspects of SD-OCT
2.7.1 Dispersion issue in SD-OCT
Dispersion is a well-known effect arising in optical system due to the
frequency dependence of the index of refraction of any material. Due to this
dependency, wavelengths propagate at different group velocities and follow
slightly different optical paths[30]. Within an OCT system dispersion effects
can cause significant degradation of the axial resolution by broadening the
PSF [14]. Such degradation is even more problematic if UHR is targeted as
larger optical bandwidths are used. This degradation manifests as a chirp-
ing effect on the CS modulation. Mathematically, the chirp corresponds to
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a non-linearity within the phase of the CS modulation. It is common to
observe the effect of dispersion by decomposing the propagation constant




















Within this decomposition each order has a particular influence on the axial
resolution of the OCT system [14]
- β(ω0) adds a constant phase term which does not influence the PSF.
- ∂β
∂ω





is the group index. The first order term shift the position of the coherence
function and decreases its width.
- The second order term ∂
2β
∂ω2
is responsible for Group Velocity Dispersion
(GVD) in the systemwhich broadens the PSF. The chirping effect mentioned
earlier is due to this second order term. Also, due to the energy conversation
principle between CS in the k-domain and axial profile in the z-domain, a
SNR reduction is observed due to GVD.
- High orders of dispersion (>2), contribute much less to the distortion of
the PSF. However, if targeting UHR-OCT, it is important to compensate for
such terms. Typical UHR-OCT reports consider dispersion compensation
up to the 6− 7th orders.
Over the years, numerous methods have been proposed to compensate
or cancel dispersion in OCT systems. A first consideration is to analyse the
factors responsible for dispersion effects, originating from the system itself
or from the sample investigated or from both.
When dispersive effects are only due to mismatch of material in the
interferometer itself (propagation through glass such as lenses or fibre of
the OCT system), several methods can be used for dispersion compensa-
tion. The easiest one is certainly the duplication of elements on each path
of the interferometer. Doing so, dispersive effects become negligible, but
such solution can be expensive. An alternative to this initial solution is
to measure the material mismatch between the sample and reference paths
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and to insert a block of glass corresponding to the same mismatch. How-
ever, even though hardware dispersion compensation solutions are avail-
able, they have been overtaken regarding efficiency by software-based so-
lutions. Indeed, dispersion effects act as a non-linear term within the phase
of the interference signal. Then, a proper corrective term can be added to
the phase of the CS in order to cancel non-linearity due to dispersion. This
principle is shown on section 4.5.4. Such methods are now popular and
have shown that transform limited PSF can be obtained [23, 31].
In the case of dispersion arising from both the sample and the interfer-
ometer, it is complicated to obtain an accurate compensation. In that case,
most of the time, the compensation consists in a correction of an average of
the dispersion by optimizing a metric function [23]. Recently a report pro-
posed to assume a linear evolution of the dispersion within layered struc-
tured such as skin and obtained satisfactory correction [32].
Finally, a different method is that where the dispersion is not compen-
sated but simply cancelled. This is achieved for system dispersion by us-
ing Master-Slave Interferometry (MSI) [33] (see Chapter 4). Also, quantum-
optical coherence tomography [34] and intensity correlation optical coher-
ence tomography [35] have been proposed for complete cancellation of dis-
persion from both the sample and the system.
2.7.2 Mirror terms issue
Earlier in this chapter, Equation 2.13 has been used to describe the sig-
nal at the output of a low coherence interferometry system. In that case, a
sample consisting of N reflective centres at axial positions δn were consid-
ered. Let’s assume now that the sample consists of only two reflective cen-
tres at axial positions ±δ and with a power reflectivity RS1 and RS2. Also,






RrRS2×cos (−2βδl) . (2.35)
After dedicated signal processing described in Chapter 4, the depth reflec-
tivity profile is obtained by iFFT of the interference signal. It is important
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to notice here the even nature of the cosine function. The Fourier Transform
(FT) of a cosine function is
1
2
(δ(z + δl) + δ(z − δl))⇔ cos(kδl). (2.36)

















Due to the parity of the cosine function, it is not possible to differentiate,
within the depth reflectivity profile, between signal arising from negative or
positive path difference. From Equation 2.37, the signal from each reflector
contributes to the positive and negative delta functions. This effect results in
operating the SD-OCT signal using only half of the imaging range available
(either the positive side or the negative side). This results in the situation de-
scribed by Figure 2.7, where the zero-axial position has to be placed outside
the sample of investigation. If not, overlaps between positive and negative
axial positions create of false representation of the sample.
Sample
A-scan Profile z = 0 
(red)
A-scan Profile z = 0 
(blue)
z=0 within the sample
z=0 outside of the sample
����[�(�)
����[�(�)
FIGURE 2.7: Illustration of the mirror term effect and the re-
quirement for the positioning of the zero-axial position out-
side of the sample.
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2.8 Light sources for SD-OCT
2.8.1 Super-Luminescent Diodes
SLDs are one for the simplest source for OCT. An super-luminescent
diode is basically a laser diode without a lasing cavity. Then, the stimulated
emission regime is never reached and the light emitted is only based on Am-
plified Spontaneous Emission (ASE) [36]. SLDs are available for the three
main wavelength ranges for SD-OCT applications (800 nm, 1050 nm and
1300 nm). Semiconductor alloys such as Indium-Phosphide (InP), Gallium-
Arsenide (GaAs) or Gallium-Nitride (GaN) are commonly used. Typically,
super-luminescent diode bandwidth are limited by the gain of the mate-
rial [36], leading to maximal bandwidth around 100-120 nm. The total out-
put power can be from few mWs to several hundreds of mWs. In order to
overcome the bandwidth limitation of super-luminescent diode, it has been
shown that stitching 3 to 4 spectra from different SLDs can be used as an
ultra-broad source for UHR-OCT [37].
2.8.2 Solid State Lasers
Solid state laser is a denomination for a type of laser which relies on
pumping a bulk crystal (doped or not) using a high-power laser [38]. This
category, when considering application to OCT, comprises laser such as Ti-
tanium Sapphire source and Chromium based source. Solid state lasers for
OCT are available in the 800 nm and 1300 nmwavelength range. In the 800-
nm region, Titanium sapphire laser is certainly the best option. Titanium
sapphire lasers are centered around 800 nm with bandwidth as large as 300
nm together with high power (>100s mW), very high spatial coherence and
low intensity noise. Alternative sources exist for this wavelength region
which are based on chromium crystal but proposed less interesting param-
eters. The first UHR-OCT proposed by [19] used a Titanium sapphire laser.
In the 1300 nm region, many options based on pumping a Chromium type
crystal exist. The broadest solid state laser for OCT in the 1300 nm range is
a chromium based source called Cr4+: Forsterite [38] which covers several
hundreds of nm around 1280 nm. The total output power is larger than 100
Chapter 2. Optical Coherence Tomography – Definition and Theory 48
mW. All solid state lasers offer very interesting properties for OCT and have
attracted interest due to the need of large optical bandwidth. However, solid
state lasers are bulk, complex and very expensive laboratory equipment. A
few of those mentioned here have been proposed as a reliable commercial
product. Even more, none have been implemented into commercial OCT
system.
2.8.3 Fibre-based source
Broad light source can be obtained by pumping optical fibre with in-
tense short pulse. Such source is often called Supercontinuum (SC) light
source, though it is an inaccurate denomination. Supercontinuum is a gen-
eral description for any spectral broadening occurring due to non-linear ef-
fects inmaterial including bulkmaterial, optical fibres, liquid and gases [39].
A more accurate denomination would be fibre-based SC. Most of the time,
fibre-based SC relies on pumping a Highly Non-Linear Fibre (HNLF) using
a short optical pulse with pulse length in the ps or ns regime [40]. Typically,
in the practice of OCT, the HNLF is a Photonic Crystal Fibre (PCF) made of
silica. Fibre-based SC sources have been used in the early stage of SD-OCT.
However, their pulse to pulse fluctuations have significantly limited their
usefulness [41]. Since these first attempts, important progresses have been
made in understanding the mechanism of SC generation in fibre and several
low noise SC sources have been proposed. Concepts such as tapering the
optical fibre or increasing the pulse repetition rate have been investigated.
Since then, SC source have been used successfully in numerous OCT appli-
cations [17, 18]. Supercontinuum light sources exist as commercial turn key
product with repeatable and robust design [42, 43].
2.9 Conclusion
This chapter aims was to introduce a number of concepts and param-
eters of importance when discussing OCT technology. Most of them are
used along the thesis without new definition. However, a short summary
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is sometime proposed, at the beginning of a chapter, regarding a particular
topic to help the reader.
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A Supercontinuum (SC) light source is a broad optical source based
on non-linear frequency broadening caused by an intense wave propagat-
ing into a non-linear medium. The first demonstration of a SC light source
was reported on 1970 [1] where a ps pulse broadened over the entire visible
range into a borosilicate glass. This first demonstration was based a bulk
glass as the non-linear medium, however nowadays SC can be generated
in many different ways by pumping gases, liquids or glass. The limitation
regarding the medium used is that material with low non-linearities will
require pumping at much higher peak power.
A major revolution in SC generation was to use optical fibre as the non-
linear medium. Due to the confinement of light within the small fibre core,
long length of interaction is achieved. Even more, the use of Photonic Crys-
tal Fibre (PCF) for SC generation was a game changing [2] because of the
dispersion engineering. Nowadays, PCF-based SC sources are available as
robust and reliable commercial products which are use in many different
applications such as material processing [3, 4] or medical imaging [5, 6].
This Chapter 3 aims to provide a short introduction to the concepts of
PCF, SC generation mechanisms and optical non-linear effects in fibre. This
Chapter 3 remains relatively simple as it is just introducing the concepts
used in other Chapter of the thesis which are discussing how SC sources are
used into OCT systems.
Chapter 3. Fibre-based Supercontinuum - Introduction 56
3.2 Optical fibre - Definition
An optical fibre is a dielectric waveguidewhich presents a circular sym-
metry. In a first approximation, the physical principle behind an optical fi-
bre can be seen using a geometrical description. Figure 3.1 is a simplified
representation of the optical fibre concept. A material of refractive index
n1 (red) is surrounded by a second material of index of refraction n2 (grey).
The material with refractive index n1 is called the fibre core and the material
with refractive index n2 is called the fibre cladding. Usually, the two mate-
rials of the fibre core and the cladding are similar and the refractive index
difference is obtained by doping the material of the fibre core in order to in-
crease its refractive index. The refractive index difference is measured using
the refractive index change as ∆ ≈ (n1 − n2) /n1« 1. As an example, for sil-
ica based fibre ∆ is typically within 0.001 to 0.02. The light guidance occurs
through total internal reflection inside the fibre core only if n1 > n2. Also,
a condition exists regarding the maximum input angle at the fibre facet. If
assuming an external mediumwith unity refractive index (next=1).The max-











FIGURE 3.1: Geometrical description of light propagation into
an optical fibre based on trapping the light within the fibre
core using slightly larger index of refraction for the core mate-
rial.
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The simple geometrical model proposed above is enough to introduce
the basic concept of an optical fibre. For a more complete description, one
would prefer to use the electromagnetic wave guided model. This model
uses Maxwell’s equations to determine the electric and magnetic field ex-
pressions within the fibre. Then, the light propagation is described using a
modal formalism. In that case by solving the Helmholtz equation [7], each
solution of the equation is called an optical mode. A mode can be described
as an electric field distribution which intensity profile does not varies while
propagating into the fibre. The number of modes N allowed to propagate










n21 − n22, (3.2)
with V is the normalized frequency characterising the fibre, λ is the light
wavelength and a the fibre core radius. For V ≤ 2.405, an optical fibre an
optical fibre can supports one mode per polarization.
Operating with single mode behavior (N = 2, one mode per polariza-
tion) in fibre used in imaging is often important to avoid important losses
of power but also exploiting the spatial coherence properties of light.
3.3 Photonic crystal fibre
Supercontinuum generation requires a balance between dispersion and
strong non-linear effects [8]. As mentioned above, optical fibres are ideal for
SC generation due to the long interaction length inside the small fibre core.
In addition, PCF fibres are well suited because of the dispersion tailoring
described below. All the SC sources used during this thesis are fibre-based
and rely on pumping a Highly Non-Linear Fibre (HNLF), commonly a Pho-
tonic Crystal Fibre (PCF), with an intense relatively short optical pulse.
In the case of a PCF, the confinement and guidance of light within the
core of the fibre can be obtained by two mechanisms. The first one is the
photonic band gap effect [9]. In that situation, the guidance of light is en-
sured by forbidding the light to propagate through the fibre cladding. The
Chapter 3. Fibre-based Supercontinuum - Introduction 58
photonic band gap effect is used in hollow core fibres where the light is con-
fined within an air hole based core [10]. The second effect used for light
guidance in PCF is the effective index mechanism [11]. This effect relies on
creating a total internal reflection, similar to the one used in conventional
step index fibres but using a pure glass. This is obtained by creating a re-
fractive index difference between the solid core of a PCF and the air holes
structure of the cladding. If the diameter d of the air holes is much smaller
than the wavelength of the light, the effective index of refraction is only the
average of the material and the air structure. However, if the holes diameter
is within the dimension of the wavelength of the light then the effective re-
fractive index is equal to the average refractive index between air and silica.
During the research described in the thesis, the SC sources used are based on
solid core PCF which uses the effective index guidance mechanism where
the holes diameter is in the same range as the wavelength of light (d ≈ λ).
Figure 3.2 is a representation of a fibre facet appearance of a solid core
PCF (b) in comparison with a step index fibre (a). The solid core PCF is
based on a hexagonal air-hole structure characterised by the holes diame-
ter d and the pitch Λ (distance between the centre of two holes). One hole
is missing at the centre of the structure in order to create a high index of
refraction position which is then acting as the core of the fibre.
Both fibre concepts rely on the refractive index difference between core
and cladding in order to guide the light. Then, the light is well guided
only if the core has a higher refractive index compared to the cladding. An
illustration of the index of refraction profile of a solid core PCF together
with a step index fibre is presented in Figure 3.3. In the case of the PCF, the
air-holes structure creates a effective index of refraction lower compared to
the central point of the fibre (missing hole position).










FIGURE 3.2: Sketch of a fibre facets for a conventional step
index fibre with (ncore>ncladding) (a) and a solid core PCF with











FIGURE 3.3: Refractive index profile for a step index fibre (a)
and a solid core PCF (b).
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3.4 Optical effects (Linear and non-linear)
3.4.1 Dispersion
Dispersion is a linear effect occurring in any material and is related to
the variation of the index of refraction which is frequency dependent [12].
It is common to describe the propagation constant β(ω) as a Taylor series as:

















(ω − ω0)n .
(3.3)


















the Group Velocity Dispersion (GVD).
The measured of dispersion within an optical system is generally done
through the GVD which is denoted with two parameters, D (with unit is





with c the speed of light, λ the wavelength of light.
Dispersion in a single mode optical fibre can be divided into two con-
tributions, the material dispersion and the waveguide dispersion. The ma-
terial dispersion is defined by the material used for the fibre (Silica, chalco-
genide glass, . . . ). The waveguide dispersion is linked to the geometry of
the fibre. Step index fibre, graded index fibre or PCF do not show the same
waveguide dispersion [11]. Depending on the value of D two regimes ex-
ist, the normal and anomalous regime. The normal regime corresponds to
D < 0 and the anomalous regime corresponds to D > 0.
An interesting property of a PCF is that the dispersion profile can be
engineered. As stated above, in the case of a holes diameter similar to the
wavelength of the light, the effective index is dependent on the optical field
distribution. Short wavelengths are more confined than longer wavelengths
which lead to a smaller index of refraction difference between cladding and
core for short wavelengths (the effective index of the cladding is decreasing
with wavelengths). Then, the diameter of the core can be tuned to control
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ZDW ≈ 1060 nm
FIGURE 3.4: Dispersion regime definition versus wavelength
with a sketch of dispersion curve of a PCF used for SC gener-
ation around 1060 nm.
the dispersion profile of the fibre. Doing so, the Zero Dispersion Wave-
length (ZDW) can be shift to different wavelength (from 1300 nm up to 780
nm). The key advantage of shifting the ZDW is the availability of high peak
power lasers at wavelength around 1060 nm or 1550 nm which is important
for efficient non-linearities within the fibre. Supercontinuum generation is
possible if a good balance exists between non-linear effects and dispersion
within the HNLF. High dispersion leads to fast broadening of the optical
pulse and then weak non-linear interactions. So, close to zero dispersion is
necessary around the wavelength of the pump laser of the SC source.
3.4.2 Losses
Losses in optical fibre can be categorized into three contributions, the
scattering losses, the absorption losses and the confinement losses [13]. Then,
the power at the fibre output which is a function of the fibre length L can be
calculated as:
Poutput(L) = Pinput × exp [− (αscattering + αabsorption + αconfinement)L] (3.5)
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The first type of losses, the scattering losses, are to be attributed to the
interaction of light with particle within the fibre. First, the Rayleigh scatter-
ing is a linear optical phenomenon which happens due to interaction of the
light with particles which are much smaller than the wavelength of light.
Rayleigh scattering losses vary with 1
λ4
. A second type of scattering in fibre
is the Mie scattering which is caused by imperfections within the fibre with
size similar or larger compared to the wavelength. Confinement losses are
the losses caused by leaking of the optical mode into the cladding of the
fibre.
3.4.3 Self Phase Modulation / Cross-Phase Modulation
While propagating into a medium, for example silica glass in the case
of the optical fibres considered in the thesis, an intense optical pulse locally
modifies the index of refraction. If considering the effect of a strong optical
radiation, the index of refraction can be re-written as:
n (ω, I(ω)) = nlinear(ω) + nnon−linearI(ω) (3.6)
where n (ω, I(ω)) is the index of refraction considering its linear and non-
linear term and I(ω) ∝ |E(ω)|2 is the pulse intensity at a given frequency.
The additional contribution to the index of refraction leads to a local modi-
fication of the phase of the pulse. Such an effect is called Self Phase Modula-
tion (SPM) [13, 14, 15]. Under normal dispersion regime, SPM is responsible
for a symmetric spectral broadening of the optical field around its central
frequency. This broadening has the advantage to be highly coherent (low
noise). In the case of anomalous dispersion, SPM participates to the cre-
ation of Solitons.
So far, only a monochromatic radiation of frequency ω has been consid-
ered. In reality, the lasers used for SC generation are spectrally broad (few
nm to few tens of nm). In that case, it is possible that the light at a frequency
ω1 influences the light at a frequency ω2 through a non-linear effect called
Cross-Phase Modulation (XPM). In that case, the phase modification of the
light at ω2 is caused by the light at ω1 and vice-versa.
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3.4.4 Modulation Instability
Modulation Instability (MI) is a non-linear effect which consist in a
break-up of a continuous or quasi continuous optical radiation into a train
of ultra-short pulses [13, 16] . It arises in optical fibre due to the inherent
noise present into any light source. Such noise leads to local variation of the
pulse spectral shape which can trigger local SPM effect and spectral broad-
ening. Under normal dispersion regime such local maxima are not of an
issue as they are rapidly broadened leading to a smoother spectral shape.
However, under anomalous dispersion condition those local maxima are
compressed and hence create some SPM effect. This leads to a break-up of
the initial radiation into a train of ultra-short pulses with duration in the
tens of femtosecond. This train of ultra-short pulse is responsible for a spec-
tral broadening of the initial radiation. Modulation instability is naturally
considered as a noisy effect due to its origin (amplification from quantum
noise).
3.4.5 Optical Wave Breaking
Optical Wave Breaking (OWB) is a non-linear effect occurring under
normal dispersion regime. It is due to the superposition in time of different
frequency components of the pump pulse [17, 18]. It is cause by the chirp
induced by SPMwhile an intense pulse propagate through the PCF. Optical
Wave Breaking contributes to the spectral broadening of a SC generated us-
ing coherent effect as described by section 3.5.2. Similarly to SPM, OWB is
a coherent process which can be used for low noise SC generation.
3.4.6 Raman Scattering
Raman Scattering is an inelastic optical effect which can be simply de-
scribed as an energy transfer from a light beam to the material by the cre-
ation of an optical phonon (vibration of the crystal lattice) in which the light
is propagating [19]. This energy transfer is due to the scattering of the light
by the material inhomogeneity. This energy transfer leads to a wavelength
Chapter 3. Fibre-based Supercontinuum - Introduction 64
shift of the light towards longer wavelength (lower energy). Raman scatter-
ing is responsible for the spectral shift of solitons so it plays an important
role in SC generation.
3.4.7 Solitons
A soliton is a type of wave which is created through the balance of
anomalous dispersion and SPM [20]. While anomalous dispersion tends
to shift the long wavelength towards the rear of the impulse and the short
wavelength to the front, SPM is doing the exact opposite. Then, the two
effects are balanced into a stable or periodically stable solution (along the
propagation) called solitons. Solitons correspond to analytic solutions of
the propagation equation of a pulse into the fibre (Non-Linear Schrödinger
Equation). Solitons have the particularity to propagate inside the fibre core
with either no temporal broadening or with periodical broadening and com-
pression pattern depending on the solitons number. The solitons numberNs






with γ is the non-linearity parameter of the fibre, P0 is the optical peak
power, T0 is the input pulse length (FWHM) assuming a Gaussian shape
and β2 is the second order term of the dispersion Taylor expansion. A fun-
damental soliton, which can propagate infinitely with no spectral or tem-
poral change (if neglecting other effects such as losses and Raman scat-
tering), has a soliton number N = 1. If N is larger than one, this corre-
sponds to higher order soliton which have periodical pattern of compres-
sion/broadening during their propagation into the fibre.
Solitons are responsible for the broadening of the SC towards infra-red
wavelengths. The short pulse length (< 100 fs), large spectral bandwidth
and high peak power of solitons permit some energy exchanges between
wavelength of the soliton itself through Raman Scattering effect. Basically,
this can be understand as a shift of the solitons short wavelengths energy
towards the longer wavelengths. In addition, it is noticeable that solitons
behave chaotically so that they collide, interact and exchange energy which
then all together also contribute to the energy exchange within the soliton
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wavelengths energy transfers. This tends to contribute to the high pulse to
pulse fluctuations of SC source based on solitons [8, 21]. Also, this creates
higher noise at the red-edge of the generated supercontinuumwhich can be
problematic if used in a system such as OCT.
3.4.8 Dispersive Waves
A dispersive wave is a generated when the spectral extension of a soli-
ton (generally close to the ZDW of the fibre) reaches the normal disper-
sion regime and if a phase matching relation exists between the solitons
wavelength and shorter wavelength located within the normal dispersion
regime. Under this condition an overlap exists between the solitons wave-
length and the shorter wavelength which leads to energy transfer from the
soliton to the shorter wavelength wave as they are group velocity matched
[13]. Dispersive waves generation efficiency is influenced by the same pa-
rameters that influence the soliton creation. So, it is influenced by several
parameters such as the peak power of the solitons, the pulse length of the
solitons and the central wavelength of the soliton. In parallel to the Solitons
red-shift effect through Raman Scattering, dispersive waves are blue-shifted
[13]. Dispersive waves are important in SC generation as they are responsi-
ble for the blue extension of the SC. This portion of the SC source is the one
used when considering OCT at 800 nm or in the visible range.
3.5 Fibre-based SC generation mechanism
When considering fibre-based SC generation, two important parame-
ters are to be considered, the optical fibre and the pump laser. The optical
fibre is modifying the SC generation mechanism and SC output through
its dispersion profile. The dispersion profile can be either normal, anoma-
lous or both depending on the wavelength considered and the optical band-
width of the pump laser. The pump laser is also influencing the SC gener-
ation mechanism and SC output through the achievable peak power and
the pump wavelength. For example, a SC can be generated by pumping
an optical fibre nearby its Zero Dispersion Wavelength (ZDW) if the fibre
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possesses one. In that case, the pump wavelength can be either within the
normal or anomalous regime. Also, the driving mechanisms will be differ-
ent depending on the pump pulse duration (fs, ps, ns or even continuous
wave pumping). If a fibre with an all-normal dispersion profile is used, a
SC can be generated and its noise properties will be affected by the pump
pulse duration. Low noise operation is obtained only if short pulse are used,
in the case of long pulse Raman scattering might raised the noise level [22].
In the course of this thesis two types of SC source have been used. The
first one is a SC source where the pump is a 1064 nmmode-locked laser with
a pulse duration in the range of 10 ps. In that case, the fibre used is a PCF
with a ZDW located around 1040 nm. Below the ZDW the fibre shows a
normal dispersion and above the ZDW an anomalous dispersion. The sec-
ond SC source used during the course of the research is a source based on
a fs-laser with a wavelength of 1064 nm and a tunable pulse duration as
short as 170 fs. For this second type of SC, the fibre is a PCF with an all nor-
mal dispersion profile. The two mechanisms describing the SC generations
mentioned above are presented next.
3.5.1 ps pumped and fibre with ZDW
The first type of SC source relies on pumping a PCF nearby its ZDW
with a ps-long high intensity pulse [8]. The SC generation is initiated by
MI which breaks up the pump pulse into a train of Solitons. Then, those
solitons experience a complex dynamic which tends to red-shift them to-
wards longer wavelength though Raman Scattering [23? ]. The frequency
shift experienced by each soliton is governed by their instantaneous peak
power, central wavelength and pulse duration. In addition, the speed of the
red-shift of each soliton is related to its own peak power. Then, high peak
power solitons shift faster (central wavelength shift) and crash back into
slower, low peak power, solitons. Those solitons collisions are responsible
for high power solitons taking away power from lower power solitons. In
parallel of the solitons dynamics and as described above, dispersive waves
are generated by solitons on the blue side of the pump and through disper-
sive waves trapping effect are shifted towards shorter wavelengths [23? ].
In addition to those different process, losses due to propagation in the PCF
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have to be considered. Finally, the red spectral extension of such SC source
when considering a silica based PCF is stopped at a wavelength around 2.3
µm to 2.4 µm as the silica losses there become too high. The correspond-
ing blue edge reached is around 500 - 600 nm which corresponds to the GV
match of the longest wavelength reach on the red side of the SC.
3.5.2 fs pumped and ANDi fibre
The second type of SC source used in the course of the thesis is based on
pumping a PCF which dispersion is measured in the normal regime over a
wavelength range spanning from around 600 nm up to more than 1400 nm.
The pump laser used is a femtosecond laser with variable pulse length from
170 fs to 1 ps. Considering this SC source design, the spectral broadening
is initiated by the SPM effect triggered by the high intensity pulse from the
femtosecond laser [22]. Then, OWB effect is triggered and contributes to ad-
ditional spectral broadening. Such SC source spans from 700 - 800 nm up to
1450 nm [22]. The red-edge of the SC is at much shorter wavelengths com-
pared to the first SC source described in section 3.5.1 because the confine-
ment losses of the ANDi fibre are very high after 1450 nm. This SC source
is generated only through coherent and deterministic effects which makes
it potentially very interesting for OCT applications. Chapter 7 is dedicated
to investigate the usefulness of such SC source for OCT application.
3.6 Conclusion
This Chapter was dedicated to give a short introduction to important
concepts regarding optical fibre, non-linear effects and SC generation. Sim-
ilarly to the previous Chapter about OCT theory, small summaries are pro-
vided at the beginning of each Chapter when required.
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Chapter 4
Signal processing in optical
coherence tomography
4.1 Introduction
Optical Coherence Tomography (OCT) andUltra-High Resolution-OCT
(UHR-OCT) are based on the physical phenomenon called interference (sec-
tion 2.2.1). Then, OCT is equivalent to a problem of frequency decomposi-
tion/identification. The frequencies of the interference fringes are linked
to the position of scattering centres within the sample (decomposition) and
the amplitudes of the fringes are linked to the power reflectivities of the
scattering centres. The OCT processing can be divided into three blocks.
The first block is the pre-processing of the raw data towards the frequency
analysis. It comprises processing steps such as noise and background cor-
rection, apodization and optional processing such as resampling and disper-
sion compensation. The second block is the frequency analysis itself which
can be done using Fast Fourier Transform (FFT) or correlation. Finally, the
third block is the data displaying generally obtained using logarithmic rep-
resentation.
In this Chapter, a description of the mathematical processing used in
OCT and UHR-OCT is proposed. Two processing methods are described,
the conventional FFT based Spectral Domain-OCT (SD-OCT) algorithm and
the Master/Slave Interferometry (MSI) based OCT algorithm. In both case,
the mathematical description is supported by experimental data in order to
show step-by-step the status of the processing.
Chapter 4. Signal processing in optical coherence tomography 72
4.2 OCT system definition
A typical SD-OCT system relies on three main parts. The first one is
the broad optical source. If considering UHR-OCT, it is required that the
axial resolution is within few microns, therefore it is required to operate
with bandwidth ∆λ as large as possible (see section 2.5.2). Typically, in
the 800 nm range, a bandwidth of at least 300 nm is required [1]. In the
1300 nm range, due to the variation of the axial resolution with the central
wavelength the bandwidth needs to be larger to achieve UHR (∆λ > 300
nm)[1]. The bandwidth increase requirement while the central wavelength
increase comes from the fact that axial resolution in OCT scales with band-
width in wavenumber units. The second element constituting the SD-OCT
system is the interferometer. Again, if UHR-OCT is targeted, it is important
that the component involved are able to operate with a bandwidth of a few
hundred of nanometres. In that case, the directional coupler and the optics
need to be chosen accordingly. For example, it is wise to use reflective ele-
ments such as parabolic collimators instead of transmissive elements such
as lenses. Finally, the last element is the spectrometer. As described in sec-














FIGURE 4.1: Sketch of the SD-OCT used for the results pre-
sented in the thesis: C1, C2: Parabolic collimators; Disp: Dis-
persion compensation block; M1: Flat mirror; OBJ: Objective;
DC: Directional coupler.
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Figure 4.1 is a sketch representing the UHR-OCT system used during
the word described in this thesis. The SD-OCT system is Michelson inter-
ferometer with an ultra-broadband 50/50 directional coupler (DC) splitting
the light, from a Supercontinuum (SC) source filtered around 1270 nm (NKT
Photonics A/S) [2], into a reference path and a sample path. The split-
ting ratio of the DC coupler is maintained between 45 % and 55 % over
the entire wavelength range of the system. The reference path consists of
a reflective collimator (C2 – Thorlabs RC04APC − P01), a dispersion com-
pensation block (Thorlabs LSM02DC), and a flat mirror (M1). The sam-
ple arm consists of a reflective collimator (C1 - Thorlabs RC04APC − P01),
a set of galvanometer-based XY -scanners (Thorlabs GV SM002/M ) and a
scan-lens. All the optics described here are selected for optimal operation
with large optical bandwidth centered around 1300 nm, then they are either
based on reflective components or using special coating for this wavelength
region. The spectrometer is a Cobra 1300 (Wasatch Photonics) which is a re-
flective based grating spectrometer[3] with an optical bandwidth covering
from 1070 nm to 1470 nm based on a line-scan camera (Sensor unlimited
GL-2048) [4] operating at a maximum line-rate of 76 kHz.
Figure 4.2 is an example of the data obtained at the output of the SD-
OCT system described by Figure 4.1. Such signal is often call a channelled
spectrum (CS). Each spectrometer readout I(p) consists in a one dimen-
sional discrete vector of length P with Ap is the amplitude in counts of pixel
p.
Ip ≡ [A1, A2, A3, ..., Ap] . (4.1)
4.3 General considerations
The amplitudeAp of Equation 4.1 is representation of the photo-current
that is proportional to the intensity of the light detected by the pixel p to
which corresponds a wavenumber value kp. When considering raw data
from the spectrometer, the spacing inwavenumber units between two pixels
is not necessarily identical along the pixel line. Considering a mirror in the
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FIGURE 4.2: Example of the typical readouts measured by the
spectrometer considering a DC signal and a signal with inter-
ference.
reference path of the interferometer with a power reflectivity RR and an
object in the sample path with n reflective centres of power reflectivities




























where S(kp) is the discrete power spectral density, ZR is the length of the ref-
erence path of the interferometer, ZSn and ZSm are the lengths of the sample
path considering the reflective centres n andm respectively. The additional
term ΦDisp(kp) in the phase of the cosine functions is accounted for the dis-
persive effects in the system.
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In order to simplify the description and the comprehension of the pro-
cessing steps, a system where the sample is a mirror placed at a distance ZS
from the fibre facet is considered. Then, the processing steps will be applied
on a simplified version of Equation 4.2, given by:
I(kp) ∝ [S(kp) [RR +RS]] + [S(kp)× cos (kp × 2× z0 + ΦDisp(kp))] , (4.3)
with z0 = ZR − ZS is the optical path difference between the reference path
and the sample path of the interferometer. Also, in that context, the autocor-
relation term disappears as the sample consists in a single reflective centre.
4.4 Conventional OCT dedicated processing
In this section, the step-by-step signal processing algorithm required
to plot an axial reflectivity profile (A-scan) is presented. This algorithm is
dedicated to a conventional UHR-OCT system which relies on Fast Fourier
Transform (FFT) operation. It includes compulsory steps such as resam-
pling and dispersion compensation and also some highly-recommended
steps such as apodization and background subtraction. Figure 4.3 is a flow


















FIGURE 4.3: Step by step signal processing procedure required
for FFT based SD-OCT.
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4.4.1 Axis conversion from pixel position to non-uniform
wavelength and non-uniform wavenumber distribu-
tion
Equation 4.3 is a function of kp as OCT relies on the Fourier conjuga-
tion between wavenumber space and axial position space. However, spec-
trometers are often designed and characterised using wavelengths. As de-
scribed in section 2.6.2 of the thesis, the pixel distribution corresponds a
non-uniform distribution of wavelength λ˜ (the tilde notation describes the
non-uniform nature of the distribution). Several methods are available to
map the wavelength distribution along the pixel line of the spectrometer.
Among them the spectral calibration using multiple laser lines is one the
easiest. This method relies on using a series of narrow laser lines in order
to map the wavelength distribution along the pixel line of the spectrome-
ter. Then, a polynomial fit is used to describe continuously the wavelength
as a function of the pixel position. The spectrometer used in the course of
this thesis has been characterized by the manufacturer (Wasatch Photonics
- United States) using a series of 8 narrow laser lines. Equation 4.4 is the
resulting pixel to wavelength polynomial function as
λ˜(p) = C0 × p0 + C1 × p1 + C2 × p2 + C3 × p3, (4.4)
with C0 = 1.06789 × 103 [nm], C1 = 2.04954 × 10−1 [nm], C2 = −2.02466 ×
10−6 [nm] and C3 = −1.16410 × 10−9 [nm]. It is important to notice that the
wavelength distribution is non-linear with the pixel number (see section
2.6.2).
The data need to be expressed as a function of wavenumber, instead of
wavelength, before FFT operation. The relation between wavelength and
wavenumber is k˜ = 2π/λ˜ . The distribution k˜ is non-uniform due to the













2× k˜ × z0 + ΦDisp(k˜)
)]
. (4.5)
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4.4.2 Detector noise correction
The processing of section 4.4.1 has led to Equation 4.5 which described
the spectrometer readout in the wavenumber space. Section 2.4 has de-
scribed the different noise contributions within the SD-OCT system which
are within any OCT signal. The first contribution to compensate for is the
detector noise. This source of noise includes several types of noise such
as the dark noise and the electronic noise. The first one, dark noise is to be
attributed to random generation of electrons within the detector due to ther-
mal fluctuations. The second type of noise, the electronic noise, is the noise
generated at the digitization of the analogous signal through the different
electronic components within the detecting unit.
As any source of noise, the detector noise cannot be cancelled but only
approximately compensated for. Thermal control of the detection unit re-
duces it but is not simple to implement. A digital minimization of its effect
can be obtained by subtracting an estimation value from the spectrometer
readout. The detector noise can be measured by operating the detection
unit at room temperature with no light (optical source off) and recording a
series of spectra. In this case, the detector noise estimation per pixel can be
approximated as the standard deviation of the time series of spectra:
σ2Detector(k˜) = σINoLight(k˜). (4.6)






Figure 4.4 is showing an example of detector noise signal recorded at
an exposure time of 20 µs (green). Also on Figure 4.4, a spectrometer read-
out with and without detector noise correction are shown. The corrected
readout lies a few counts below the uncorrected values as the detector noise
values are relatively small for short exposure time such as 20 µs.
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Signal with Detector noise
Signal Detector noise corrected
Detector noise
FIGURE 4.4: Example of detector noise signal (green) and the
effect of its correction on a spectrometer readout (blue and
red).
4.4.3 Background correction
While considering OCT imaging conditions using white light interfer-
ometry, it is important to understand that there is a large amplitude differ-
ence between the signal returning from the reference path of the interfer-
ometer and the signal returning from the sample path of the interferometer.
This difference is to be attributed to the difference in power reflectivity of the
mirror in the reference path (RR) and the power reflectivities to investigate
in the sample path (RSn). Most of the time, it is assumed that RR >> RSn.


















Equation 4.8 assumes that within a spectrometer readout, recorded from
a real sample, the signal amplitude is dominated by the signal returning
from the reference path of the interferometer. This contribution is seen as
a DC component which need to be corrected in order to better exploit the
dynamic range of the OCT system. Regarding this DC signal, it is fair to
assume that it is quite stable. This means that the signal is not varying in
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time except for noise within the system. It is then possible to compensate
for the background signal by a subtracting an approximated reference sig-
nal Ireference(k˜) = S(k˜) × RR. Similarly, to the detector noise compensation,
an average of few hundreds of readouts, acquired from the reference path
of the interferometer only, is a good approximation for Ireference(k˜). The
background corrected signal can be calculated as
IBackgroundCorrected(k˜) = IDectectorCorrected(k˜)− IReference(k˜). (4.9)
This background subtraction modified Equation 4.5, if considering also the
detector noise correction, as
IBackgroundCorrected(k˜) ∝ S(k˜)× cos
(
2× k˜ × z0 + ΦDisp(k˜
)
. (4.10)
Figure 4.5 is an example the reference signal measured as an average of
500 readouts measured from the reference path of the interferometer (red).
Also, shown in Figure 4.5, are the readouts with and without the back-
ground correction. The corrected signal (thick blue line) shows a reduced
DC component as it is almost centred around 0 counts.




















FIGURE 4.5: Example of reference signal (red) and the effect
of its correction for a given readout (blue: uncorrected – blue
thick: corrected).
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4.4.4 Resampling
From Figure 4.3, the next step in the processing algorithm is the one
called resampling. Resampling is a re-organization of the readout array,
originally non-uniformly distributed in wavenumber (k˜), into a uniformly
distributed array . This non-uniformity is expected due to the design of the
spectrometer [5]. If operating with non-uniform k˜ distribution, the OCTwill
experience a broaden and varying axial resolution with the axial position
[6].
Several methods have been proposed to obtain a uniform wavenumber
distribution prior to FFT operation. From hardware point of view, spec-
trometer with linear in wavenumber output have been proposed [7]. Also,
completely new techniques which do not rely on FFT operation for fre-
quency analysis exist. Among those is the Master/Slave Interferometry
(MSI) described later on this chapter in section 4.6 or the non-uniform dis-
crete Fourier Transform technique [8]. Nevertheless, themost popularmethod
available is the digital correction. The method used during the thesis is de-
scribed below. It relies on measuring the spectrometer wavenumber distri-
bution during a calibration step prior to imaging followed by an interpola-
tion step.
The present method is based on phase analysis of readout and interpo-
lation within spectrometer readout. The first step is to acquire two readouts,
at two axial positions z1 and z2, separated by few hundreds of µm using a





detector correction (DC), background correction (BC) and assuming power

























2× k˜rel(p)× zS2 + ΦDisp(p)
)]
, (4.12)
where k˜rel(p) is the non-uniform distribution of wave-number along the
pixel line of the camera. k˜rel(p) is different from k˜ previously mentioned in
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this chapter. k˜rel(p) is measured with no prior knowledge of the wavelength
distribution while k˜ is calculated from the manufacturer wavelength cali-
bration of the spectrometer. This is an advantage of the resampling method
proposed, which also includes a spectrometer wavenumber calibration. Us-
ing a Hilbert transform operation on the two readouts, their phases can be



















respectively. With ∆z = zs1 − zs2 is the axial position difference. Figure 4.6









the phase difference calculated from Equation 4.13.













Phase interference signal - ZS1
Phase interference signal - ZS2
Phase Difference
FIGURE 4.6: Extracted phase of the readout measured at zS1
(red) and zS2 (blue) together with the calculated phase differ-
ence (green).
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Using a single narrow laser or a narrow band-pass filter, it is possible
to obtain a wavelength value (λknown) characterising a single pixel within
the pixel line. Then, the wavenumber distribution can be calculated for the





It is interesting to see that the dispersion term has been cancelled by the
phase difference calculation. Then, the resampling step is addressing only
the non-uniformity induced due to the spectrometer design.
Figure 4.7 is a plot the wavenumber distribution obtained using the
proposed resampling method and the data obtained from the spectrometer









The two wavenumber distributions are relatively close. The difference ǫk(p)
along the pixel line between the two methods is always smaller than 0.5 %.
The largest difference is observed at the beginning of the pixel line where
the signal is the weakest. Weak signals make the phase reading less accurate
and therefore weaken the method accuracy.
This first step is concluded with an estimation (relatively accurate) of
the wavenumber distribution along the pixel line of the camera. Such dis-
tribution is still non-linear (the spacing of wavenumber from pixel to pixel
is not the same along the pixel line). Then, the second step of the calibration
procedure consists in an interpolation of point within the phase of the read-
out at equidistant wavenumber positions. The new uniform wavenumber
distribution is
k(p) = k˜LastP ixel +
[
k˜LastP ixel − k˜FirstP ixel
N
]
× (p− 1). (4.16)
From Equation 4.16, an interpolation within the spectrometer readout can
be performed at each k(p). Numerous interpolation methods can be used
and will differ in terms of speed versus efficiency. Typical software used in
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FIGURE 4.7: Wave-number distribution obtained from exper-
imental calibration (blue) and manufacturer data (red) also
with the computed error (green).
the OCT community such as Matlab or LabVIEW include interpolation pos-
sibilities such as spline, nearest, linear or cubic. Within this thesis, a spline
interpolation method is used as it represents an interesting compromise be-
tween efficiency and speed. The resampled readout can be expressed as
IResampled(k) ∝ S(k)× cos (2× k × z0 + ΦDisp(k)) . (4.17)
As described in section , From Equation 4.17, the depth reflectivity pro-
file can be obtained by calculating the inverse FFT of IResampled(k) as
I(z) ∝ Real [iFFT [Iresampled(k)]] ∝ |FFT [S(k)]| ⊗ δ (z ± z0) . (4.18)
The resampling step is crucial for FFT based OCT. A depth reflectivity
profile with relatively good precision can be obtained after resampling. The
accuracy of such depth reflectivity profile depends on the amount of dis-
persion left uncompensated within the system. Figure 4.8 is an example of
a depth reflectivity profile obtained after iFFT of a readout characterising
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A-scan based on raw signal
A-scan based on resampled signal
FIGURE 4.8: Depth reflectivity profile obtained from a readout
corresponding to a mirror located at an axial position of 200m
before (red) and after resampling (blue).
a mirror placed at an axial position of 200 µm. It is clear that the resam-
pling procedure followed by a conventional FFT operation has narrowed
the width of the peak in the z-domain compared to the case of direct FFT of
raw data. As described by section 2.5.2, the OCT axial resolution is charac-
terised by the width of the Point Spread Function (PSF) obtained by imaging
a mirror. In the present example, the peak width is around 10 -15 µm, which
is far above the Fourier Transform limit expected value from an OCT sys-
tem driven by a SC source. From Figure 4.5, the FWHM of the PSD seems
to be around 200 nm centred around 1300 nm which corresponds to a FT
limited width around 5 µm (in air). The large difference between the ex-
pected PSF width and measured width indicates the presence of dispersion
within the system. A FT limited PSF can be obtained only after dispersion
compensation.
4.4.5 Dispersion compensation - System dispersion
As described in the previous section, resampling only is not enough to
achieve Fourier Transform limited PSF. A part of the non-linearity within
the interference fringes phase is indeed due to dispersive effects within the
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OCT system. The dispersion within the system is arising from two sources,
the interferometer dispersion and the sample dispersion. Equation 4.17 can
be written as
IResampled(k) ∝ S(k)× cos (2× k × z0 + ΦDisp−int(k) + ΦDisp−sample(k, z)) ,
(4.19)
where ΦDisp−int(k) is the constant dispersion in depth arising from the inter-
ferometer and ΦDisp−sample(k, z) is the depth dependent dispersion arising
from the sample. In the case considered in this chapter, with a mirror as the
sample, the sample dispersion is non-existent and only a constant disper-
sion need to be compensated for. Similarly, to the resampling phase analy-
sis, the phase of the Equation 4.11 or Equation 4.12 can be extracted using a
Hilbert transform and is written as
φ
I1,2(k˜rel(p)
= 2× k˜rel(p)× zS1,2 + φDisp−int(p). (4.20)
Then, using the expression of k˜rel(p) of Equation 4.13, the dispersion term
can be calculated as:
φDisp−int(p) = φI1,2(k˜rel(p) − 2× k˜rel(p)× zS1,2 . (4.21)
This operation is possible only if the axial positions of the mirror zS1,2 are
known. So far only the difference between the two positions was used. To
obtain the axial position of each position, it requires a simple measurement
done while acquiring each signal. First, one needs to approximate the posi-
tion of the null axial position which can be measured while the interference
fringes disappear (the cosine function of Equation 4.3 almost equal 1) by
using a micro-metric translation stage to match the reference path and the
sample path. Then, the two signal required for resampling are recorded
with an estimation of their axial position.
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j and subtracted to the phase of the resampled read-
out as
IResampled(k) ∝ S(k)× cos
(







Figure 4.9 is showing the depth reflectivity profile, considered in the
previous sections, obtained after resampling and dispersion compensation.
The Fourier transform limited PSF , calculated as the iFFT of the source
PSD (section 2.5.2), is also displayed. The width of the peak of Figure 4.9
is close to its Fourier Transform limited value. A difference in the range of
500 nm is obtained between measured width and its limited value. Such
difference falls within the accuracy of the resampling error (Figure 4.7) or
the system configuration changes (temperature, polarisation, . . . ) affecting
the interference fringes.
























FIGURE 4.9: Depth reflectivity profile obtained from a readout
corresponding to a mirror located at an axial position of 200
µm after dispersion compensation (blue continuous) and the
FT limited PSF (black dashed).
It is noticeable that after the dispersion compensation the peak has been
shifted in the z-domain. It appeared initially (before dispersion compensa-
tion) at an axial position of 200 µm and shifts to an axial position of 150 µm.
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This shift is due to the first order dispersion Taylor expansion term added
to the phase of the spectrometer readout. Such a shift is expected because of
the dispersion effect on the system (section 2.7.1) and also it is not a prob-
lem for the following step of the processing as all eventual peaks within the
imaging range would shift by the same 50 µm. Also, as shown by Figure
4.9, the PSF is not symmetric with important side lobes. This is due to the
non-smooth spectral shape of the source PSD (Figure 4.5) and also because
the two edges of the PSD are not equal to 0 (see figure 4.5).
4.4.6 Windowing
As described in the previous section, the ultra-broad spectrum comes
with a non-smooth spectral shape leading to side lobes on the PSF. Of course,
a hardware solution can be used for spectral shaping of the source PSD.
However, such correction is hard to implement due to the particular fil-
ters required. Then, the most common technique for correcting the non-
Gaussian spectral shape is to apply digitally a window function on the spec-
trometer readout prior to FFT operation. Numerous options exist such as
Hanning, Hamming or Tukey. The window function is applied by simply
multiplying the readout by the window expression. Then, Equation 4.22 is
modified as
IWindowed(k) ∝ W (k)× S(k)× cos (2× k × z0) , (4.23)
whereW (k) is the expression of the window function.
During the thesis, two window functions have been widely used. The
first one is the Hanning window and the second one the Tukey window.
Equation 4.23 and Equation 4.24 are representing the respective expression
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(4.25)
where N is the length (equal to the number of pixel of the readout) of the
windowW . Figure 4.10 is showing the effect of a Hanning window function
applied on the previous readout after dispersion compensation. The side
lobes effect previously observed in Figure 4.9 are no longer affecting the
PSF.























 A-scan after Apodization
FIGURE 4.10: Normalized depth reflectivity profile obtained,
from a readout corresponding to a mirror located at an axial
position of 200 µm after Hanning windowing and its FT lim-
ited PSF.
An important parameter to consider while applying a window function
is that the bandwidth will be reduced as the window function must be nar-
rower than the source PSD. Then, an increase of the axial resolution value
is to be expected as shown if comparing Figure 4.9 and Figure 4.10. After
windowing, the measured width is broader by around 1 µm compared to
the FT limited width.
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4.5 ComplexMaster-SlaveUHR-OCTdedicated pro-
cessing
This section is supported by Appendix A, which is an open access paper published
during the PhD. This paper is describing the theoretical background for understanding
MSI and CMSI. It is also explaining the reason for switching from MSI to CMSI.
This section is dedicated to the method called Complex Master/Slave
Interferometry (CMSI). The CMSI is an extension of the Master/Slave In-
terferometry (MSI) first proposed in [9]. The new denomination "Complex"
comes from the fact that CMSI uses complex formalism in opposition to the
original MSI which uses only real number. The idea behind the MSI prin-
ciple is to avoid the FFT operation required in conventional FD-OCT. The
FFT operation is used in FD-OCT as a decomposition/identification tool
for the interference fringes at the output the interferometer. Such decom-
position/identification can also be obtained using a comparison operator.
Indeed, each axial position within the imaging range of the interferometer
is associated with a certain frequency of the fringes oscillations. Then, it is
possible to compare the inference fringes with a set of oscillations describ-
ing discretely all the axial positions which can be imaged with the OCT
system. If there is a match between a frequency of the interference signal
with the oscillations describing the imaging range, the comparison signal
will be high at the matching position. In opposition, if no match is detected
the comparison signal will remains low at all axial positions.
A parallel can be made between the conventional FD-OCT and the MSI
principle. In FFT based OCT, the interference signal measured by the in-
terferometer has to be decomposed on a basis of single frequency sine and
cosine functions which represent the frequency kernel of the system. The
single frequency condition comes from the fact that wavenumber k and axial
position z are direct conjugate variables by Fourier Transform operation. As
shown in section 2.6.2 a readout from the interferometer is non-uniformly
distributed in wave-number and needs to be resampled before FFT opera-
tion. In the case of the MSI based system, the idea is to operate with a kernel
of sine and cosine function which represent the non-uniform wavenumber
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distribution of the OCT system. In that situation, the cosine and sine func-
tions are no longer single frequency function but chirped functions. Then,
MSI based OCT can be described as a FD-OCT modality which is using
an adapted kernel for frequency decomposition/identification. By operat-
ing with a kernel made of non-uniform functions, MSI allows to skip some
of the processing steps required from the algorithm of section 4.4, namely
the dispersion compensation from the interferometer and the resampling of
data into equal wavenumber slots. Master/Slave Interferometry belongs to
the group of FD-OCT as it does not require any scanning of the interfer-
ometer reference path in depth during imaging. However, in opposition to
common FD-OCT, the depth reflectivity profile is not obtained after a single
FFT operation but after a series of N comparison operations.
The original MSI method relied on comparing the interference signal
with a series of pre-measured spectra. Those spectra were acquired prior to
imaging using a mirror at the sample position [8, 9, 10, 11, 12, 13, 14]. In the
numerous reports on MSI, those spectra are called Masks. From an exper-
imental point of view, the Masks are acquired by translating the reference
mirror by micro-metric steps using a translation stage and then saved on a
computer. The maximal distance separating two Masks has to be smaller
than half the coherence length of the source [9]. However, it is more inter-
esting to use smaller steps in order to ensure a correct sampling of the peaks
in the z-domain.
The new CMSI method is based on a similar concept of comparison of
shapes used in MSI. Nonetheless, instead of experimental Masks a set of
theoretical Masks is used [15, 16]. The Mask set is generated by measuring
the system properties affecting the interference signal uniformity. The CMSI
Masks generation procedure involves the measurement of the spectrometer
wavenumber distribution and the dispersion effect arising in the interfer-
ometer. This new way of Mask generation has solved numerous drawbacks
of the original MSI as described in Appendix A.
Both MSI and CMSI show a certain number of advantages compared
to FFT based OCT. First, the most important point is that MSI and CMSI
do not require the resampling of data in equal wavenumber slots. Indeed,
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resampling is the computation time bottleneck of SD-OCT system. The sec-
ond advantage of MSI and CMSI is the tolerance to dispersion arising from
the interferometer [13]. The dispersion from the system is affecting both
the readout measured with a sample and the Masks. Then, the comparison
operation is tolerant to the chirping effect caused by dispersion. A third ad-
vantage is the computation methodology used to obtain a depth reflectivity
profile. In the case of FFT based OCT, the entire imaging range is computed
and processed while the sample might occupy only a fraction of it. In the
MSI principle, each point of the depth reflectivity profile is obtained sepa-
rately. It is then possible to compute only the imaging range required for
a given sample. It is also noticeable that such property is ideal for parallel
computing and GPU processing. Finally, due to this depth by depth pro-
cessing, an en-face image can be produced with no need for processing a full
volume as in SD-OCT.
The MSI and CMSI principle have been proposed in multiple FD-OCT
configuration such as SD-OCT [13, 15], Swept source OCT [9, 10, 11, 12, 14,
15] and Full field-OCT [8]. Also, recent demonstrations of application of the
CMSI based OCT have been reported [16, 17, 18].
4.5.1 Mathematical summary
It is proposed in here a short summary of the mathematical definition
of the MSI and CMSI mathematical background. A complete description is
proposed in Appendix A.
Master Slave Interferometry
Following a similar formalism compared to section 4.4 and demon-
















where MaxK is an operator measuring the maximum value of the integral
along the lag variable axis, z is the axial position, k˜ is the non-uniform
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wavenumber distribution of light along the pixel line, I(k˜) is the interfer-





mask characterizing the axial position z and K is the correlation lag vari-
able. The latest reports on MSI used the dot product operation, which is the
calculation of the correlation only at its maximum value (K=0), to approxi-













Equally to section 4.4 and also described in Appendix A the depth charac-
terization of an OCT system is a convolution between the system depth PSF
with the sample complex reflectivity profile. If considering as a sample a
flat mirror located at an axial position z0, the MSI signal is equivalent to
MSI(z) = Real











∝ E20 corresponds to the interference envelope and k˜−1 corre-
sponds to the inverse function of the distribution k˜.
As shown by Equation 4.28 and described in Appendix A, the origi-
nal MSI allows to measure the depth reflectivity profile of a sample with no
resampling and no interferometer dispersion compensation. However, such

















. Operating with a PSF broader than its transform limited value
corresponds to wasting some of the source optical bandwidth.
Complex Master Slave Interferometry
The CMSI has been developed in order to address the drawbacks of the
original MSI. However, CMSI has to keep the advantages such as no need
for data resampling, tolerance to dispersion from the interferometer and
customized sampling possibilities. To do so, the Masks set has to be modi-
fied in order to obtain a FT limited PSF. The experimental Masks leading to
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Similarly, if considering a dot product operation as the comparison operator
and if using the Masks of Equation 4.30, Equation 4.28 becomes
MSI(z) ∝ Real
[





From Equation 4.31, the depth reflectivity profile is now obtained with a
FT limited PSF. The expression of Equation 4.31 can be identified to the one
of 4.4 with a convolution product between reflectivity profile of the sample
and the Fourier transform of the source PSD.
4.5.2 CMSI Flowchart
The CMSI processing necessary to obtain a depth reflectivity profile can
be divided into two steps. The first one, called Master step, is dedicated to
the generation of a chosen number of Masks from a set of a few experi-
mental measurements. This step occurs prior to imaging, so the computing
time used is not affecting the OCT imaging rate. Those Masks are gener-
ated based on a procedure described in section 4.5.3. The second step of
the CMSI procedure, called the Slave step, is the imaging step itself. This
imaging step includes the acquisition of readouts by the spectrometer and
the comparison operation for frequency analysis. A flow chart describing
the CMSI procedure is proposed in Figure 4.11.
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FIGURE 4.11: Flowchart of the CMSI procedure for generating
a depth reflectivity profile.
4.5.3 Theoretical generation of adequate Masks
The first step of the CMSI procedure is the generation of Masks. The
Masks generation starts with a phase analysis of several experimental read-
outs recorded at several axial positions using a mirror as a sample. Exam-
ples of two experimental Masks are shown in Figure 4.12.
FIGURE 4.12: Example of experimental Masks recorded at ax-
ial positions of 100 µm (a), 500 µm (b).
The masks generation is based on reading the phase of few experimen-
tal readouts in order to infer the non-uniformity induced by the spectrom-
eter and also the non-uniformity induced by dispersive effects within the
interferometer. In order to read the phase of those experimental readouts,
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an algorithm based on complex formalism is used. Following a similar for-

















where φrand (z) is an additional phase term representing the eventual changes
occurring in the systemwhen recording the readouts. This additional phase
term has been added to the readout expression because of the original MSI
procedure described in Appendix A. Indeed, the MSI method relied only
on experimental Masks which are recorded during several tens of minutes.
During such a long-time frame, vibrations or temperature fluctuations have
to be taken into account in the readouts expression.
The conversion from real formalism to complex formalism is obtained
using a FFT operation, a filtering technique and then an inverse FFT op-
eration of the readout. The real part of the FFT of the readout leads to
the representation shown in Figure 4.13 (a). This is the typical represen-
tation of an axial profile obtained if considering a non-uniform distribution
of wavenumber. The axial profile is symmetric around the zero-axial posi-
tion but the peak localization is very poor due to the broadness of the peak.






for the entire negative
side of the axial position axis and also a small part of the positive side in
order to cancel the DC components. The effect of the filtering technique is
illustrated on Figure 4.13 (b). Finally, the inverse FFT operation is applied
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FIGURE 4.13: Illustration of the conversion from real formal-
ism to complex formalism by using FFT operation and filter-
ing.













. Then, Equation 4.34 is the sum








vary with k˜ while the last
























The derivative operation of the phase according to k˜ has cancelled the con-
tribution of the random phase term φrand(z). Also, a linear relation is es-
tablished between the phase derivative and the axial position. Figure 4.14
shows the phase derivative evolutions versus the axial position for different
pixel positions on the camera.
As shown in Figure 4.14, the evolutions of the phase derivative with the
axial positions are effectively linear (expected from Equation 4.35). This be-
haviour is very well demonstrated for pixels 500, 1000 and 1500. However,
the linear evolution is not clear regarding the pixel 100. A large variation oc-
curs at axial position of 600 µm, which is due to the weak signal amplitude
at this position on the pixel line (see Figure 4.12). Such weak signal tends to
make the phase analysis less accurate.
For each pixel, a linear fit is applied on the phase derivative evolution
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FIGURE 4.14: Phase derivative evolution versus the axial po-
sition considering four different pixels




























is an estimation of
∂h(k˜)
∂k˜


























obtained after numerical integration.









variations at short wavelengths. Those non-regularities are due to the weak
signal amplitude (red plot of Figures 4.15).
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(b) obtained after numerical integration of the phase
derivative.
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, a Mask at any axial position

























The Masks built from Equation 4.37 are ideally matching the system
properties and therefore represents the ideal kernel for the frequency anal-
ysis of the imaging step of the CMSI based OCT. In addition, the spectral
shape has been completely cancelled leading a FT limited PSF as the CMSI














. Finally, the axial po-
sition is no longer a discrete experimental parameter but a mathematical
variable.
Figure 4.16 (b) shows the synthesised Mask corresponding to the axial
position 100 µm compared to the experimental Mask recorded at an axial
position of 100 µm (Figure 4.15 (a)). A Hanning window function has been
applied to both Masks.
FIGURE 4.16: (a) Experimental Mask measured at an axial po-
sition of 100 µm, (b) Theoretical Mask generated correspond-
ing to the axial position 100 µm.
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4.5.4 Depth reflectivity profile calculation using CMSI
Similarly, to the original MSI (Equation 4.26), a depth reflectivity profile
based on CMSI can be calculated using the Masks produced with the proto-
col of section 4.5.2. Then, the depth reflectivity profile, using a dot product













Assuming the same situation of section 4.4.6 where the sample consid-
ered is a mirror located at an axial position of 200 µm, a CMSI based A-scan
is shown in Figure 4.17:

























FIGURE 4.17: CMSI based A-scan considering amirror located
at an axial position of 200 µm. (blue): Measured PSF, (red) FT
Limited PSF.
The CMSI basedA-scan shows a peak located at an axial position around
200 µm as expected from the mirror location. The peak width is however
broader compared to the FT limited width. This indicates that the current
CMSI algorithm used for Masks generation is not yet optimal and needs to
be improved.
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4.6 Comparison between conventional OCT and
MSI - Discussion
A first metric which can be used to compare CMSI based OCT and FFT
based OCT is the Sensitivity. As described in section 2.5.1, the sensitivity is
a metric related to the ability for a system to image weak signals from the
sample. Considering that an identical set of readouts is used for compar-
ing the sensitivity obtained using the CMSI and the FFT based A-scans, any
difference has to be attributed to the method itself. Figure 4.18 is a compar-
ison of the Sensitivity decays with axial positions measured with the two
methods for an exposure time of 20 µs and 4 mW of optical power on the
sample. Both methods show a Sensitivity value around 95 dB at shallow ax-
ial positions. This is a few dB below the theoretical values achievable under
those conditions (Theoretical Sensitivity, calculated as in [19], around 100
dB). No particular differences are observable, the CMSI based decay seems
a bit higher than the FFT based one at shallow axial position and then the
trend is inverted at larger axial positions. However, the differences are very
small so it is hard to conclude on the advantage of one method. The fact that
the two methods are concluding equally, when using the exact same data,
regarding the system sensitivity is important as it informs on the fact that
the comparison approach used for the CMSI is equally good regarding the
noise behavior.
The second metric which is important to conclude on when comparing
two OCT techniques is the axial resolution. The axial resolution obtained
using FFT based OCT is described by Figure 4.10 and the measured axial
resolution, corresponding to the peak FWHM, after resampling and disper-
sion compensation is 4.2 µm (in air). As illustrated in Figure 4.10, this ax-
ial resolution value is very close to the FT limited value, with a difference
smaller than 500 nm. In the case of the CMSI technique, the axial resolu-
tion is illustrated in Figure 4.17 and the FWHM is approximately 5.3 µm
(in air). The axial resolution measured using CMSI is broader by around 1.5
µm compared to the FFT limited values. This difference can be explained by
errors within the Mask generation during the CMSI procedure. It is impor-
tant to consider that the CMSI Masks generation is a protocol applied to a
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FIGURE 4.18: Sensitivity versus axial position measured using
FFT based OCT procedure and CMSI based OCT procedure.
set of experimental readouts with no optimization. No optimization means
that the Masks generation is done without adjustments. In opposition, the
FFT based procedure includes an optimization at the dispersion compen-
sation step where the order of the polynomial function is set iteratively to
obtained a PSF as close as possible compared to the FFT limited PSF. Also,
an optimization is done at the calculation of k˜rel(p) where the parameter
∆z is adjusted to optimise the resampling effectiveness. Finally, the results
presented in this chapter are based on the early development of the CMSI
procedure and therefore might not be optimal. However, a difference of 30
% between measured axial resolution and theoretical axial resolution is still
encouraging if considering that no resampling neither dispersion compen-
sation has been used.
Finally, a clear difference is observed regarding the time for computing
the axial profiles using the two procedures. The study of the exact tim-
ing difference has not been conducted during this investigation. However,
when simply comparing the time for computing a single depth reflectiv-
ity profile, a clear advantage is demonstrated for the FFT based technique.
When using the same computer, the same data and the software Matlab,
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the time for the calculation of a single FFT based A-scan is shorter than a
second. In the case of the CMSI based A-scan the time is above a few sec-
onds. This can be simply explained by the fact that the FFT based A-scan is
based on built-in function such as FFT operation or Spline interpolation and
therefore is relatively fast to compute. In the other hand, the CMSI based
A-scan is built using conventional numerical integration which are not op-
timized for fast computation. A recent report on CMSI has investigated the
computation speed of both CMSI and FFT method [16]. The conclusion of
the study is that CMSI can be as fast or even faster compared to FFT based
method. This is obtained if particular care is taken regarding the number
of points considered in the A-scan and the use of optimized processing tool
(matrices based computation).
4.7 CMSI continuation
The idea behind this chapter was to introduced the methods called
CMSI and to compare it to the gold standard of FFT based OCT. As men-
tioned above, the CMSI is relatively new and requires some more work in
order to be fully equivalent to the FFT based processing. Two types of work
need to be completed regarding the CMSI.
The first category includes tasks related to establish a clear equivalence
between the CMSI results with the FFT based ones. To do so, the first task
is to confirm that the CMSI procedure is dealing similarly with noise com-
pared to the FFT based one. A second task is to investigate why the pro-
posed CMSI algorithm displays a broader PSF compared to the FFT based
procedure. Certainly, this broader PSF is due to the Masks generation. Error
such as integration errors or cancellation of the randomphase term by phase
differentiation needs to be investigated. Finally, the CMSI method relies on
a set of few experimental readouts, so it is necessary to study the influ-
ence of those readouts on the CMSI accuracy. For example, an investigation
on parameters such as the minimal number of experimental readouts, the
distance between those readouts, the required signal amplitude for correct
phase reading need to be conducted.
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The second category of workwhich have to be done to pursue the CMSI
project is to validate the possibility of functional CMSI based OCT. Cur-
rently, OCT angiography, Spectroscopic OCT and Doppler OCT are very
common within the OCT community. Then, it is important for the CMSI to
be able to be used for the same type of applications.
4.8 Conclusion
In this chapter, the signal processing procedures for computing an SD-
OCT A-scan are described. Two methods are detailed: FFT based OCT and
CMSI based OCT. Using the FFT based procedure, a well localized A-scan
with high signal to noise ratio and narrow width is obtained. The resulting
axial resolution is very close to the theoretical limit determined by the FT of
the source PSD. Considering the CMSI procedure, a well localized A-scan
with high SNR is obtained. However, the axial resolution is not FT limited.
More work is required to establish a correct correspondence between CMSI
and FFT. However, recent reports on the CMSI procedure have shown en-
couraging application possibilities using the advantages of the CMSI proce-
dure such as the tolerance to dispersion and the custom sampling in depth.
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Optimization of SC source design
for noise reduction in UHR-OCT
5.1 Introduction
Nowadays, Supercontinuum (SC) are more than interesting laboratory
laser systems. Commercially available turn-key systems exist, customized
on: (i) low noise, (ii) enhanced optical density within a given wavelength
region or (iii) overall spectral flatness [1, 2]. With an ultra-broad spectrum
covering often more than what a spectrometer can detect, together with a
high-power density and good beam quality, SC sources are ideal for UHR-
OCT in the visible or near infra-Red region. This is despite the fact that
initially, the relatively large intensity fluctuations have led to toomuch noise
in the OCT system. The large intensity noise from SC source has limited the
usefulness of the SC source in OCT applications. However, in the last couple
of years, a resurgence of interest in the SC sources for OCT applications is
recorded. Low noise SC sources have been applied successfully to produce
ocular images [3], dermal images [4] and internal organ images [5]. This
has been possible through important progresses and understanding of noise
sources in the SC generation mechanism.
In this chapter, an analysis of noise from SC sources is performed us-
ing conventional SD-OCT hardware. First, the method used is described
by showing that a shot noise limited detection regime is achievable, when
using a SC source for UHR-OCT in the 1300 nm range. This is done by care-
fully adjusting the signal in the reference path of the interferometer. Then,
SC parameters are varied, such as the peak power at the Highly Non-Linear
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Fibre (HNLF) and the pump laser repetition rate. Doing so, it is shown how
a SC source can be optimized for reducing its noise impact into the OCT
system.
5.2 Summary of Noise in UHR-OCT
A complete description of noise and related issues for OCT applications
is provided in section 2.4. However, in order to facilitate the understanding
of this chapter, a brief summary is presented below.
Noise in OCT can be separated into 4 main contributions [6]. The first
one is the electronic noise arising from the digitization of the analogue sig-
nal measured by the spectrometer. The second type of noise is the dark
noise, which is due to the generation of electrons through random thermal
fluctuations within the camera quantum well. Later in this chapter, these
two contributions will be assembled into one and denoted detector noise.
The third type of noise is the so-called shot noise, arising in the system be-
cause of the random arrival of photons into the detector. Finally, the last
contribution is the Relative Intensity Noise (RIN), which is attributed to the
intensity fluctuations of the optical source in time. Other source of intensity
fluctuations can cause similar effect than RIN in the system. Variations of
parameters such as light coupling from free space to fibre, polarization of
the light, mechanical stability of the system lead to variation of the light in-
tensity detected by the OCT detector. However, it is assumed here that such
variations are negligible.
An interesting point to remember when discussing sources of noise in
SD-OCT is that their evolution is dependent on the optical intensity. Table
5.1, based on [6], describes the evolution of the different types of noise with
the optical power. A and A′ are two constants including several parame-
ters such as the detector quantum efficiency, the exposure time, the central
frequency of the source and other parameters. A complete description of
the parameters involved is provided in section 2.4.1. P0 is the optical power
at the input of the interferometer, N is the number of pixels of the detec-
tor, Rs and Rr are the power reflectivities of the object placed in the sample
path and reference path of the interferometer. γs and γr are the fractions of
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power in the sample path and reference path of the interferometer respec-
tively and finally ∆eff is the effective bandwidth of the detection unit. The
first contribution, the detector noise is not linked to the optical power. This
is expected as it is attributed to the thermal fluctuations and digitization of
the analogue signal. On the other hand, shot noise and RIN vary with the
optical power, linearly for the shot noise and with the square of the optical
power for the RIN. The different evolution with the optical power are at the
centre in what follows.
TABLE 5.1: Dependence of the different noise contributions to
the optical power.






σ2shotnoise A× P0 × (γsRs + γrRr) \N ∝ P0
σ2RIN A
′ × P 20 × (γsRs + γrRr)2 ×N \ (N2∆eff ) ∝ P 20
5.3 Shot noise detection using a SC source in the
1300 nm range
The method used for noise analysis consists first in evaluating the ex-
istence of a regime where the shot noise dominates over the other sources
of noise. Then, the second part of the analysis is to characterize the por-
tion of the camera dynamic range over which such regime exists. An ideal
OCT system should operate within a regime dominated by shot noise [7],
as this would correspond to a maximized Signal to Noise Ratio (SNR). A
similar method was used to investigate an optimal working regime for any
OCT system [7, 8]. However, those reports assumed a noise independent on
the wavelength. Conventional optical sources such as Super-Luminescent
Diodes (SLDs) present RIN properties that are independent on wavelength.
This is not the case for the SC sources. Supercontinuum sources offer such
a broad spectrum that different non-linear effects are responsible for the in-
tensity fluctuations. For example, in the 1300 nm wavelength range ,used
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for the OCT experiments presented in this chapter, three effects are respon-
sible for the SC broadening and therefore for the amplitude fluctuations [9].
Close to the pumpwavelength, around 1060 nm, the amplitude fluctuations
are principally caused by the pump laser amplitude fluctuations. Then,
around 1100 nm, the Modulation instability (MI) dominates. Modulation
instability is an amplification of quantum noise symmetrically around the
pump wavelength. Finally, towards longer wavelengths, the broadening
is due to solitons red-shifting by Stimulated Raman Scattering (SRS) and
solitons chaotic interactions. A description of these non-linear effects is pre-
sented in section 3.4. To overcome the wavelength dependency of the noise,
the analysis is performed in the z-domain (depth domain) instead of the k-
domain, which means that the analysis is performed after Fourier transform
of the OCT signals.
The noise characterization consists in evaluating the standard deviation
measured within the noise floor of a series of axial profiles. Figure 5.1 is
a representation of the principle of the noise measurement. The first step
is the Fourier transform of a full frame, containing 500 readouts from the
camera, that determines a given signal level. This leads to a frame of axial
profiles as shown in Figure 5.1(b). Then, the standard deviation is measured
along the position in the frame for a set of pixels within the noise floor of
the axial profiles. This leads to a vector of standard deviation values, whose
coordinates are σ1, σ2, σ3. . . σN . Finally, the total noise measured is an
average of those standard deviation values.
The spectral shape of the SC sources used in this chapter can be de-
scribed as the upper part of a Gaussian curve centred within the spectrom-
eter pixel line. Then, all along this chapter, the maximum of this Gaus-
sian like curve, situated around pixel 1024 on the array detector, will be
used as the level indicator of signal on the camera as described by Figure
5.1(a). For example, a maximum reference path signal of 3000 counts means
that the signal contained in the reference path of the interferometer has its
maximum (located around pixel 1024) at a value of 3000 counts. Also, in
this chapter, only signal in the reference path of the interferometer are con-
sidered. Indeed, it is assumed that the signal in the reference path of the
interferometer is much stronger than the signal in the sample path (when
Chapter 5. Optimization of SC source design for noise reduction in
UHR-OCT
112
considering imaging conditions). This is a correct assumption as when con-
sidering imaging conditions, the power reflectivity of the sample is smaller
by several order of magnitude compared to the power reflectivity of the ref-
erence mirror. Therefore, any optical noise in the system is mainly due to
the power fluctuations in the reference path of the interferometer.
FIGURE 5.1: Conceptual sketch for noise measurements
methodology: (a) Definition of reference path signal defini-
tion, (b) Definition of region of interest within a frame of A-
scans for calculation σTotal.
Figure 5.2 shows the evolution of the total noise measured within a
frame of axial profiles while increasing the signal in the reference path of
the interferometer by steps of few hundreds of counts. Each point corre-
sponds to a given signal level on the camera. Both axis have been converted
to dB scale for ease of identification of regime. As stated above, the different
sources of noise evolve differently with the optical power, mainly linearly
for the shot noise and with the square of the power for the RIN. If con-
sidered in dB scale, a linear evolution in linear scale, will be represented
linearly with a slope of 0.5. Similarly, if considered in dB scale, a squared
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FIGURE 5.2: Representation of the total standard deviation
versus the maximum of the reference path signal. Red fit iden-
tifies the shot noise dominated regime (slope = 0.5) and the
yellow fit identifies the RIN dominated regime (slope = 1.0).
evolution will be represented linearly with a slope of 1. Two linear fits can
be identified in Figure 5.2, the red fit located in the middle of the dynamic
range and the yellow fit located at the end of the dynamic range. Equation
5.1 and Equation 5.2 are the equations describing the two linear fits as
Red linear fit : y1 = 0.51× x− 4.35, (5.1)
and
Y ellow linear fit : y2 = 1.00× x− 9.17, (5.2)
Those two linear fits are obtained by an iterative procedure where, for
each case, the fit with the closest slopes compare to 0.5 and 1 are selected
respectively. The red fit, with a slope of 0.51 shows a goodness (R-square)
of fit of 0.94 while the yellow fit with a slope of 1.0 shows a goodness (R-
square) of fit of 0.93. High values of the goodness of fits clearly confirm
that different regimes exist when the signal level on the camera varies. The
last area on the dynamic range, located at the beginning of the x-axis, seems
almost flat. This indicates that the detector noise is dominating the total
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FIGURE 5.3: Example of B-scans measured from the forearm
skin of a healthy volunteer (power on sample of 4 mW). (a -
b - c - d) B-scans measured with a maximum of the reference
arm signal (signal level on the camera) of 500, 1000, 2000 and
3000 respectively.
noise.
In order to demonstrate the impact of the concept of noise regime when
varying the signal on the reference path of the interferometer, a B-scans com-
parison together with a contrast analysis is shown in Figure 5.3 and Table
5.2. Figure 5.3 represents a set of B-scans acquired from the fore-arm of a
healthy volunteer using 4 mW of optical power on the sample and an ex-
posure time of 20 µs. Within the set of images of Figure 5.3, the signal on
the reference path of the interferometer is set to 500 counts (a), 1000 counts
(b), 2000 counts (c) and finally 3000 counts (d). The signal in the reference
path of the interferometer is controlled using a variable neutral density fil-
ter which does not alter the spectral shape of the source. All B-scans show
similar structural information. Different layers can be identified, such as the
stratum corneum and the epidermis. In case of high values of the reference
path signal, cases (c-d) of Figure 5.3, the backgrounds of the images seem
whiter, leading to a reduction of the visual contrast. Table 5.2 summaries the
calculatedMichelson CM contrast from each B-scan. TheMichelson contrast
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TABLE 5.2: Michelson contrast measuredwithin the B-scans of
skin in Figure 5.3 when varying the signal in the reference arm
of the interferometer (Exposure time 20 µs – Power on sample
arm = 4 mW - Source: SuperK Extreme EXR9-OCT Repetition
Rate of 320 MHz.










where I is the intensity signal of each pixel within the image, and where
Imax and Imin are calculated as an average of the 50 first highest and respec-
tively 50 first lowest intensity pixels within the image. This modification
of the original Michelson contrast is required for calculating a realistic con-
trast value. Indeed, if the real minimum and maximum of the image are
considered, a contrast of 0.99 is obtained which is unrealistic. All calculated
contrast values are comprised between 0.37 (SReferenceArm = 1000 counts)
and 0.32 (SReferenceArm = 3000 counts), which show that setting the signal in
the reference path of the interferometer too high on the dynamic range can
impair the image quality. Setting the signal too high, around 3000 counts,
clearly places the system into the RIN dominated regime (see Figure 5.2)
and then corresponds to the lowest contrast value of 0.32. To the contrary,
placing the signal too low can also lead to a non-ideal image quality. In the
present case, a value of 500 counts is close to the transition between detec-
tor noise dominated regime and shot noise dominated regime. Considering
only the noise plot of Figure 5.2 can lead to an uncertainty regarding the
noise regime, therefore a contrast analysis helps to select the best working
point for the system. In this study, a reference path signal of 500 counts of-
fers a contrast of 0.36 while a signal of 1000 counts offers a slightly better
contrast of 0.37. Ideally, an OCT system should operate far from the transi-
tion point between noise regime in order to ensure optimal operation.
So far in this chapter, the existence of noise dominating regimes (Shot
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noise and RIN) have been demonstrated for an OCT system driven by a SC
source used in the 1300 nm. Knowing that such regime exists can be used as
a noise measurement tool where the metric is the extension of each regime
over the dynamic range of the camera. The larger the extension of the shot
noise dominated regime the lower the RIN arising from the source is affect-
ing the system performance. Therefore, under similar operating conditions
one can compare light sources for OCT using this principle. An interesting
way of using this tool is to study the impact of the SC source parameters on
the overall noise evolution into the OCT system. Then, the noise analysis
can be used for comparing SC sources. Using it to compare SC sources is
interesting as it relies on the UHR-OCT hardware only, i.e. on an interfer-
ometer and a spectrometer. Usually, noise analysis of SC sources relies on
fast electronics and complex hardware [10, 11] in order to track the pulse
to pulse fluctuations within different wavelength bands. The method pre-
sented is also interesting compared to traditional methods for SC noise char-
acterization as it is a single shot interrogation of the noise impact into the
OCT. Themore traditional methods are characterizing the source noise itself
without linking it to the impact in the OCT system. In the next two parts
of this chapter, two parameters of SC source design will be optimized using
the just presented method.
5.4 Optimizing the SC source pump peak power
As described in section 3.1, a SC source is made of two main elements;
the pump laser and the Highly Non-Linear Fibre (HNLF). The second of
those two, the HNLF is a passive component with specific parameters of
pitches and holes dimension controlling the dispersion profile of the fibre
[12, 13] (see section 3.2). The fibre properties determine the spectral broad-
ening of the SC through the launched peak power from the pump laser be-
fore reaching the power damage threshold [14]. Off course, the material
also influences the extension of a given SC as material losses have to be
considered. It has been shown that a peak power as high as possible is re-
quired when generating the SC, not only for extending the broadening but
also to reduce the intensity fluctuations [15]. This is due to the fact that the
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spectral edges of a SC are noisier than the central part, nearby the pump
wavelength. To understand this phenomenon it is necessary to remember
the SC generation steps described in section 3.4.
Initially, the high peak power pulse from the pump laser is split into
solitons by MI in the fibre. Then, the remaining broadening occurs through
the red-shifting of solitons by Stimulated Raman Scattering (SRS) and the
chaotic interactions solitons. From this initial number of solitons, it is easy to
understand that the higher initial number of solitons, the larger the number
of interactions and therefore the further away the red-edge of the SC in the
NIR. The spectral edge of the SC source in the IR side is then noisier in
comparison to the central part of the spectrum as it is generated from rare
interactions of solitons, at those long wavelengths, where the number of
solitons becomes low. It is then necessary to get the SC red-edge far away
for the wavelength range of use in the OCT system.
Figure 5.4 (a) describes the spectrum emitted by a SC source from 1200
nm to 2200 nmwhile the pump peak power is increased, from 10 % to 100 %
of the available peak power. This characterization consider only the red-side
of the SC as it is obtained using anOptical SpectrumAnalyser sensitive from
1200 nm to 2600 nm. The SC red-edge clearly shifts towards longer wave-
lengths while increasing the peak power. Figure 5.4 (b) shows the position
of the red-edge, measured at a level of -75 dB, for peak power varying from
10 % to 100 % (as the source used offer a power control scaled in percent-
age). Table 5.3 is an indication of the conversion rate between percentage
and optical power. The red-edge varies from 1550 nm at 10 % peak power to
1950 nm at 100 % peak power. The position of the red edge does not evolve
linearly with the peak power because of the silica material losses increase
non-linearly toward long wavelengths. The longer wavelength achieved
for 100 % peak power is around 1950 nm. This is because the peak power
is not large enough, however further increase of peak power would lead to
very high average power and possible damage of the fibre.
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FIGURE 5.4: (a) Measured Infra-red side of a SC source (Type
SuperK Extreme EXR9 – R= 320 MHz) using an OSA and an
integrating sphere (A filter has been used to filter the wave-
lengths below 1200 nm). (b) Evolution of the red-edge posi-
tion (measured at -75 dB) versus the peak power of the pump
(measured in percentages).
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TABLE 5.3: Percentage to estimated values in kW conversion
of the pump peak power.
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FIGURE 5.5: Total Standard Deviation versus the maximum
reference arm signal for several pump peak powers.
The previously introduced method for noise analysis (see section 5.2) is
applied to the pump peak power case study. The parameter which was var-
ied was the pump peak power presented in percentages with the estimated
correspondence of Table 5.3. Figure 5.5 is the total noise (in dB) versus the
maximum of the signal contained in the reference path of the interferome-
ter. As previously, the exact definition of the horizontal axis is the maximum
value (in dB) of the reference path signal measured in the central part of the
pixel line. From Figure 5.5 only, it is not obvious to see an improvement in
terms of noise. Though, it seems that a trend can be observed where the
noise decreases while increasing the peak power. The blue and pink curve,
representing respectively 100 % and 80 %, are clearly below the red curve
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which is the 20 % case. However, when considering the fit extractions used
to identify the dynamic range area where the shot noise dominates over the
other sources of noise, a clear trend can be seen. Figure 5.6 (a) is the plot
where only the fits of the shot noise dominated regime are displayed for
each peak power case. It is noticeable that the extent, in terms of camera
dynamic range, is increasing when the peak power increases. Starting all
from around 27 dB (500 counts - in linear scale). It is expected that all shot
noise fits start at the same location on the dynamic range as it is the transi-
tion from detector noise dominated regime to shot noise dominated regime.
However, all the shot noise fits terminate at a different positions, locating
the transition between shot noise and RIN dominated regime differently. In
the case of 20 % peak power, the transition is located at 30 dB (1000 counts),
while it is moving up to 31.7 dB (1500 counts) in the case of the 100 % peak
power. There is a difference of around 500 counts available for shot noise
limited operation if considering carefully the signal on the reference path
of the interferometer and the peak power at the HNLF. This represents a
higher SNR achievable in the high peak power configuration. Figure 5.6 (b)
is the complementary plot of Figure 5.6 (a), where only the RIN fits are plot.
Similar conclusions can be done from this plot, if the peak power increases
then the RIN dominated regime extension is limited. It is also interesting to
notice the difference in terms of the amplitude of the total noise measured
for the different peak powers. The method is measuring the total noise and
then inform about which source of noise is dominating over a certain area
of dynamic range. However, while shot noise is dominating there is still a
certain contribution of RIN, which means that a higher RIN case, such as
the 20 % peak power will show a slightly higher total noise compared to the
100 % peak power. In the present study, a difference of 1 dB can be observed
between the two extreme configurations (peak power at 20 % and 100 %).
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FIGURE 5.6: Extracted linear fits describing, for several pump
peak powers, the part of dynamic range where the system is
under the shot noise dominated regime (a) or the RIN domi-
nated regime (b).
FIGURE 5.7: Example of B-scans measured from the forearm
skin of a healthy volunteer (power on skin of 4 mW). (a – b –
c – d) B-scans measured with a pump peak power of 20 %, 40
%, 80 % and 100 % respectively.
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The influence of the peak power at the HNLF on the RIN level into the
OCT system can be evaluated through a noise analysis method but also by
direct B-scans comparison. Figure 5.7 shows a set of B-scans measured from
the fore-arm skin of a healthy volunteer. A power of 4 mW is used in each
case. The total output power of the SC source is higher than 100 mW even
for the 20 % peak power case, therefore a neutral density filter is used to
control the optical power injected into the OCT system. Four peak powers
are considered here, 20 % (a) - 40 % (b) - 80 % (c) and 100 % (d). The sig-
nal level in the reference path of the interferometer is set to deliver a signal
of around 1400 counts. This places the system in a regime where the 20 %
and 40 % cases should be RIN dominated while the 80 % and 100 % cases
should be shot noise dominated. The four B-scans display similar struc-
tural information without obvious differences neither structural nor visual
. A contrast analysis is required to conclude on an effective noise improve-
ment. Table 5.4 is a summary of the measured Michelson contrast (CM )
within the set of images. All four contrasts are similar, varying by less than
5 % which prevent to conclude on the real impact of such a small noise im-
provement. Nevertheless, it is important to consider that the Silica material
loss increases around 2.4 µm, and the current SC source red-edge is at max-
imum at a position of 1.95 µm. Then, for a Silica HNLF, it is still possible to
increase the pump peak power to push the red-edge to longer wavelengths.
Then, the difference in the total noise increases in comparison to its current
value of 1 dB (total noise difference between 20 % and 100 % cases). In this
case, the influence of the pump peak power can be of importance . Also,
some techniques in OCT literature rely on the direct image SNR, for exam-
ple Speckle Variance OCT [16]. For such application, it is crucial to operate
within shot noise dominated regime in order not to disturb the variance
measurements due to large RIN.
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TABLE 5.4: Michelson contrast measured within the B-scans
of skin in Figure 5.7, when varying the pump peak power (ex-
posure time 20 µm – Power on sample arm = 4 mW - Source:
SuperK Extreme EXR9-OCT 320 MHz.





5.5 Optimization of SC source repetition rate
The second optimization proposed in this study is achieved via the in-
vestigation of the pump laser repetition rate importance for noise reduction
in OCT system. Commonly, the high peak power required for SC generation
is obtained through Mode-Locked (ML) lasers, which can provide from few
kWs to hundreds of kW peak power at repetition rates of hundreds of MHz
to GHz [17]. Other types of lasers can be used as pumps for SC generation,
such as Q-Switched lasers or continuous wave lasers. When designing a
pulsed laser, it is important to keep in mind the need of a balance between
peak power and average power. Optical components such as optical fibres
have a limit on acceptable average power before reaching a non-reversible
damaged threshold [14]. Therefore, if a very high peak power is required,
a limit has to be placed on the repetition rate in order to operate below the
damage threshold in average power. In the opposite, a peak power limit
needs to be set if very high repetition rate is considered. Regarding SC gen-
eration, this balance is crucial as the peak power it related to the spectral
broadening of the SC source. The higher the peak power, the further in the
infra-red the SC spectrum can be extended. This last point imposes a limit
on the repetition rate of a SC source. Currently, commercially available SC
sources use peak power within few kWs and repetition rates in the range of
20 MHz to 320 MHz [18, 19]. Then, the present study proposes to compare
4 SC sources, with repetition rates of 20, 40, 80 and 320 MHz, in terms of
noise into an OCT system operating in the 1300 nm range.
Figure 5.8 represents the total noisemeasured by the spectrometer when
varying the signal on the reference path of the interferometer for the 4 SC
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sources considered in this study. This measurement is similar to that used
in sections 5.2 and 5.3. Here, comparatively to the previous analysis of peak
power influence, a very clear trend is shown. The higher the repetition rate
the lower the total noise. A difference of up to 5 dB is obtained at large
signals in the reference path of the interferometer (2500 to 3000 counts). By
using the linear fit procedure described earlier in this chapter, Figure 5.9
(a) displays the extension of the shot noise dominated regime for each SC
source. As a first comment, there is no shot noise dominated regime in the
case of a 20 MHz SC source, which means that the RIN is the always the
dominant noise except for the detector noise regime (located at low signal
level around 200 – 300 counts). This is the worst-case scenario for an OCT
system. Then, when increasing the repetition rate, the total noise drops
significantly and the shot noise limited regime takes over. Though, it is
very limited at 40 MHz repetition rate, with an extension of only 2 dB (200
counts). Only the 80 MHz and 320 MHz repetition rates SC sources offer
a reasonable shot noise limited regime that starts from around 25 dB (400
counts) up to 30 dB (1000 counts) and 32 dB (1600 counts) respectively. This
noise improvement obtained by increasing the repetition rate comes from
the available number of pulses detected per readout of the spectrometer’s
camera (see Table 5.5). When doubling or quadrupling the repetition rate,
the number of pulses which are detected during a camera readout is also
multiplied. This increase of number of pulse from 400 (20 MHz) to 6400
(320 MHz) leads to an averaging of the intensity fluctuation from the SC
source and therefore a drop of the RIN contribution in the OCT system by
around 3 to 4 dB on the total noise measured.
TABLE 5.5: Number of pulses per camera readout, considering
an exposure time of 20 µs, for 4 different SC source repetition
rates.
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FIGURE 5.8: Total standard deviation versus the maximum of
the reference path signal for different pump repetition rates.
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FIGURE 5.9: Extracted linear fits describing, for several pump
peak powers, the part of dynamic range where the system is
under the shot noise dominated regime (a) or the RIN domi-
nated regime (b).
To complete this noise analysis, similarly to the previous study, a com-
parison of 4 B-scans is presented in Figure 5.10. Each B-scan is acquiredwith
a different SC source from the set previously mentioned. Each B-scan is ac-
quired from the forearm of a healthy volunteer using 4 mW power on skin
and using an exposure time of 20 µs. The comparison of the 4 images high-
light the importance of the repetition rate of the SC source in reducing the
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FIGURE 5.10: Example of B-scans measured from the forearm
skin of a healthy volunteer (power on skin of 4 mW). (a - b - c
-d) B-scans measured with a pump repetition rate of 20 MHz,
40MHz, 80MHz and 320MHz respectively using an exposure
time of 20 µs.
RIN impact into the OCT system. When all images are displayed using the
same encoding of grey level, a direct difference in the background darkness
can be seen. The 20 MHz based image shows a much whiter background
compared to the images obtained at other repetition rates. In that case, the
background is almost as white as structure within the sample. At this repe-
tition rate, the noise is so important that it affects the structural information
of the OCT image. In opposition, the 320 MHz presents a quasi-black back-
groundwith this grey level encoding, leading to a clear contrast between the
sample and the background. Table 5.6 shows the calculated Michelson con-
trast for the 4 B-scans of Figure 5.10. The same precaution as in section 5.2 is
taken regarding the minimum and maximum number calculations. Again,
differences between high and low repetition rates are observed for the con-
trast values, with an improvement of 0.09 point for the contrast between the
extreme cases of 20 MHz and 320 MHz, corresponding to almost 20 % (from
0.49 to 0.58). The two intermediate measurements (40 MHz and 80 MHz)
are at an equal contrast of 0.54. This equality can be attributed to the time
separation of the two images. Indeed, it is complicated to set the system in
exact same configuration except for the repetition rate. Small changes in op-
tical power, angle of incidence on the sample or sample itself might explain
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the non-varying contrast issue. This type of uncertainty confirms that the
noise measurement method is complementary to a contrast analysis.
TABLE 5.6: Michelson contrast measuredwithin the B-scans of
skin in 5.10 when varying the pump repetition rate (exposure
time 20 µs – Power on sample arm = 4 mW.





5.6 Comparison of Noise Analysis method
Commonly, Sensitivity is the metric used to analyse OCT system qual-
ity when considering optical noise. Sensitivity represents the ability for a
system to measure weak signal which are generally coming from deep posi-
tions into the sample. A comprehensive definition of sensitivity is provided
in section 2.5.1. A relatively simple method to measure the sensitivity of a
system consists in replacing the sample to image by a Neutral Density Filter
(NDF) together with a mirror and measure the SNR obtained when the in-
jection is optimized. The sensitivity is then calculated as the summation of
the SNR and the optical density of the neutral density filter. This metric has
been used to compare optical sources used in OCT, however an important
drawback is that it relies on a non fixed parameter. Indeed, the injection
into the interferometer of the back-reflected light from the sample can vary
over time. This parameter makes the comparison sometimes inaccurate as
the system status varies from measurement to measurement.
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FIGURE 5.11: Sensitivity measured for 4 SC sources used in
the repetition rate study (Psample = 4.5mW - Exposure Time 20
µs).
Interestingly, the proposed noise measurement method concludes on
similar differences in noise compared to a sensitivity analysis with each SC
source. However, it is not involving any optimization of injection making
it reliable, repeatable and much faster. Figure 5.11 is the sensitivity versus
axial positions obtained for the 4 SC sources used in the repetition rate case
study with an optical power of 4.5 mW on the sample. An NDF with and
attenuation of OD = 2 is used in a Michelson interferometer, corresponding
to a total attenuation of 40 dB. Sensitivity measured for all 4 SC sources are
around 90 dB or higher. In order to measure the sensitivities , the signal
in the reference path of the interferometer have been placed around 70 % of
the dynamic range (3000 counts). Themaximal difference observed between
the 20 MHz and the 320 MHz is 5 dB, which is similar to the noise difference
presented in Figure 5.8.




A first important point is that the noise method proposed in this chap-
ter is qualitative. It relies onmeasurements of the total noise recorded by the
spectrometer and then on identifying intervals of dynamic range where a
single source of noise dominates, either shot noise or RIN. When SC sources
are compared using this method, it is important to consider that all noise
curves are acquired under given conditions. So, it might happen that the
system configurations were not identical on each measurement step. This
has been observed in the previous section where the quantitative evaluation
of theMichelson contrast deviates from the qualitative shot noise regime ex-
tension. Therefore, the noise measurement is useful in observing the trend
in the noise variation and not for quantitative noise evaluation. However,
the important aspect when dealing with noise in OCT is to be able to iden-
tify that the system operates under shot noise dominated regime while at
the same time operating with large power in the reference path of the in-
terferometer. This is important as detector noise is dominating at lower
reference path power.
Several times in this chapter, fitting procedures have led to conclusions
in terms of the noise regime (either shot noise or RIN dominated). Though,
it seems crucial to operate under shot noise dominated regime for SNR op-
timization. It is also good to observe that the difference between the two
regimes (shot noise and RIN) lies within small total noise difference. Rela-
tive Intensity Noise and shot noise regimes can be considered similar condi-
tion for imaging. Indeed, by extrapolating the fit of the shot noise obtained
for higher dynamic range value in Figure 5.9 (a) for example, for the case of
320 MHz SC source, the total noise will reach a value of 13 to 14 dB which
is only 1 to 2 dB lower compared to the RIN regime. Then, an OCT system
will see its SNR value increased by few dBs only if operating in shot noise
regime instead of RIN dominated regime. Such a small difference might not
impact the OCT image. Along the same interpretation, no significant differ-
ence can be seen by simple visual inspection of images acquired at different
peak powers at the HNLF (see section 5.3) even though the measured to-
tal noise indicates that they should be different. This few dBs higher noise
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might be tolerable for applications where other optical sources cannot offer
similar broad spectrum or high optical power.
Images and contrast analysis have been used in this chapter and some-
times contradict the total noise measurement by showing unexpected con-
trast variations. Such a behaviour is not abnormal, measuring the contrast
can be an inaccurate modality for direct comparison of images. The contrast
varies with the noise, which is the parameter we investigate, but also with
the signal returned by the sample. Therefore, changes on the sample, for
example changes in incident power or angle of incidence might affect the
signal backscattered and then the contrast calculated from the image. Still,
observing in parallel the total noise measurement and the contrast provide
information on how a noise improvement really contributes to the overall
image quality.
The results shown in this chapter help the design of SC sources dedi-
cated to OCT applications. By optimizing the peak power at the HNLF to-
gether with the pump repetition rate, complete shot noise limited detection
regime becomes possible. Such a source will be ideally suited for UHR-OCT
as it can offer the SC broadband advantage in conjunctionwith stability sim-
ilar to that of an SLD or a titanium sapphire lasers [7, 20]. To design this ideal
source, it is important to understand the connection between repetition rate
and peak power. Currently, the peak power used for the pump leaves some
room for improvement as the red-edge of the SC source is located 500 nm
before the material losses of silica which are problematic around 2.4 µm. In-
creasing the peak power might move the red-edge further away from the
OCT wavelength range of 1300 nm. This modification of peak power cor-
responds to an increase of the number of solitons created at the ignition of
the SC. This can reduce the noise into the OCT system but it requires to
consider carefully the average power into the HNLF in order to avoid fibre
damages. On the other hand, an increase of the repetition rate is also pos-
sible but with the same consideration of average power maximum. Then, a
possible option could be to play with the balance repetition rate and peak
power in a non-obvious way. So far, only increasing the peak power have
been proposed. But, from Figure 5.5 and Figure 5.8, it is noticeable that the
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pump peak power and repetition rate do not provide the same noise im-
provement. Increasing the repetition rate seems to be more advantageous
compared to increasing the peak power. Then, a solution where the peak
power is reduced together with an increase of the repetition rate seems in-
teresting. Indeed, increasing the repetition rate while decreasing the peak
power can lead to a large noise reduction and also to a decrease in the peak
power, avoiding fibre damages. Reducing the average power is not a prob-
lem for OCT, as the current average power is much higher than what is
required for OCT.
5.8 Conclusion
In this chapter a method for noise analysis in SD-OCT is proposed. This
method relies on identifying the part of the camera dynamic range over
which the shot noise or the RIN is dominating the total noise.
Then, the methods is used for comparing SC sources and observe the
impact of the pump laser peak power and repetition rate on the RIN contri-
bution. It is shown that the higher the peak power, the larger the extension
of the shot noise limited regime and therefore the lower the impact of the
noise arising from the source. Also, the effect of increasing the repetition
rate of the pump laser on the noise is demonstrated. High repetition rates
correspond to better averaging per readout leading to a decrease of the RIN
contribution to the total noise into the OCT system.
Each comparison of SC source parameters using the noise analysismethod
is supported by images and contrast analysis. The two analysis agree on the
optimization parameters most of the time. Though, it seems that the meth-
ods based on images and contrast are sometimes less accurate than the noise
measurements. This is due to the fact that they can be affected by several
parameters including the SC noise but also by the system configuration or
the sample conditions.
Such a noise analysis method is interesting as it is based on the SD-
OCT hardware only, i.e. a spectrometer as the detection unit. In the case
of analysis of SC source noise this is an important advantage. Usually, SC
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noise measurement requires fast electronics (fast photo-diodes and fast os-
cilloscopes), which can be costly.
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Femtosecond pumped with all
normal dispersion fibre SC source
for ultra-low noise operation
6.1 Introduction
In the previous chapter of this thesis, it has been shown that current
commercially available Supercontinuum (SC) sources are suitable for Ultra-
High Resolution Optical Coherence Tomography (UHR-OCT) at 1300 nm,
achieving shot noise limited detection under particular conditions. In terms
of applications, the use of SC for UHR-OCT has been demonstrated by nu-
merous reports over the last 5 years [1, 2, 3]. However, Relative Intensity
Noise (RIN) is still an issue for some highly demanding applications [4],
where achieving shot noise limited detection is essential. Indeed, such ap-
plications rely on intensity fluctuations and therefore are affected by inten-
sity noise. Due to their ultra-broad spectral bandwidth, SC sources rep-
resent an ideal choice for ultra-high axial resolution OCT. Therefore, over
the years, important efforts have been made within the SC community to
address the issue of high intensity fluctuations of SC sources. Several di-
rections have been investigated, such as tapering the Highly Non-Linear
Fibre (HNLF) for increasing the non-linearity of the fibre [5] or pumping
in different dispersion regime in order to modify the SC generation mech-
anism. Also, it has been shown that increasing the source repetition rate
of the pump laser might not reduce the RIN of the source itself but could
reduce its impact on the OCT system performance[6, 7] . More recently, it
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has been proposed to use a completely different SC generation mechanism
in order to avoid noise effects such as Modulation Instability and Solitons
dynamics [8, 9]. This concept relies on using an ultra short pulse to pump
a fibre with a dispersion profile located in the normal dispersion regime (β
< 0). Normal dispersion regime corresponds to a regime where the fibre
dispersion is negative regardless of the wavelength. Ideally, such a source
can offer an ultra-broad spectrum together with a level of stability compa-
rable to that of Super-Luminescent Diode (SLD) making it the ideal source
for UHR-OCT. In this chapter, a SC source based on an All-Normal Disper-
sion (ANDI) fibre is assembled for application to UHR-OCT in the 1300 nm
wavelength range. A noise analysis using the ratio of OCT signal over the
noise and quality assessment of images is presented. Then the noise proper-
ties of the newly developed source are compared with those of the current
state of the art SC sources for biomedical imaging application.
6.2 Supercontinuum generation summary
Chapter 3 of this thesis is entirely dedicated to describe the process of
SC generation and the different non-linear effects involved. Below, a short
summary of the two SC generation principles used in this chapter is pre-
sented.
The first SC generation principle presented here is the most commonly
used in fibre based SC source. It relies on pumping a HNLF, a Photonic
Crystal Fibre (PCF), with a relatively long high peak power optical pulse
whose pulse width can be from a few ps to ns. The PCF is used due to the
easy control of the dispersion profile of the fibre. The PCF is designed in
such a way that its Zero Dispersion Wavelength is placed nearby the pump
laser wavelength. This is done in order to balance the non-linear effects and
the dispersive effects. A too high dispersion can indeed stretch the pulse
too quickly, leading to a quick drop of optical peak power and therefore less
effective non-linear effects. In the present case, the pump is at 1064 nm and
the ZDW of the fibre is at around 1040 nm. While considering the red side
of the SC, the mechanisms responsible for the broadening are first the mod-
ulation instability (which breaks the initial pulse into a train of solitons) and
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then a chaotic shift/interaction of solitons. Modulation Instability is an am-
plification of noise from the side bands around the pump wavelength [9].
Solitons are analytical solutions of the Non-Linear Schroedinger Equation,
their physical meaning corresponds to a short pulse which propagates into
the fibre seeing the dispersive effects and the non-linear effects compensat-
ing themselves [10]. A more extensive description of such effects is given
in section 3. Then, these solitons are red shifted through Stimulated Raman
Scattering effect and solitons chaotic dynamics. Typically, when using sil-
ica fibre as the HNLF, the SC red edge can be pushed towards wavelengths
as long as 2.4 µm. Beyond this point, the silica losses become very high
and the SC generation stops. The principle presented here is the type of
SC source used in chapter 5 and in other attempts of using SC sources for
OCT systems. Most of the early reports of UHR-OCT using SC light sources
have been done using such a SC source design. Then, the old conclusion
of SC source being too noisy for OCT is linked to these MI/Solitons based
generation.
The novel SC generation method relies on a HNLF with a dispersion
in the normal regime regardless of the wavelength considered. Such a dis-
persion property is obtained by ensuring a particular dimension for holes
and pitches distribution during the PCF manufacture. The pump laser used
in this low noise design is a femtosecond laser. Then, the non-linear ef-
fects responsible for the broadening are no-longer MI and solitons but Self-
Phase Modulation (SPM) and Optical Wave Breaking (OWB). As mentioned
above, MI and solitons are responsible for the noise properties of conven-
tional SC sources. This is due to the fact that these effects are based on
amplification of noise. On the contrary, SPM and OWB are deterministic,
not based on any random amplification. Self-Phase Modulation is an ef-
fect created by the time varying phase delay induced by the pulse intensity
through a Kerr effect phenomenon [10]. OpticalWave Breaking corresponds
to frequency generation through four waves mixing effects occurring when
different frequencies overlap in time during the pulse propagation into the
HNLF [11]. The proposed source concept has been demonstrated using a
pump at 1550 nm. Femtosecond lasers with extremely short pulse length
have been developed at this wavelength for telecommunication system. At
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1064 nm, though femtosecond lasers are available, the achievable pulse length
is longer and their cost is high.
6.3 Supercontinuum Sources
In this study, two SC sources are considered. The first one is a commer-
cially available SC source called SuperK Extreme (EXR9-OCT). This source
is based on the principle of pumping a HNLF nearby the ZDW, following
the design presented in Figure 6.1. Later in this chapter, this SC source is de-
noted ZDW-SC. Due to industrial secrecy considerations, it is not possible to
show the exact dispersion profile of the fibre in this manuscript. However,
Figure 6.2(a) displays a dispersion profile similar to that used for the ZDW-
SC. The ZDW is located around 1040 nm and the pump laser is at a wave-
length of 1064 nm. This means that the pumping occurs in the anomalous
dispersion regime. In opposition of normal dispersion, anomalous disper-
sion characterizes a regime where the dispersion of the fibre is anomalous.
A length of 10 ms of HNLF is used. The HNLF possesses a mode field diam-
eter of 4 to 4.5 µm. The pump laser is a Mode-Locked (ML) laser operating
at a repetition rate of 80 MHz with a pulse length of 10 ps. The repetition
rate of the pump is quadrupled using a pulse dividing scheme creating a
320 MHz repetition rate. The ML laser itself provides several mW of opti-
cal power at 1064 nm, which are then amplified through several stages of
fibre based amplification. Then, the pump delivers 4 W average power at
the input of the HNLF. The peak power used for SC generation is around
a few kW. An example of spectrum generated by the ZDW-SC is presented
in Figure 6.3 (red). Typically, the generated SC from the ZDW-SC spans
from 500-600 nm up to 1950 nm. The Power Spectral Density (PSD) shows a
locally flat spectrum, which is interesting for UHR-OCT as this would min-
imize the need for spectral shaping. Indeed, such spectral shape are easy to
correct using pure digital processing like windowing of the spectrum.
The second SC source used in this experiment is based on the principle
of pumping a HNLF with all-normal dispersion profile using an ultra-short
pulse within the femtosecond regime. Later in this chapter, this SC source is
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FIGURE 6.1: Simplified description of the two SC sources:
ZDW-SC (upper sketch) and ANDI-SC (lower sketch).











































FIGURE 6.2: Dispersion profile of the HNLF for: (a) ZDW-SC
and (b) ANDI-SC.
denoted ANDI-SC. This SC source is made of two components, both com-
mercially available through the company NKT Photonics A/S (Denmark),
but which have not been designed for this specific application. Therefore,
this SC source is an attempt to demonstrate the potential low noise opera-
tion of such a configuration as described in different reports coming from
the SC community [8, 9, 12] and using it into an UHR-OCT system in the
1300 nm wavelength region. The HNLF is a 50 cm silica PCF with an all-
normal dispersion profile as shown in Figure 6.2(b). The fibre has a mode
field diameter of 2 to 2.5 µm. The pump laser is again at 1064 nm. The
pump laser is a commercially available femtosecond laser from NKT Pho-
tonics A/S (Denmark). It is a ML laser operating at a repetition rate of 80
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FIGURE 6.3: Normalized PSD of the ZDW-SC and the ANDI-
SC measured using an integrating sphere coupled to photo-
detector and an oscilloscope.
MHz. A bulk compression is used that offers after compression a variable
pulse-width within the fs regime from 170 fs to 1 ps. The maximal aver-
age output power is around 4 W, leading to possible peak powers of a few
tens of kW for pumping the HNLF. The generated SC exhibits a relatively
non smooth PSD with many variations over the wavelength range of the
spectrometer, making it slightly uneasy to work with in UHR-OCT. Indeed,
such local variations of the spectral shape can distort the Point Spread Func-
tion (PSF) shape leading to a lower axial resolution compared to what can
be expected from the spectral bandwidth. Using this particular HNLF, the
longest achievable wavelength for the SC in the Near Infra-Red is located
around 1400 nm as the confinement losses become too important after this
wavelength (see Figure 6.4). Confinement losses are losses which can be
described as a propagation of the optical mode within the core and the
cladding of the fibre. By propagating into the cladding instead of the fi-
bre core, the mode experiences higher losses compared to a well confined
mode.
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FIGURE 6.4: Confinement losses of the ANDI fibre versus
wavelength.
6.4 Influence of pump peak power on the spectral
broadening
When considering a SC light source for OCT, and more especially for
UHR-OCT, the spectral extension of the SC is a key parameter. The larger
the available optical bandwidth the higher the achievable axial resolution.
The spectral shape of the optical source is also to be considered as it influ-
ences the shape of the PSF, which is related to the Fourier Transform (FT) of
the source PSD. The influence of these parameters is discussed in detail in
Section 2.5.2.
The SC broadening is governed by the peak power injected into the
HNLF, regardless of the type of SC (ZDW-SC or ANDI-SC). Higher peak
power corresponds to broader SC, which are however limited by light con-
finement losses ormaterial losses [13]. Table 6.1 summarises the peak power
experimentally estimated, for the two SC sources mentioned above, at given
measured average power. To calculate the peak power, it is assumed that the
ZDW-SC pump has a Gaussian pulse shape while the ANDI-SC pump has
a sech2 pulse shape. The peak power of the SC source pump is calculated
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0.94 if Gaussian pulse shape
0.88 if sech2 pulse shape
}
× Paverage
τp ×R , (6.1)
where PPeak is the pulse peak power, Pavg is the average power, τp is the
pulse length and R is the laser repetition rate. The factors 0.94 and 0.88 are
different from one pulse shape to the other as they are linked to the evalu-
ation of the Full Width at Half Maximum of the pulse. The two SC sources
operate with quite different pulse peak power with a factor of twenty times
higher for the ANDI-SC. However, it is important to remember that the pro-
cesses involved for the two sources are completely different and the higher
peak power of the ANDI-SC is only due to the shorter pulse length.
TABLE 6.1: Calculated peak power of the pump lasers from
measured average power for the ZDW-SC and the ANDI-SC.
ZDW − SC ANDI − SC
τp = 10 ps τp = 170 fs
R = 320MHz R = 80MHz
Paverage [mW ] Ppeak [kW ] Paverage [mW ] Ppeak [kW ]
4000 1.5 850 55
3200 1.2 780 49
1600 0.6 515 33
800 0.3 450 29
The ZDW-SC used in this study is a commercial product dedicated to
OCT at 800 nm and 1300 nm, which has been built in order to provide a vari-
able output average power while maintaining a broad spectral shape. Then,
the available pump peak power variation range ensures that the spectral
extension is large for the different available pump peak power. Figure 6.5
shows the ZDW-SC spectral shape measured with a spectrometer sensitive
from 1070 nm to 1470 nm for peak power at 0.3 kW, 0.6 kW, 1.2 kW and
1.5 kW. While varying the peak power the signal on the camera is adjusted
in order to avoid saturation, then all signal level on camera look similar re-
gardless the peak power. These peak powers represent respectively 20 %,
40 %, 80 % and 100 % of the maximum peak power available the ZDW-SC.
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From those spectrometer measurements, no noticeable changes can be iden-
tified on the spectral shape. A measurement of the ZDW-SC used for this
study, obtained with an Optical Spectrum Analyser (OSA) covering 1200
nm to 2400 nm, is presented in Section 5.4. It is shown there that the higher
the peak power, the broader the SC generated, with a shift of the red-edge
position from 1550 nm at 20 % of the maximal peak power up to 1950 nm
for the 100 % maximal peak power.
In the case of the ANDI-SC source, the spectral shape behaviour is more
complicated. Indeed, low peak powers create SC in a regime where only
SPM is used for frequency broadening. This leads to the spectral shape pre-
sented in Figure 6.6(a-b) with large local variations in shape and amplitude.
Those shapes deviate from conventional OCT requirements of Gaussian like
intensity distribution. A direct consequence of the non-optimal spectral
shape is a distorted PSF in the Fourier domain resulting in a poor axial res-
olution. In addition, Figure 6.6 shows the spectral shape at a given point in
time, but large time fluctuations are also observedwhen low peak power are
used, making conventional spectral shape compensation technique almost
unusable. Such fluctuations are due to the fact that while using lower peak
powers, the dominant effect is SPM. However, SPM is directly depending
on the input power which is not perfectly constant. Even more due to the
current design of the injection into the PCF the large coupling instability
causes this SPM fluctuations to be very problematic. When the peak power
is increased, Figure 6.6(c-d), the spectral shapes become smoother and sta-
ble. In Figure 6.6(c-d), the peak power varies from 49 kW to 55 kW but the
red-edge is still located at 1.4 µm. This is due to the increase of confinement
loss of the ANDI fibre as shown by Figure 6.4. Further increase of the peak
power cannot increase anymore the broadening but can improve the aver-
age power. Though, it is important to keep in mind that too high average
power might damage the fibre.
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FIGURE 6.5: ZDW-SC adjusted spectral shape evolution, seen
by the spectrometer, for different pump laser power level: (a)
800 mW, (b) 1600 mW, (c) 3200 mW and (d) 4000 mW corre-































FIGURE 6.6: ANDI-SC adjusted spectral shape evolution, seen
by the spectrometer, for different pump laser power level: (a)
450 mW, (b) 515 mW, (c) 780 mW and (d) 850 mW correspond-
ing to peak powers of 29 kW, 33 kW, 49 kW and 55 kW respec-
tively.
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6.5 Self-Phase Modulation issue
Self-Phase Modulation is a non-linear effect which occurs when an in-
tense short pulse propagates into a material. The high intensity of the pulse
modifies locally the index of refraction of the material and induces a modi-
fication of the pulse phase. This phase change tends to blue-shift the wave-
lengths a the back of the pulse and red-shift the wavelengths at the front
part of the pulse creating a frequency broadening of the optical spectrum
[14]. The advantage of such a broadening, compared to other mechanism,
is its high coherence (temporal stability) [8, 9]. However, even though SPM
broadening is a deterministic effect (low noise, highly coherent), it also comes
with an important spectral modulation of the intensity depending on the
wavelength considered [14]. This spectral modulation of the light intensity
is attributed to interferences between similar frequencies of the pulse expe-
riencing different time delays.
Depending on the periodicity of such intensitymodulation inwavenum-
ber, a problem might appear when using such SC source in an OCT system.
Indeed, if the modulation frequency of the SPM fringes is within a simi-
lar frequency range compared to the OCT modulation, which characterizes
the depth information profile of the sample, corrupting peaks appear into
the OCT image. No distinction is possible between the SPM effects and
the useful signals arising from interference between sample and reference
light. In addition, the SPM intensity modulation highly depends on the sta-
bility of the pump laser. Any fluctuations in intensity of the pump, due to
laser instability or coupling into the HNLF, create a modification of the SPM
modulation frequency and amplitude. Then the corruption is no longer a
single peak into the A-scan profile but a wide area that corrupts a part of
the imaging range. This is equivalent to an increase in the noise floor when
considering the SC source and the OCT system association.
To illustrate the effect of SPM into an OCT image, Figure 6.7 shows
a particular configuration of the ANDI-SC source where the SPM effect is
dominant. To isolate the effect of SPM only, a spectrum is acquired by
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pumping the ANDI fibre with a relatively short pulse of 370 fs. The spec-
trum is measured without passing through the interferometer, so this mod-
ulation is only due to non-linear effect in the HNLF. The pulse length of the
pump laser is chosen longer than its minimal value in order to reduce the
peak power. Therefore, the broadening is dominated by SPM only and not
by a mix of SPM and OWB as described in Section 6.2. It would have been
possible to reduce the power (average and peak) using a neutral density
filter and reach the same SPM only broadening mechanism. Figure 6.7(a)
shows that the intensity modulation obtained from SPM is similar, in terms
of frequency, to that of a channelled spectrum modulation at the interfer-
ometer output with an approximate optical path difference close to 100 µm.
Then, if analyse with conventional OCT processing tool (FFT based), a peak
will appear at a depth matching the modulation frequency. However, the
powerwithin theHNLF is not constant due to both fluctuations of the pump
laser and coupling into the HNLF, therefore instead of seeing a single peak
in the z-domain (at a single depth), a portion of the imaging range seems
corrupted. This is due to a washing out effect of the fringes due to constant
variations of periodicity and amplitude of the SPM modulation that lead to
an overall increase of the noise floor of the A-scan profile as shown in Figure
6.7(b), which is an average over 500 readouts from the spectrometer.
Such a corruption is dramatic for an OCT system as the most impor-
tant part of the dynamic range is not usable for imaging. Indeed, due to
the inevitable effect of sensitivity decay with density of the modulation of
channelled spectra (see Section 2.6.3), the part of the imaging range with the
highest sensitivity is unusable. During the time attributed to this study on
the topic of low noise SC source, no solution has been found to eliminate the
SPM corruption effect. However, an optimization can be done to minimize
its effect. As described above, at relatively low peak power, SPM domi-
nates the broadening mechanism. In case of higher peak power, a second
non-linear effect called OWB needs to be considered. Then, the generated
spectrum becomes smoother as the fringes due to SPM disappear as shown
by the spectral shape evolution of Figure 6.6. Nevertheless, this high peak
power idea used for spectrum smoothing allows only to reduce the part of
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FIGURE 6.7: Illustration of the SPM fringes image corruption.
(a) Spectrummeasured by the spectrometer for a SC generated
using a pump pulse length of 370 fs. (b) Average of the FFT for
500 spectra similar to (a) (dB scale).
the image corrupted and not to completely cancel the SPM corruption ef-
fect. Also, using high peak power around 50 kW creates an average power
of almost 1 W into the HNLF, which is close to the damage threshold at
the injection point. Figure 6.8 is an example of the corruption effect, on
the background of an OCT image compared to a non-corrupted image ob-
tained from a commercial SC source (ZDW-SC) in Figure 6.8 top. The ZDW-
SC source based image shows a homogeneous black background while the
ANDI-SC based image has a white portion from 0 to 150 µm depth range.
Even though, a SPM corruption is still observed, it is not covering an im-
portant part of the dynamic range and permits to use the ANDI-SC source
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FIGURE 6.8: Illustration of the SPM corruption effect on the
upper part of an OCT B-scan.
6.6 Supercontinuum usefulness for optical coher-
ence tomography
So far, it has been shown that a SC source based on the principle of
pumping a HNLF with an all-normal dispersion profile and using a short
optical pulse (fs regime) can generate a SC covering a spectral range broad
enough for UHR-OCT. The results below describes a comparison between
the ZDW-SC and the ANDI-SC when used into an OCT system operating at
1300 nm.
Conventional signal processing procedure for OCT, applied to raw chan-
nelled spectra (CS) data, includes a dark signal correction, a subtraction of
the reference path signal, a normalization step, a linearisation of the data in
k-space, a dispersion compensation and finally an apodization or window-
ing. A description of these steps is done in the Chapter 3. All these steps
are done in order to achieve an optimal SNR after Fast Fourier Transform
(FFT) of the processed data. After signal pre-processing, ideally only the
modulated signal due to interferences should remain. This signal is centred
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and symmetric around zero and its edges (shortest and longest wavelength
detected) should be at zero. Figure 6.9 is an example of CSs acquired and
processed, from a mirror located at an axial position of 500 µm, using the
ZDW-SC (red) and the ANDI-SC (blue).

























FIGURE 6.9: Measured spectra, processed with dark correc-
tion, reference subtraction, normalization, resampling and
apodization, for the ZDW-SC and the ANDI-SC, with a mir-
ror at an axial position of 500 µm.
The two CSs after processing have a completely different shape. The
ZDW-SC based CS (red) shows the expected behaviour of a modulated sig-
nal centred and almost symmetric around zero and with edges at 0 counts.
The asymmetry of the modulation is due to small variation of the spectral
shape in time. In the case of the ANDI-SC, the CS (blue) shape is far from
ideal. It seems that, on top of the fast OCT modulation, due to the optical
path difference within the interferometer, another modulation with slower
frequency and much larger amplitude is imprinted on the CS. This slow
frequency modulation is due to the time varying amplitude of the source.
The amplitude of source is varying because of the previously mentioned
instability of the pump laser and coupling of light into the HNLF. The non-
optimal spectral shape is an issue and creates distortion of the PSF shape in
the z-domain.
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FIGURE 6.10: Example of A-scan profiles, for the ZDW-ASC
(red) and ANDI-SC (blue), measured with a mirror at an axial
position of 500 µm.
The following step in the OCT processing procedure is the FFT of the
CS. The FFT is used for identifying the different frequency components im-
printed into the CS. Then, the real part of the complex signal provides the
so-called A-scan, which is a characterization of the depth reflectivity profile
of the sample. Figure 6.10 displays a A-scans obtained by FFT of the two
processed CSs of Figure 6.9. There, the sample is a mirror located at an axial
position of 500 µm. The ZDW-SC curve (red) is a typical plot from an OCT
system which source presents relatively high RIN [6, 15] . The particularity
here is that the noise floor is not completely flat but with a negative slope
while the axial position increases. This is an illustration of the source RIN,
which creates a higher noise floor at shallow axial positions [6, 15]. In the
case of the ANDI-SC, the first point to observe is the previously mentioned
corruption described in Section 6.4. This means that even though the spec-
trum of Figure 6.6 (d) is not showing significant fringes effects from SPM,
the reduction of its impact is not perfect. However, the corruption stops af-
ter 200 µmwhich left sufficient imaging range for OCT. After this corrupted
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part of the imaging range, the ANDI-SC based noise floor is almost com-
pletely flat with a difference of up to 15 dB, at shallow axial positions, com-
pared to the ZDW-SC. This noise floor flatness is similar to the one obtained
for an SLD, which operates at shot noise limited detection [6].






































FIGURE 6.11: (a) Evolution of the maximum values of the A-
scan peak similar to Figure 6.10 for the ZDW-SC and for the
ANDI-SC versus depth. (b) Evaluation of the rms noise versus
depth measured within the noise floor of the A-scans, similar
to Figure 6.10, for the ZDW-SC and for the ANDI-SC.
A similar measurement, compared to Figure 6.10, has been done while
the axial position is varied from 200 µm to 1200 µm. For each point on Fig-
ure 6.11(a), the maximum of the A-scan peak is extracted. The power on
the mirror in the sample arm is around 4 mW with an attenuation of 20 dB
(Neutral Density Filter with Optical Density of 2 placed in the sample arm
of the interferometer) in order to avoid camera saturation. The power in the
reference arm of the interferometer is similar for the two SC sources, gen-
erating a signal covering 60-70 % of the dynamic range of the spectrometer.
For both the ZDW-SC and the ANDI-SC, the maximum peak value starts
around 6000 counts with a slope of around -3000 counts/mm, which is ex-
pected due to the spectrometer decay (see Section 2.6.3). However, Figure
6.11 (b) is showing a quite different behaviour. Even though the signal on
the sample arm and reference arm has been maintained as close as possible
for each source, the ANDI-SC rms noise signal (measured within the noise
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floor of the A-scan) is almost all the time half of the one of the ZDW-SC. Fig-
ure 6.12 compiles those two results into one with the calculation of the SNR.
The ANDI-SC shows a SNR higher by 5-6 dB compared to the ZDW-SC.
Such an improvement in the SNR can affect significantly the overall image
quality of an OCT system and will be discussed in the next part of the chap-
ter.













FIGURE 6.12: Evolution of the SNR versus depth for the ZDW-
SC and the ANDI-SC.
6.7 B-scans comparison
In order to investigate the usefulness of a low noise SC source for UHR-
OCT, a set of B-scans acquired in-vivo from the hand palm of a healthy vol-
unteer is presented on Figure 6.13. The system used is an UHR-OCT system
with a central wavelength of 1270 nmwith a total bandwidth of 400 nm. The
power used on sample is 2 mW, the signal on the reference arm of the in-
terferometer is set to 3000 counts, representing 75 % of the camera dynamic
range. Such high signal on the reference arm of the interferometer placed
the OCT system in a regime where RIN is for sure influencing the noise
properties of the system if a ZDW-SC is used. Then, this help to observe if
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the noise improvement bring by the ANDI-SC is actually changing the im-
age quality achievable. Each image is made of 500 A-scans and each A-scan
is acquired at an exposure time of 20 µs. Such exposure time corresponds to










FIGURE 6.13: In-vivo B-scans acquired from the hand palm
of a healthy volunteer using an optical power of 2 mW. (a-
b) ANDI-SC based B-scans (c-d) ZDW-SC based B-scans (scale
bar 500 µm).
Figure 6.13(a-b) are the ANDI-SC based images and Figure 6.13(c-d)
are ZDW-SC based images acquired from a similar skin location for com-
parison. As a first point to notice is the effect of the SPM corruption pre-
viously mentioned. The very upper parts of the ANDI-SC based images
Figure 6.13(a-b) are whiter than the images backgrounds. This is due to the
SPM corruption. As explained earlier this is due to the remaining SPM ef-
fects, whose modulation frequency falls within the OCT fringes frequencies.
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However, the part of the images concerned with this corruption is limited
and does not prevent the use of ANDI-SC for OCT. All four images show
similar structural information such as the stratum corneum, some sweat
glands or the demo-epidermal junction (DEP). The background of the ZDW-
SC images are whiter compared to the ANDI-SC as expected due to the in-
creasing noise floor of the axial profile shown in Figure 6.10. Finally, the
stratum corneum of the ANDI-SC based images seems blurred and not well
defined. This issue might come from the slow variation of the DC part of
the interference signal. Common OCT processing relies on removing a pre-
viously recorded DC spectrum from the interference fringes signal, but in
the present case this correction is not perfect as the DC is constantly varying
in time. It is assumed that this random time fluctuation is certainly due to
thermal instability within the fibre as the peak power used for generating
a broad smooth spectrum is close to the damage threshold of the fibre (see
Section 6.4).
6.8 Discussion
The idea behind this study was to confirm the effective noise improve-
ment obtained from an ANDI-SC source compared to a ZDW-SC source.
The progress in terms of noise from the source is obtained by replacing the
conventional HNLF, which possesses a dispersion within both the normal
and anomalous regime, by a fibre with all-normal dispersion. Also, the ps
pump is replaced by a laser with a shorter pulse, within the fs regime. This
two changes are done in order to generate a SC with completely different
non-linear effects. However, the maximal pulse length to not exceed for
operating with SPM and OWB instead of MI and solitons, was not clear in
the literature. Two reports [11, 12] stated that below 300 fs should be short
enough for the pulse length but not evidence was provided.
The choice has been made in this study to build this new SC source us-
ing only commercially available components. This choice was motivated by
two reasons. The first one was to keep the SC source design as close as pos-
sible to those described in the literature [8, 9]. This means that during the
study no particular care has been taken to improve the assembly made of an
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ANDI fibre/femtosecond laser presented. The second reason was the com-
ponents involved. The femtosecond laser and the ANDI fibre are individu-
ally very complex technologies. Therefore, it would not be possible within
the time frame of the project, to design and assemble from scratch a reliable
femtosecond laser and an efficient ANDI fibre. Then, the specifications of
the chosen components were not ideal. Indeed, due to the parameters of the
femtosecond laser used (shortest pulse length of 170 fs and repetition rate
of 80 MHz), the power within the HNLF was extremely high (Paverage = 1
W - Ppeak = 55 kW) when sufficient peak power was reached for broad SC
generation. This high power, especially considering the small Mode Field
Diameter of the HNLF, leads to instability of the coupling through thermal
effects. Complete deterioration of the fibre has been observed several times
along the project.
It should be considered for the comparison that the repetition rates of
the two SC sources used in the study are different. Indeed, the ZDW-SC
operates at a pulse repetition rate of 320 MHz while the ANDI-SC operates
at a lower rate of 80 MHz. During the OCT experiments, the exposure time
of the spectrometer camera is maintained constant (20 µs). Then, the higher
the repetition rate of the source, the higher the averaging of any intensity
noise arising from the source itself. A complete study of the SC repetition
rate influence on the noise into the OCT is done on Chapter 5 of this the-
sis. This averaging can be approximated, assuming that the noise follows a
normal distribution, as the square root of the ratio of repetition rates. In this
case, the repetition rate is the number of events creating a normal distribu-
tion. A difference of 3 dB ((320/80)1/2) is to be expected between the two SC
sources. Then, the difference between the two SC sources will not be 5-6 dB
as shown by Figure 6.13 but 8-9 dB.
Asmentioned above, the ANDI-SC presentedwas assembled by putting
together a commercially available femtosecond laser and a HNLF will nor-
mal dispersion profile. It is then obvious to see a lot of possible paths for
improving such a SC source. One of the main problem observed was the
large instability of the SC source due to thermal effect into the HNLF. This
was largely due to the high average power in the fibre. Two possible solu-
tions can be proposed for this issue. First, a reduction of the repetition rate
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of the pump laser can be done in order to divide the average power. How-
ever, this might reduce the averaging effect of intensity fluctuations that can
lead to a higher noise in the OCT system. The second solution which could
reduce the instability problem is to use a shorter optical pulse (< 100 fs) for
the pump laser together with a smaller repetition rate. A shorter pulse can
offer a similar or higher peak power compared to the current one but at a
lower pulse energy. This average power reduction does not impair the use-
fulness of the SC source for UHR-OCT as the current average power of the
source is within the range of several hundreds of mW. Several reports ex-
ist on using optical pulses shorter than 100 fs at 1064 nm [16] as well as a
commercial product [17].
Finally, the coupling of light from the femtosecond laser into the HNLF
was based only on conventional optics such as lenses and mirrors. In ad-
dition, the HNLF used was a piece of bare fibre, then the coupling of light
from bulk optics into the very small core (2 µm) of the fibre was in that case
not optimal. A possible improvement would be to consider a system with
fibre connection from the femtosecond laser to the HNLF. Such connection
can be done by working with a femtosecond laser with fibre based output
or to work with a fibre based compression instead of bulk compression. An
injection back in an optical fibre back before splicing to the HNLF might be
a possible path, however the control of the pulse width will be challenging.
Indeed, the pulse from the pump has to be ultra-short so any propagation
into a dispersive material might broaden the peak in time.
6.9 Conclusion
In this chapter, a SC source with low noise properties is proposed. The
usefulness of such a source is analysed and also a comparison with a SC
source dedicated to OCT is presented. First, the concept of the source is
presented. The new SC source is based a pumping of a HNLF, with an all-
normal dispersion profile, with a short pulse (hundreds of fs pulse width).
This source design changes the non-linear effects involved for SC genera-
tion from MI and Solitons to SPM and OWB. This is key for low noise op-
eration as the first two effects are very noisy while the last two are fully
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deterministic and coherent. However, during the source development sev-
eral drawbacks have been pointed out. First, the low noise source relies on
an assembly of commercial products which provides a non-optimal source
design. Mainly the pulse length used in this experiment is too long when
considering the balance of peak power and averaged power into the HNLF.
The peak power required for a broad SC generation using the current ANDI-
SC design leads to a high power (Paverage=1 W - Ppeak = 55 kW). This high
power is close to the damage threshold of the HNLF. Also, the femtosec-
ond laser used has a collimated output, due to the bulk compression. Such
a non-fibre based output is problematic as the HNLF has a core diameter
of 2 µm, making the injection of light potentially dangerous for the fibre.
Indeed, bad coupling of light with such a small focused beam creates dam-
ages to the fibre facet. However, even though the current SC source is far
from optimal, very interesting noise improvement have been observed for
the ANDI-SC. Even more, the ANDI SC source already offers better noise
properties regardless of the repetition rate advantage of the ZDW-SC.
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Q-switch pumped SC source for
UHR-OCT – A low-cost alternative
7.1 Introduction
Optical coherence tomography is without any doubt one of the techno-
logical area where academic research and companies are working almost at
equivalent pace. Numerous efforts are done to continuously improve the
capability of the technique, offering more and more features such as func-
tional OCT [1, 2] or combination of modalities [3, 4]. In addition, a tremen-
dous work is performed to provide components specifically dedicated to
OCT applications.
A clear example of those efforts is the Supercontinuum (SC) source. Su-
percontinuum light sources have been considered useful to OCT from the
very early days of OCT development, as their available bandwidth is much
larger than that of any other optical source. However, the initial attempt to
use them showed quite noisy images, noise interpreted as due to large pulse
to pulse fluctuations. In the last 10 years, several companies and research
groups have investigated principles of low noise SC sources. Solutions such
as tapering of the non-linear fibre or increasing the pump repetition rate
have been proposed [5]. Nowadays, SC sources are considered as reliable
and stable enough for UHR-OCT for visible OCT [1] andNIROCT in the 800
nm and 1300 nm [6] wavelength ranges. Since the stability issue has been
solved, a new trend in SC sources is the need of cost reduction. Supercontin-
uum sources are already of lower cost than other broadband light sources,
such as titanium sapphire lasers for example. Their cost still remains high
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and contributes largely to the high cost of the overall OCT system. A large
proportion of the high cost of the SC sources is due to the pumping laser that
need to pump a Highly Non-Linear Fibre (HNLF). Most of the time, when
considering SC design for OCT, a Mode-Locked (ML) laser is used. Mode-
Locked laser provides short optical pulses according to different principles
that increase the overall laser cost also they need to be largely amplified to
reach the peak power required for SC generation. All together this concept
of SC generation required many optical and electronics components, lead-
ing to an increase of the total cost of the source.
Mode-locked lasers are not the only type of laser used for pumping
the HNLF in the SC generation. Q-switched (QS) lasers are often used in
non-imaging application [7]. Due to their high peak power and relative
simplicity, a QS-SC could be very interesting to reduce the cost of the SC
source and therefore of the OCT system. In this chapter, a comparison of
two SC sources regarding their noise properties is proposed. The two SC
sources differ from the laser type used as the pump. The first one is a ML
pump laser commonly used in SC generation while the second one is a QS
pump laser allowing a much lower SC final cost. First, a pulse to pulse
stability comparison is shown followed by an OCT noise impact study.
7.2 Supercontinuumpumping using aQ-switched
laser
The Q-switched technique is one of the two main techniques used to
obtain a pulsed laser. It can be seen as an energy storing technique where
the cavity of the laser is disturbed, meaning that the cavity losses are very
high, by an active or passive component [8]. After a time, the cavity proper-
ties are changed to reach very low losses. A giant laser pulse is then gener-
ated, with a pulse length ranging from ns to µs. Q-switched lasers present
high energy per pulse up to several mJ [9]. Typically, repetition rates within
the hundreds of kHz are achievable and even a few MHz rates have been
obtained.
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The main advantage of the Q-switched laser technology is its relative
low cost and simplicity to reach sufficiently high peak power for SC gen-
eration. By providing directly long and high energy per pulse, no fur-
ther amplification is required for SC generation, reducing dramatically the
cost of optics and electronics components. However, depending on the
method used for Q-switching, several drawbacks can be pointed out es-
pecially when considering it for SC generation. The principal point of con-
cern, which is common to any Q-switched laser, is the low repetition rate.
The OCT has progressed to fast reading systems; therefore, several pulses
are necessary per each camera readout. In terms of noise, the OCT system
is highly sensitive to pulse to pulse fluctuations within the SC sources [5].
Therefore, a high repetition rate is necessary for averaging out any exces-
sive fluctuations [6]. Though, it is still interesting to investigate the potential
used of such a source for OCT.
7.3 Supercontinuumpumping using aMode-locked
laser
Mode-locked lasers are usedwhen very short optical pulses are needed,
as they can deliver pulse length in the ps and fs regime [10]. Mode-locking
is a technique which relies on the concept of phase synchronization of longi-
tudinal modes oscillating within the laser cavity. Any laser output is made
of a series of modes oscillating within the laser cavity [8]. Each mode os-
cillates within the cavity with a particular frequency and possesses its own
phase which can varies randomly. Mode-Locking consists of using passive
or active means to create a phase relationship between a number of modes
as large as possible. This phase relation allows to obtain a train of ultra-
short pulses [8]. When the laser cavity is short, a ML laser can pulsate at
rate from MHz to GHz rate [10]. However, ML lasers show low energy
when compared to a QS lasers. Then, when considering for SC generation,
an amplification stage is required to reach the necessary high pulse peak
power [11] to drive the HNLF. This amplification requirement is one of the
reason why the cost of a ML-SC tends to be higher than that of a QS-SC.
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7.4 Supercontinuum light sources
Two SC sources are used in this study, they are both available as com-
mercial product through the company NKT Photonics A/S (Denmark).
a)
b)
FIGURE 7.1: Pictures of the two SC sources: (a) SuperK Ex-
treme (ML-SC), (b) SuperK Compact (QS-SC).
The first SC source is a SuperK Extreme, labelled as EXR-9 [12], recom-
mended for OCT. This source is based on a principle described on section ??
where a ps long pulse is used to pump a HNLF close to the zero dispersion
wavelength situated at a wavelength around 1040 nm. The pump used is a
ML laser operating at a wavelength of 1064 nm with a pulse length of 7-10
ps and a repetition rate of 320 MHz. A fibre amplification is used to reach
an average power of 5 W at the input of the HNLF. The generated SC has
a blue edge around 600 nm and a red edge at 2000 nm. The total output
power in the OCT wavelength range, from 1070 nm to 1470 nm, is about
1 W. A picture of the SC is shown in Figure 7.1 (a) and the source spectral
shape is presented in Figure 7.2.
The second SC source is a SuperK Compact [13], which is a low-cost
SC source with a total cost of around 10 % of the selling price of the firstly
described SC source. This SC generation is also based on pumping of a
PCF by a long optical pulse (pulse length of 1.6 ns). The pump is based
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FIGURE 7.2: Normalized Power Spectral Density (Power ver-
sus Wavelength) of the QS-SC (blue solid) and of the ML-
SC (red dashed) sources. Both spectra were measured using
an Optical Spectrum Analyser at the output of an Integrating
Sphere.
on a Q-switched architecture, more precisely a passive Q-switching using a
Cr4+: YAG crystal as saturable absorber. The repetition rate can be varied
from 1 Hz to 22.222 kHz, though as a drawback of passive Q-switching the
average power of the SC scales with the repetition rate [8]. At the highest
repetition rate of 22.222 kHz, the total output power is about 125 mWwith a
power within the OCT wavelength range of around 30 mW. Similarly, to the
previous description, a picture of this SC source is shown in Figure 7.1 (b)
and the spectral shape is presented in Figure 7.2. Later in this chapter, the
Q-switched based SC will be denoted as QS-SC and the mode-locked based
SC as ML-SC.
7.5 Noise characterization using pulse to pulsemea-
surements
Supercontinuum light sources used in biomedical applications are of-
ten pulsed sources. Their repetition rate limits the reading rate in the OCT
system. At least one pulse per readout is required. In addition, amplitude
fluctuations from pulse to pulse limit the achievable Signal to Noise Ratio
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(SNR) and therefore the image quality [6]. A straightforward method for
characterizing pulse to pulse stability of an optical source consists in using
a fast photodiode (GHz) connected to an integrating sphere and an oscillo-
scope. If the detector is fast enough, the recorded voltage signal, for each
pulse, is proportional to its peak power [5]. The Relative intensity noise





where σM is the standard deviation of the time series of local maximum in-
tensities within the pulse train and µM is the average of the times series of
local maximum intensities within the pulse train. Figure 7.3 and Figure 7.4
describe the statistical properties of the pulse trainsmeasured for theML-SC
and the QS-SC respectively. Figure 7.3 (a-b) show the pulse train, measured
for theML-SC at awavelength of 1100 nm and 1450 nm, over a time of 0.2 µs,
corresponding to a train of 64 pulses. At a wavelength of 1100 nm, the pulse
train looks relatively stable, as shown in Figure 7.3 (c), which is a histogram
plot of the time series of the local maximum of the pulse train (indicated
by red dots in Figure 7.3 (a-b) or Figure 7.4 (a-b)). Indeed, Figure 7.3 (c)
presents a normal distribution for the pulse train maximum intensity time
series, which is usually an indication of low RIN [14]. In opposition, at a
wavelength of 1450 nm, the pulse train is unstable with amplitude fluctu-
ations almost equal to the full amplitude of the pulse train. This high in-
stability is confirmed by the histogram plot, shown by Figure 7.3 (d), where
the distribution is not anymore normal but looks more like a non-symmetric
Gaussian. This distribution asymmetry is an indication of high RIN in SC
source emission [14].
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FIGURE 7.3: Pulse to pulse noise measurements of the ML-
SC. (a-b): Example of pulse trains measured at central wave-
lengths of 1100 nm and 1450 nm respectively using a 10 nm
bandpass filter. (c-d): Histograms of the maximum pulse train
data series built from a 0.2 µs long pulse train. Thewavelength
bands are selected using 10 nm bandpass filters.
In the case of the QS-SC source, the pulse to pulse measurements show
a different behaviour. Figure 7.4 (a-b) display examples of pulse trains, simi-
larly to Figure 7.3 (a-b), recorded over a time of 2 ms (45 pulses) for a central
wavelength of 1100 nm and 1450 nm respectively. Both wavelength pulse
trains exhibit relative good intensity stability. Figure 7.4 (c-d) confirm this
stable operation with a clear normal distribution. The sparse character of
the histogram plots shown in Figure 7.4 (c-d) is due to the lack of pulses
within the pulse train used for the histogram plot. The low repetition rate
of the QS-SC does not allow long records of data due to the maximum 2 ms
length setting of the available oscilloscope for reasonably small data size.
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Using similar measurements presented in Figure 7.3 and Figure 7.4, and by
covering the entire wavelength range of the OCT system a pulse to pulse
stability comparison can be obtained between the two sources. To do so, the
RIN is calculated using Equation 7.1 for the two SC sources. Figure 7.5 is a
summary of the RIN measured over the OCT wavelength range. As shown
by the pulse train analysis, the QS-SC source is much more stable than the
ML-SC source. Indeed, the QS-SC exhibits an almost flat RIN from 1100
nm to 1450 nm, whilst the ML-SC exhibits a constantly increasing RIN with
wavelength reaching values as high as 45 % at 1450 nm.








































































FIGURE 7.4: Pulse to pulse noise measurements of the QS-
SC. (a-b): Examples of pulse trains measured at central wave-
lengths of 1100 nm and 1450 nm respectively using a 10 nm
bandpass filters. (c-d): Histogram of the maximum pulse train
data series built from a 2 ms long pulse train. The wavelength
bands are selected using 10 nm bandpass filters.
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FIGURE 7.5: RIN versus wavelengthmeasured along the spec-
trometer range for both QS- SC (blue solid) and ML- SC (red
dashed).
Nevertheless, as mentioned above in this chapter, the ML laser and the
QS laser operate at different repetition rates. This difference needs to be
taken into account when operating into the OCT system. Indeed, it will de-
termine the number of pulses per readout of the camera and obviously, at
least a pulse is necessary per each readout. This demand adding the infor-
mation in Table 7.1 to that in Figure 7.5, which shows the number of pulses
per readout of the camera (close to the inverse of the camera frequency CL)
for the two considered SC sources. Whilst the ML-SC operates with thou-
sands of pulses, for instance of up to 64000 pulses per 150 µs exposure time,
the QS-SC emits a few pulses only in the same time interval. This very large
difference in the number of pulses per readout can somehow contradict the
initial RIN versus wavelength measurement presented in Figure 7.5. The
effect of pulse to pulse stability is directly observable in the OCT image and
will be discussed in the next part of this chapter.
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TABLE 7.1: Calculated number of pulses per camera readout
for different exposure times ( Texp) for the ML-SC and QS-SC
sources. CL represents the camera reading rate.
SC Type Texp [µs] CL [kHz] Pulses per Readout
ML 20 41.7 6400
ML 40 20.8 12800
ML 100 9.6 32000
ML 150 6.4 48000
QS 20 41.7 < 1
QS 40 20.8 < 1
QS 100 9.6 2.3
QS 150 6.4 4.6
7.6 Effects of SC noise on the OCT images
B-scan OCT images are built by assembling depth reflectivity profiles,
called A-scans, acquired by scanning the sample along a given lateral direc-
tion. Then, saying that the SC source noise affects the image quality of an
OCT system corresponds actually to the fact that the source noise disturbs
the reflectivity profile measurements. An A-scan is built by applying a Fast
Fourier Transform (FFT) operation to Channelled Spectrum (CS) acquired
by the spectrometer. An A-scan is then characterized by its peaks ampli-
tude, peaks width and its noise floor. It is common in the OCT community
to assume that the peak amplitude is dependent on the amplitude of the
modulation envelope contained into the CS. In opposition, the noise floor
is dependent only on the signal returning back from the mirror of the ref-
erence path of the interferometer. This assumption is justified as the signal
coming back from the sample is orders of magnitude smaller than the sig-
nal coming back from the reference mirror. Then, it is possible to investigate
how noisy is an optical source by observing the noise floor obtained for a
given signal in the reference path of the interferometer.
Figure 7.6 shows the noise floor for both SC sources and four different
exposure times. Each of the 500 noise floors is a readout of the spectrometer,
processed with dark signal and background subtraction, normalization, re-
sampling, windowing and finally subject to a FFT operation. When varying
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FIGURE 7.6: Noise floor of depth reflectivity profile, measured
with the sample arm of the interferometer blocked, using both
ML-SC and QS-SC sources at exposure times of 20 µs, 40 µs,
100 µs and 150 µs.
the exposure time the signal is kept at a similar level on the camera corre-
sponding to 50 % of the dynamic range (2000 counts). A few pixels from
the noise floor of Figure 7.6 are discarded, at an axial position of 180 µm, as
they correspond to interference between the fibre-end reflection in the sam-
ple path and the reference path. A first observation is that the two groups of
curves in Figure 7.6, for the QS-SC and the ML-SC, are separated by around
20 dB. In the case of the ML-SC, due to the averaging over a high number
of pulses, the system is within the shot noise limited regime at around 100
µs (no improvement is seen in the noise floor from 100 µs to 150 µs expo-
sure time). For the QS-SC, the larger the exposure time the lower the noise
floor, suggesting that there is an influence of RIN in the OCT system. This
initial observation is confirmed by the sensitivity plots presented in Figure
7.7. The two groups of curves show a sensitivity difference of 20 dB, which
might seem important, especially considering the higher RIN of the ML-SC
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compared to the QS-SC. But again, the large difference in pulses per read-
out between the two sources gives the advantage to theML-SC source when
considering OCT applications. Using the sensitivity formula in [15], theo-
retical shot noise limited sensitivity values of 100, 103, 107, and 109 dB are
obtained for exposure times of 20, 40, 100, and 150 µs, respectively, for 4 mW
power on the sample. These values assume a coupling back into the fibre of
70 % of the light returning from the sample and a spectrometer efficiency of
80 % (estimated, as we use a commercial spectrometer). The 100 and 150 µs
exposure time cases for the ML-SC source are close to the theoretical shot
noise limited sensitivity values as expected. The QS-SC sensitivity curves
lie 20-25 dB below the shot noise limited regime. An extrapolation of the
obtained data suggests that a shot noise limited regime could be foreseen
with the QS-SC for an exposure time of around 600 µs. However, too long
exposure time clearly impairs the system frame-rate. It is noticeable that the
150 µs QS-SC lies only a few dB below the 20 µs ML-SC case. At 20 µs expo-
sure time the camera line rate is around 40 kHz which is a common readout
speed reported in recent literature using InGaAs line-scan camera [16].





















FIGURE 7.7: Sensitivity decay with depth using both ML-SC
and QS-SC sources at exposure times of 20 µs, 40 µs, 100 µs
and 150 µs and considering 4 mW power on sample.
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Conventionally, OCT systems operate with an exposure time shorter
than 100 µs in order to minimize the effect of sample motion, common val-
ues of few tens of µs can be found in the literature [17, 18]. Then, it is inter-
esting to compare the long exposure time noise behaviour of the QS-SCwith
theML-SC noise profile operatingwith short exposure time. This noise floor
difference in that case is less than 10 dB, which is an acceptable difference. A
drop of SNR is to be expected (10 dB) while using the QS-SC. Then, it seems
possible to use the QS-SC for UHR-OCTwith long exposure time. As a com-
parison of the effect of this 10 dB difference in SNR, the spectrometer decay
with depth observed with any SD-OCT system is often comprised between
5-10 dB/mm but still acceptable contrast is obtained at axial positions larger
than 1 mm.
7.7 Axial resolution characterization


















FT Limited PSF - QS-SC
Measured PSF - QS-SC
FT Limited PSF - ML-SC
Measured PSF - ML-SC
FIGURE 7.8: Normalized Point Spread Functions (PSFs), mea-
suredwith amirror in a sample arm of the interferometer at an
axial position of 150 µm, for both the ML-SC and the QS-SC.
The main characteristic of SC sources is their ultra-broad spectrum cov-
ering easily several hundred of nm. This point is of importance for OCT ap-
plication as it will define the axial resolution achievable by the system as de-
scribed in section 2.5.2. The two sources used in this chapter offer an optical
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bandwidth much larger than the spectrometer bandwidth. So, in both cases
the achievable axial resolution is mainly determined by the limited band-
width of the spectrometer and less dependent on the source spectrum itself.
Figure 7.8 is an example of normalized Point Spread Functions (PSFs), mea-
sured at an axial position of 150 µm, using the ML-SC and QS-SC sources.
The two PSFs show a Full Width at Half Maximum close to 5 µm (in air).
7.8 Example of Images - Non-Destructive Testing
From the results presented earlier in this chapter, it could be inferred
that the QS-SC source is suitable for OCT in cases where the exposure time
can be extended to values over 100 µs. Non-Destructive Testing (NDT)
is a field of OCT application where scanning speed is not necessarily the
main parameter. However, NDT sometimes requires UHR-OCT resolution
or longer central wavelength [19]. A source like the QS-SC is ideal for such
applications, as it provides exactly the same axial resolution than a conven-
tional SC source but at a much lower cost. To illustrate this point, Figure 7.9
presents a set of 8 images (B-scans) measured from an Infra-red Card (IR –
Card), which can be found in any optics laboratory. All images have been
displayed with identical coding for the grey-level conversion making the
visual quality comparison fair. First, an obvious difference can be seen be-
tween Figure 7.9 (a) and Figure 7.9 (e), which are the B-scans acquired using
an exposure time of 20 µs. Figure 7.9 (e) presents a poor image quality with
vertical black stripes all along the image. Those stripes correspond to read-
out of the camera where no optical pulse have been measured. Indeed, at an
exposure time of 20 µs, the linerate of the camera is 41.7 kHz, which is more
than twice the repetition rate of the QS-SC. The ML-SC shows a good image
quality with clear structural information distinguishable in Figure 7.9 (a). A
similar observation can be done for the exposure time of 40 µs. However,
the QS-SC image is improved. When considering long exposure time such
as 100 µs or 150 µs, the images produced by the two sources become similar,
with more background noise when using the QS-SC.
An interesting tool for investigating the influence of the background
noise of the OCT image in the visual quality is the Michelson contrast CM .



















FIGURE 7.9: 1 mm x 2.4 mm B-scans of an IR card using a
power on the sample of 1.3 mW with exposure times of 20 µs,
40 µs, 100 µs and 150 µs in each respective column: (a-d) ML-
SC based and (e-h) QS-SC based B-scans. (scale bar 150 µm
depth – 400 µm lateral)





where I is the intensity signal of each pixel within the image, andwhere Imax
and Imin are calculated as an average of the 50 first highest and respectively
50 first lowest intensity pixels within the image. This contrast calculation
differs slightly from the original Michelson contrast in terms of the mini-
mum and maximum intensity calculation. This adaptation is necessary, if
not, taking directly the real minimum and maximum values of the image
leads to a very high contrast of 0.99 in all the cases. From the calculated
contrast which values are indicated on the corresponding images it can be
seen that relatively small contrast variations are observable from QS-SC to
ML-SC images. In the worst case scenario, comparing the largest contrast to
the lowest lead to a variation of 20-25 %
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7.9 Example of Images - Hand palm skin
So far, we have tested the QS-SC for non destructive investigation based
on UHR-OCT. However, biomedical application is the main target for OCT.
Figures 7.10 and Figure 7.11 are examples of skin images acquired in-vivo
from the hand-palm of a healthy volunteer using 4 mW on the sample.
The volume dimensions are 500 (A-scans) by 500 (B-scans) by 1024 (depth
points). These are acquired in 37.5 s for the longest exposure time (150 µs)
considered. This time is too long for imaging to be applied to samples in
motion, as it is the case with imaging the eye, heart or even skin. For such
long exposures, motion correction processing would be required before any
volume averaging or any other advanced processing. Using the shortest
exposure time of 20 µs, a volume acquisition can be finalized in 5 s, this is
however still long for biomedical imaging of organs. Here, to compensate
for eventual movement in x and y directions, we have used a hand-held
probe, which is in contact with the sample except for a small aperture re-
served for the optical beam scanning. This restricts the motion along the

















FIGURE 7.10: Example B-scans from a healthy volunteer hand
palm skin of 1.6 mm x 4 mm, obtained using: (a-d) ML-SC;
(e-h) QS-SC. Exposure time in each row: 20 µs, 40 µs, 100 µs
and 150 µs, respectively (scale bar 450 µm).
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the x and y directions. Then, the remaining motion in the z-direction can
be compensated through conventional algorithms, if further volume pro-
cessing would be considered. In terms of image quality, conclusions can be
drawn similar to those from imaging the IR card above. Figures 7.10 and
7.11 confirm that 20 µs and 40 µs are too short exposure times and during
such intervals the number of pulses is less than one. As soon as there are a
few more pulses per readout, the QS-SC reaches similar image quality com-
pared to the ML-SC. A difference of 20 % is obtained in the contrast. In the
case of the en-face display of Figure 7.11, the problem of black stripes due
to readouts containing no pulses is very important. The images acquired at
20 µs and 40 µs show almost no structural information.
FIGURE 7.11: Example of 4 mm x 4 mm C-scans extracted
from a volume acquired from a healthy volunteer hand palm
skin. (a-d): ML-SC based C-scans and(e-h): QS-SC based C-
scans. Exposure times 20 µs, 40 µs, 100 µs and 150 µs. (scale
bar 1mm) – (NaNmeans that the contrast cannot be calculated
for the 20 µs QS-SC image due to lack of signal).
7.10 Conclusion
In this chapter, a QS-SC have been used for UHR-OCT in the wave-
length range of 1300 nm. First, it is shown that the QS-SC shows much
more stable behaviour compared to the ML-SC. This is of importance for
OCT in order to reduce the pulse to pulse fluctuations causing very high
RIN. Though, this stability is to be considered together with the repetition
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rate of each SC source. Indeed, the QS-SC operates at a much lower repe-
tition rate compared to the ML-SC. Then, an analysis of OCT A-scan noise
floor showed that the QS-SC exhibits noise much higher than the ML-SC
if long exposure time are considered, differences up to 20 dB are observed.
However, the QS-SC noise level is comparable, within 10 dB, to the ML-SC
used with short exposure time of 20 µs. Finally, two examples of images
are presented where it is shown that the QS-SC can obtain acceptable im-
age quality, similar to the ML-SC, at long exposure time. In addition to the
demonstrated operation in the 1300 nm range, the QS-SC source is suitable
for operation either at shorter wavelengths (800 nm range) or even at longer
wavelengths (1700 nm, 2000 nm range). In conclusion, the QS-SC looks to be
a very interesting alternative SC source offering identical extremely broad
spectrum to that of a ML-SC but at a much lower cost.
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Conclusion and future work
As proposed in the introduction Chapter, two main topics have been
discussed in the thesis. The first topic was the problem of signal processing
in Optical Coherence Tomography (OCT) and Ultra-High Resolution-OCT
(UHR-OCT). The second topic was the impact of noise due to Supercontin-
uum (SC) light sources in Spectral Domain-OCT (SD-OCT).
8.1 Complex Master/Slave Interferometry related
topics
Signal processing is an important part of the work required in order to
produce an OCT image. As described in Chapter 4, some of the processing
steps are compulsory and common to any OCT technique. Such steps are
detector noise correction, background subtraction or conversion to logarith-
mic scale. Different procedures can be applied for analysing the frequency
content of the interference fringes. If considering conventional FD-OCT,
resampling and dispersion compensation are compulsory for achieving an
accurate depth reflectivity profile. Otherwise, if Complex Master Slave In-
terferometry (CMSI) is used, no resampling nor dispersion compensation
are needed to infer a correct depth reflectivity profile. Within this thesis,
processing dedicated to both conventional OCT and CMSI have been pre-
sented in detail. Several conclusions can be drawn regarding the alternative
CMSI based OCT compared to FFT based OCT. First, CMSI effectively al-
lows to measure a depth reflectivity profile using a comparison scheme of
spectral shapes and pre-generated signals called Masks. With no FFT and
Chapter 8. Conclusion and future work 184
hence no resampling neither dispersion compensation, CMSI measures ac-
curately the same information as a fully corrected FFT based OCT proce-
dure. The second conclusion relates to the sensitivity achievable with the
CMSI. If comparing CMSI based and FFT based sensitivity values obtained
from the exact same data set, no differences have been observed. This tells
us that the two methods are behaving similarly in terms of the noise prop-
erties when considering Low Coherent Interferometry principle. Regard-
ing axial resolution consideration, some small advantage was noticed when
using the FFT based algorithm which included resampling and dispersion
compensation. Even though this advantage was small, this suggests that
the CMSI procedure presented in the thesis was not optimal. However, the
results reported in the thesis have been obtained based on the work done
during the first half of the PhD (March 2014 – September 2015). Since then,
the CMSI method was further sophisticated and now no difference is ob-
served in the axial resolution between FFT based and CMSI based OCT.
Master-Slave Interferometry is a relatively new principle (2013). Even
more, the method presented in this thesis, CMSI is only 2 years old. This
means that the method is relatively young and that multiple future avenues
can be pursued. However, only a few will be mentioned here. One of the
most interesting would certainly be a study on live updating theMasks dur-
ing the very imaging step in order to compensate for sample dispersion and
then reach transform limited point spread function at any depth within the
sample. Still within the topic of dispersion in OCT, due to the insensitiv-
ity to dispersion effects arising from the system, CMSI seems well suited
for spectroscopic applications. Indeed, any remaining dispersive effects de-
tected while using the CMSI procedure can come only from the sample it-
self. Then, a measure of those dispersive effects can be turned into infor-
mation. Also, another advantage of the CMSI technique is that some pre-
processing steps can be performed during the generation of Masks. Process-
ing steps such as normalization and apodization are usually done after the
readout acquisition in a FFT based scheme. Such a processing procedure
is not time efficient. Using CMSI, those steps could be computed within
the Masks generation step with the direct consequence of speeding up the
imaging step.
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8.2 Noise from SC source and OCT
The second topic and also the main topic discussed during the thesis is
the impact of noise from SC sources in a SD-OCT system. Three Chapters of
the thesis have been dedicated to this discussion.
The study of Chapter 5 relies on the current generation of commercial
SC sources based on pumping a Photonic Crystal Fibre (PCF) close to its
Zero Dispersion Wavelength (ZDW). In this chapter, it is shown that in-
creasing the source repetition rate can lead to reduction of the extension
of the Relative Intensity Noise (RIN) dominated regime over the dynamic
range of the spectrometer camera. Using a repetition rate of 320 MHz, a
shot noise dominated regime is achievable between 10 % and 25-30 % of the
dynamic range of the camera considering exposure time in the range of 20
µs. Operating under shot noise limited regime for the OCT system leads to
an increase of the Signal to Noise Ratio (SNR) of about 3-4 dB compared to
the RIN dominated regime. Also, by extrapolating on the current data, a SC
source operating at a repetition rate of 800 MHz to 1 GHz should enable an
almost complete reduction of the source RIN impact into the OCT system.
More accurately, it should reduce the RIN impact to a value smaller than the
shot noise one and hence it could lead to a maximized SNR. Such a source
could be assembled by playing with the balance of peak power versus aver-
age power of the SC source pump. The SC sources used in Chapter 5 have
shown a spectral extension much larger than what is required for OCT in
the 1300 nm region. Therefore, a decrease of the SC pump peak power can
be implemented in order to reduce the average power without impairing
the overall spectral bandwidth necessary for the OCT. This lower average
power condition can be used in order to increase the repetition rate of the
source without any risk of damaging the PCF. This peak power reduction to-
gether with an increase of repetition rate for noise reduction is possible only
because the impact of both parameters on the total noise in the OCT sys-
tem is different. Repetition rate increase is much more efficient than peak
power increase. For example, from Chapter 5, a peak power drop of 50 %
still leaves the system with large enough spectral bandwidth but also offers
the possibility of doubling the pump repetition rate. Such improvement will
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increase the SNR by almost 3 dB, placing the OCT system in a regime very
close to shot noise dominated regime over the entire camera dynamic range.
The second study conducted regarding noise and OCT was presented
in Chapter 6. In this study, the SC source design has been changed from
long pulse to ultra-short pulse for the SC pump. Also, the PCF have been
changed so that the fibre dispersion profile is all-normal (D < 0 ps.nm-1.km-1
) instead of both anomalous (D > 0 ps.nm-1.km-1) and normal depending on
the wavelength considered. By changing the SC source design from the pre-
viously described one (ps pumped close to the fibre ZDW) to the proposed
one (fs pumpedwith all-normal dispersion fibre), the SC generation is based
on deterministic non-linear effects such as Self-Phase Modulation and Op-
tical Wave Breaking. This new concept is in opposition to the SC source
design used in Chapter 5, based on non-linear effects such as Modulation
Instability and Solitons. The new SC source has been assembled and tested
into an SD-OCT system operating within the 1300 nm wavelength region.
After SC generation, the spectrum covered a spectral region from 700 nm
to 1400 nm. For the SD-OCT, the red side of the SC is used and it covered
almost the entire spectral range of the spectrometer (from 1070 nm up to
1470 nm). The new SC source was used for SD-OCT imaging of skin where
similar image quality was obtained compared to the conventional SC source
design, with the additional advantage of less RIN level. It is shown that the
deterministic SC source has a noise profile similar to a SLD source but with
larger bandwidth and higher power. Nevertheless, the source built during
this project was a simple proof of concept and several points need to be im-
proved. The most important problem encountered during this project was
the temporal source stability. The femtosecond laser used a compression
block in bulk and therefore provided a free space collimated beam. Then, a
free space to fibre coupling of light was required for injection into the PCF.
This coupling was extremely unstable due to the high average power from
the laser and the small core of the PCF. This critical point leads to high ther-
mal effects at the fibre facet and inside the fibre. Several instances when the
fibre was destroyed have been observed during the project. An interesting
improvement for the source would be to consider a fibre based connection
Chapter 8. Conclusion and future work 187
between the source and the PCF. Also, during the study a commercial fem-
tosecond source was used. Aminimal pulse length of 170 fs and a repetition
rate of 80 MHz lead to a high average power into the fibre however neces-
sary to achieve a smooth SC spectrum. A shorter optical pulse could achieve
a smooth spectrum for a lower average power into the fibre and then a min-
imal risk of fibre destruction.
The last chapter of the thesis is dedicated to a demonstration of a low-
cost SC source for OCT imaging. Such SC source could be used if consider-
ing longer exposure times compared to the exposure times of current fast
OCT systems. The current high cost of SD-OCT technology is to be at-
tributed mainly to the laser cost and the spectrometer cost. In this chapter,
it is proposed to use a SC source based on Q-switch technology for the SC
pump instead of the conventional Mode-locked technology. The advantage
of using a Q-switched-pump is its much lower cost compared to the Mode-
locked one. A large technical difference between both lasers types is their
repetition rate of operation. While Mode-Locked lasers can achieve hun-
dreds of MHz and even GHz repetition rate, Q-switched lasers are limited
to the kHz regime (a few tens to a few hundreds of kHz). This parameter
affects the SNR of the SD-OCT system as the source RIN impact is modified
by the number of pulses detected during an exposure time of the camera.
However, we have shown that a QS based SC (QS-SC) source shows a much
more stable pulse-to-pulse behaviour compared to a ML based SC (ML-SC).
Then, the QS-SC source can be used for OCT at the only cost of increasing
the exposure time of the camera to value in the range of 100 µs. Doing so,
the images obtained with the QS-SC are comparable to the images obtained
with the ML-SC source. Also, the OCT systems considered in this study op-
erates in the 1300 nm region. Nevertheless, the QS-SC source presents a flat
spectrum covering from 600 nm to 2400 nm. It would be interesting to in-
vestigate the usefulness of such a SC source at other wavelength range than
800 nm or 1700-2000 nm. Such a source can be a first step towards lowering
the cost of SD-OCT system. Its current cost is less than 10 % compared to
the cost of the ML-SC commonly used for OCT.
In a more general view and as a final conclusion, fibre-based SC sources
are by far one of the most interesting optical source for SD-OCT. Due to their
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ultra-broad spectrum, their high spatial coherence and large average power,
they are one of the very few options available for driving OCT systems
(from visible to far Infra-Red). Over the years, considerable work has been
devoted to ameliorate the issue related to the high RIN that limits their use-
fulness in OCT. Nowadays, fibre-based SC sources have spread amongmost
of the research groups working on SD-OCT. Essential for further progress is
for academia to liaise with industry and enhance the utility of SC source.
An example in this direction was the launch of the UBAPHODESA Marie
Curie collaborative training school involving a leading research group in
high resolution optical medical imaging (Applied Optics Group – Univer-
sity of Kent) and the world leader in SC source manufacturing (NKT Pho-
tonics A/S). This collaboration has led to numerous results in applications
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Abstract: A general theoretical model is developed to improve the novel 
Spectral Domain Interferometry method denoted as Master/Slave (MS) 
Interferometry. In this model, two functions, g and h are introduced to 
describe the modulation chirp of the channeled spectrum signal due to 
nonlinearities in the decoding process from wavenumber to time and due to 
dispersion in the interferometer. The utilization of these two functions 
brings two major improvements to previous implementations of the MS 
method. A first improvement consists in reducing the number of channeled 
spectra necessary to be collected at Master stage. In previous MSI 
implementation, the number of channeled spectra at the Master stage 
equated the number of depths where information was selected from at the 
Slave stage. The paper demonstrates that two experimental channeled 
spectra only acquired at Master stage suffice to produce A-scans from any 
number of resolved depths at the Slave stage. A second improvement is the 
utilization of complex signal processing. Previous MSI implementations 
discarded the phase. Complex processing of the electrical signal determined 
by the channeled spectrum allows phase processing that opens several novel 
avenues. A first consequence of such signal processing is reduction in the 
random component of the phase without affecting the axial resolution. In 
previous MSI implementations, phase instabilities were reduced by an 
average over the wavenumber that led to reduction in the axial resolution. 
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1. Introduction 
Spectral (or Fourier) domain Interferometry (SDI) is widely spread in many fields of 
biomedical optics, especially in Optical Coherence Tomography (OCT) [1,2]. SDI encodes 
distances, thicknesses, scattering properties or refractive indices onto the density of 
modulation of the optical spectrum, i.e. channeled spectrum, at the interferometer output. 
To decode the channeled spectrum, SDI uses a Fourier Transform (FT) operation that 
translates the modulation density into a distance measurement. SDI principles can be applied 
to systems employing either a broadband optical source (spectrometer based, Sp) or a tunable 
optical source (swept source, SS). In the case of a Sp system, the channeled spectrum at the 
interferometer output is read by a camera incorporated within the spectrometer. This 
channeled spectrum is chirped due to a nonlinear dependence of the pixel position in the 
camera versus the optical frequency. When a SS system is employed, the temporal signal read 
by a photodetector at the interferometer output presents a chirp mainly due to non-linear 
frequency sweeping. We will refer to these chirping effects as due to the decoding process 
from channeled spectrum. In addition to the chirp due to spectrum decoding, unbalanced 
dispersion in the interferometer arms also affects the regularity of maxima and minima in the 
readout channeled spectrum. For a strictly periodic modulation (no chirp) of the channeled 
spectrum, a FT returns a well-defined peak. The chirp in the spectrum modulation translates 
into an enlargement and reduction in the amplitude of such a peak, worsening the axial 
resolution and sensitivity. 
In order to correct the chirping before FT, hardware and software methods have been 
reported. In terms of hardware solutions, a spectrometer using a prism after the diffraction 
grating [3,4], or chirped sampling using an analogue line scan camera [5] were proposed. 
Several solutions have also been proposed to compensate for dispersion, using matched 
lengths of glass [6], spectral delay line [7], fiber Bragg gratings [8]. In terms of software 
solutions, several methods have also been developed to resample and organize the data 
linearly along the optical frequency axis, or wavenumber, prior to the FT. Common 
corrections are based on the interpolation of the phase in order to obtain linearity in k-space 
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[9]. More complex techniques based on fractional Fourier transforms [10], non-uniform 
Fourier Transformation [11], or advanced computational algorithms [12–14] provide a 
posteriori data resampling. 
Master-Slave Interferometry (MSI) is a new approach to SDI to eliminate the chirp effects 
[15]. The MSI proceeds in two stages. In a first stage (Master), a mirror is used as an object 
and experimental channeled spectra (CSexp) are measured and stored, for a number P of 
different values of the optical path difference (OPD) in the interferometer. In a second stage 
(Slave), the object replaces the mirror and the channeled spectrum is compared with every 
CSexp saved in the memory block and used as a mask. The comparison operation of each mask 
with the channeled spectrum was implemented via correlation [15–19] or by simplified dot 
product procedures for faster implementation of correlation for argument zero [20,21]. The 
maximum value of each comparison (correlation) is selected to provide the depth information 
profile (A-scan) at each OPD value selected during the Master stage. 
MSI presents several advantages compared to conventional SDI. The process of data 
resampling performed during measurements is replaced by data storage at the Master stage, 
which shortens processing time while performing measurements. The quality of data 
resampling for the conventional FT-based method affects the axial resolution. 
Advantageously, MSI exhibits a constant resolution over the OPD range which recommends 
it as a useful tool for metrology and imaging. Each CSexp provides direct access to 
measurements from that OPD value used at the Master stage to produce it, conferring 
advantage to MSI in terms of production of en-face OCT images. Recently, its tolerance to 
dispersion in the interferometer has also been demonstrated [19]. 
Nevertheless, the implementation of MSI reported in previous reports presents some 
shortcomings, such as: 
(i) Typically, a large number of CSexp need to be recorded at the Master stage, a problem 
especially when using large bandwidth sources. The sampling of the A-scans in 
depth is determined by the number of CSexp recorded for incremental depths. 
(ii) MSI is characterized by a trade-off between phase instability and axial resolution. 
The phase in the interferometer varies between the step of recording the CSexp and 
the step of scanning the object to be imaged, considered here as a random phase shift 
jrand. As the phase is discarded, it is not possible to eliminate its effects. To reduce 
the effect of the random phase shift, the correlation function is averaged over several 
lags [15–19] that leads to some deterioration of the axial resolution. 
In this paper, an improved method is presented that addresses the above shortcomings. 
This method, Complex Master Slave Interferometry (CMSI), does not directly use CSexp as 
masks, contrary to [15–21], but develops a procedure to infer any number of masks from a 
reduced number of CSexp acquired. Additionally, the masks generated are complex in order to 
conserve the phase information. 
This paper is organized into three theoretical sections and an experimental section. The 
theoretical sections describe the interferometric signal in a SDI set-up unbalanced from the 
point of view of dispersion and equipped with a chirped decoder, obtained in conventional 
MSI [15–21] and in the novel CMSI presented here. The chirp affecting the channeled 
spectrum at the interferometer output is modeled by two functions g and h. Based on these 
functions, a procedure of inferring a number of Q channeled spectra (masks) at the Slave 
stage from a variable number P of CSexp, with Q>>P is then presented. The experimental 
section demonstrates the conservation of axial resolution over depth for both spectrometer 
and swept source based SDI methods. 
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2. Chirped decoder and interferometer with unbalanced dispersion 
2.1. General description of an SDI experimental set-up 
In Fig. 1, a SDI schematic diagram is shown, made of two main components, an 
interferometer and a decoder. The interferometer includes a splitter (shown as a directional 
coupler), a reference mirror (M), an interface optics that conveys light towards an object (O) 
subject to tests or imaging. In case the application is spectral domain OCT, the interface 
optics contains a lateral or transversal galvo-scanner. The decoder block translates the 
channeled spectrum shape at the interferometer output into an electrical signal. For a 
spectrometer-based configuration, the source is broadband and the decoder is a spectrometer. 
For a swept source configuration, the optical source is a swept source laser and the decoder is 
a fast photodetector. 
 
Fig. 1. Block diagram for a spectral domain OCT system. C1 and C2, collimators; M, reference 
mirror; O, object. Two channeled spectra are shown underneath, for a mirror as a sample. IDC 
represents the power spectrum of the optical source, shown by the red Gaussian shape solid 
line. The A shape is shown by the dashed blue line, determined by the interference contrast of 
the modulating signal proportional to the channeled spectrum. On the left, the usual case in 
practice is shown when IDCzA. Here, the interference contrast A is deliberately shown smaller 
on the left side of the spectrum. In this case, A varies below IDC on the left hand side and 
regains the IDC value on the right. The channeled spectrum on the right shows the ideal case, 
when IDC = A, i.e. when the contrast profile A and the IDC profile are superposed on each other. 
In the following, a mathematical expression of the electrical signal at the output of the 
interferometer shown in Fig. 1 is obtained, where the decoder performs nonlinearly and 
dispersion is left unbalanced between the arms of the interferometer. 
2.2. Fourier transform of the channeled spectrum 
Let us consider a non-uniform distribution of frequencies Q  along the pixels of the line array 
detector when using a spectrometer, or along time when using a tunable laser. The 
relationship between the optical frequency n and Q  is given by the function g(Q ) = n. 
The unbalanced dispersion between the arms of the interferometer can be described by a 
function d(n): 
            2 2 0 2 1 1 0 12 ,n n e n n ed
c
Q Q QSQ Q Qª º ¬  ¼  (1) 
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where n1, and n2 are the refractive indices of the dispersive parts in the reference and in the 
object arm respectively, e1 and e2 their thicknesses and n0 the central optical frequency of the 
source. 
The electrical signal I(Q ) delivered by a non-ideal decoder is a chirped signal according 
to Q  and can be written as a superposition of a DC term, IDC, and a complex exponential form 
of a periodic function I(Q ) as follows 
    1( ) ( ) ( ) ( ) ,2DCI I g I IQ Q Q Q       (2) 
where g takes into account the decoding procedure chirp and * corresponds to its complex 
conjugate. IDC follows the shape of the power spectrum of the optical source (in spectrometer-
based configurations and to the tuning bandwidth in swept source configurations). 
Considering r the complex reflectivity of the object varying with depth r, the complex 
electrical signal I(Q ) corresponding to the decoded channeled spectrum can be written as a 
continuous summation of modulations 
         2 2( ) ,I r A g E g h
c
xp i dS UQ Q Q UU Qª º§ ·¨ ¸« »© ¹¬ ¼ ³     (3) 
where c is the speed of light, h(Q ) = d(g(Q )) is a function depending on the unbalanced 
dispersion in the interferometer and the nonlinear dependence onQ . The depth r = 0 
corresponds to the OPD = 0 in the interferometer. A(n) represents the interference contrast. In 
practice, A(n) is different from the power spectrum of the optical source, IDC(n) as shown by 
the left channeled spectrum in Fig. 1. This is due to several additional effects such as 
polarization mismatching of reference light and object light fields or due to chromatic 
aberrations introduced by optical components, factors that reduce the axial resolution. 
Although the amount of unbalanced dispersion due to the object can be incorporated into the 
overall unbalanced dispersion present within the system, we restrict h to describe the 
dispersion in the interferometer only. Equation (3) presents the most general expression for 
the channeled spectrum, which includes the nonlinear dependence on Q  and the dispersion 
effects. 
If the decoder is linear (g(Q ) = Q  = n) and the interferometer is perfectly balanced for 
dispersion (d { 0), the inverse Fourier transform of I is directly related to the complex 
reflectivity r in depth z of the object (A-scan) via the following expression as detailed in 
Appendix A: 
    0 02 2 1 2 1 2ˆ ˆ ,2 2DC
z z z zI I r z P r z P
c c c c
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where Î and ÎDC are the inverse FT of I and IDC respectively,  is the convolution operation 
and P0 is the axial Point Spread Function (PSF) of the system defined by 
    10 .P t FT A Q ª º¬ ¼  (5) 
As shown by Eq. (5), the axial resolution (the width of P0) does not vary with depth, being 
only determined by the interference contrast, A(n). This happens in the case of a perfectly 
dispersion-balanced interferometer interrogated by an ideal decoder (either spectrometer or 
tuning laser). 
In the paper the refractive index and the dispersion of the sample are ignored to simplify 
the study. All distances are measured in air. In the common practice of conventional FT based 
OCT methods, the depth in the sample was inferred by dividing the axial depth interval, after 
#255422 Received 9 Dec 2015; revised 20 Jan 2016; accepted 27 Jan 2016; published 4 Feb 2016 
(C) 2016 OSA 8 Feb 2016 | Vol. 24, No. 3 | DOI:10.1364/OE.24.002885 | OPTICS EXPRESS 2889 
FT, by the index of refraction of the sample. To compensate sample dispersion, a slab of 
similar material in the reference arm or a numerical compensation should be used. Similarly, 
the axial intervals associated to each mask of CMSI are measured in air, therefore they 
correspond to a depth in the sample obtained by their division to an average index of 
refraction. As far as sample dispersion is concerned, CMSI should also be used with a slab of 
similar material in the reference arm or with masks modified by the amount of dispersion to 
be compensated at each depth. 
3. Theory of master-slave interferometry 
3.1 Master slave signal 
In contrast to conventional spectral (Fourier) domain interferometry, MSI delivers a signal 
from a single depth, z, within the object to be investigated. Initially, for the comparison 
operation required by the MSI method, correlation was used [15–19]. To improve on the 
calculation speed, a modified correlation operation was proposed [20,21], reduced to the 
correlation calculation in lag Ñ = 0. This delivers the value of an A-scan at depth z, the MSI 
signal, according to 
      exp0 0( , ) , ,N NMSI z C N z CS N z I dQ Q Q  ª ºª º  ¬ ¼ ¬ ¼³      (6) 
where C is the correlation operation between the channeled spectrum I collected when the 
object is placed in the object arm (Slave stage), and the mask corresponding to the channeled 
spectrum CSexp collected at the Master stage for an OPD = 2z, when the mirror is used as an 
object. 
3.2. Limitations in the MSI practice due to using the CSexp as masks 
The experimental channeled spectra CSexp(z) can be written according to 
(i) a random phase shift ĳrand(z) induced by the fluctuations of the OPD between the step 
of acquiring the channeled spectra to be used as masks and the step of measuring the 
channeled spectrum I associated to the object, 
LL D FRHIILFLHQW Įz) describing the variation with OPD of the strength of the CSexp 
collected. This is due for instance to the variation of the amount of light injected into 
single mode fibers when altering the OPD in the interferometer, 
(iii) a complex-valued channeled spectrum CS, not affected by the random phase shift. 
The channeled spectrum CS is only affected by the specific modality of decoding the 
spectrum into an output electric signal, and the dispersion in the interferometer as 
follows: 
       ) .( 2, 2z i g z h
c
CS A g ExpQ Q Q QSª º§ ·¨ ¸ « »© ¹¬ ¼     (7) 
According to the considerations (i), (ii) and (iii) above, the experimental channeled spectrum 
is described by 
              *exp 1 1, , , .2 2rand z rand z
i iCS z z CS z e z CS z eM MQ D Q D Q      (8) 
Note that no DC component appears in Eq. (8) because a high-pass filter is applied on each 
saved CSexp. 
Combining Eqs. (6)-(8), the MSI signal can be written as 
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1 , ,
2
rand ziMSI z z e CS z I d CCMD Q Q Q   ³     (9) 
where CC stands for Complex Conjugate, or using the complex exponential form of I 
(Appendix B), as 
          ^ `*1 e , ,2 rand ziMSI z z e CS z I dMD Q Q Q  ³     (10) 
where Re{} denotes the real part of the complex function within the curly brackets. Equation 
(10) is valid for an object positioned outside OPD = 0 (Appendix B). 
In order to present the relationship between the MSI signal and the reflectivity r of the 
object, a complex function Ȗ(z) is defined by 
      *, .z CS z I dJ Q Q Q ³     (11) 
Using the expression of the CS given by Eq. (7) and the expression of the complex channeled 
spectrum I given by Eq. (3), Ȗ(z) can be expressed as 
           2 .2 2i g z d d
c
z r A g ExpJ U Q Q QS U Uª º§ · u ¨ ¸« »©¬ ¼ ¹³³     (12) 
As the same amount of unbalanced dispersion h(Q ) is present in both CSexp and I, (and 
consequently in their complex forms CSexp and I), the effect of unbalanced dispersion is 
totally eliminated in Eq. (12). A change of variable, į ]-r, allows us to rewrite Eq. (12) as 
         2 2 .2i g dz r z A g exp d
c
J G Q Q QS G Gª º§ · ¨ ¸«  »© ¹¬ ¼³³     (13) 
Let us denote P1 as 
       21 2 .i g t dP t A g ExpQ S Q Q ª º¬ ¼³    (14) 
In case g(Q ) = Q  = n, we recognize P1(t) as the axial PSF of the system, similar to Eq. 
(5). Here the power of the interference contrast A is squared because both the masks CSexp and 
I depend on A. Using Eq. (14) in Eq. (13), Ȗ(z) can be expressed as a convolution product 
between the complex reflectivity profile of the object r(z) and the function P1(2z/c): 
          1 12 / 2 / ,z r z P c d r z P z cJ G G G   ³  (15) 
Let us consider G as the inverse function of g, G(g) { 1. Using a change of variable g(Q ) = n, 
the function P1 can be expressed as follows 
   > @  21 ( ) ,P t A Exp i t G dQ QQ Qc ³  (16a) 
where G’(n) is the derivative of G(n) in respect to n. Via a Fourier transform, Eq. (16a) can be 
written as 
    211 ( ) .GP t FT A Q Q cª º ¬ ¼  (16b) 
As a more general description for the MSI operation, the MSI signal for OPD = 2z can be 
expressed as the convolution product between the depth-resolved complex reflectivity r and 
the axial PSF P1, defined in Eq. (16b), by 
#255422 Received 9 Dec 2015; revised 20 Jan 2016; accepted 27 Jan 2016; published 4 Feb 2016 
(C) 2016 OSA 8 Feb 2016 | Vol. 24, No. 3 | DOI:10.1364/OE.24.002885 | OPTICS EXPRESS 2891 
           ^ `1e 2 / .2 rand zizMSI z e r z P z cMD    (17) 
Equation (17) shows that the reflectivity of the sample measured via the MSI method is 
independent of the amount of dispersion left unbalanced, meaning that the axial resolution is 
not affected. This property has already been demonstrated in [19]. Additionally, as the 
decoding non-linearity described by G’ is the same at all OPD values, the axial resolution is 
also independent on z but it is not optimal, as Eq. (16b) involves the square of A than simply 
A in Eq. (5). For instance if A has a Gaussian shape, the axial resolution is 2  poorer than 
the axial resolution obtained with the FT method without any unbalanced dispersion and 
nonlinearities. An improvement in the practice of MSI would be to eliminate the shape of A 
from the masks in Eq. (10) as suggested by the theoretical model in [19] but not done in [15–
18,20,21]. Equation (17) also shows that combination of phase in the complex r with the 
random phase impedes the recovery of the complex r. 
In order to address this problem, we propose to use complex masks, as we describe in the 
next section. 
4. Complex master-slave interferometry 
The main idea of CMSI is to generate, during the Master stage, a complex function 
incorporating two phenomena: (i) the non-uniform distribution along the axis, Q , of the 
detector (pixel for spectrometer or time slot for swept source) due to the nonlinearities in the 
decoder, function g, and (ii) the unbalanced dispersion of the interferometer, function h. The 
masks to be used in CMSI at the Slave stage are then to be obtained from this complex 
function, evaluated in as many OPD = 2z values as the user requires, independently from the 
OPD values used to measure the CSexp. 
4.1 Extraction of the functions g(Q ) and h(Q ) at the master stage 
In CMSI, it is possible to infer the masks from a Mask function Mbuilt created by calculating 
the functions g(Q ) and h(Q ) from data acquired in the Master stage, when a number P of 
CSexp are recorded for P OPD values. These experimental channeled spectra are then extended 
into their complex exponential form CSexp according to a procedure described in Appendix C. 
Their corresponding phases fexp(Q , z) are obtained by extracting the arguments of CSexp. The 
phase fexp(Q , z) is expressed according to 
        exp 2, 2 .randz g z h z
c
SI Q Q Q M      (18) 
A partial derivative of Eq. (18) in respect to Q  removes the random phase and leads to 
      exp 2, ' 2 ' ,z g z h
c
SI Q Q QQ
w  w     (19) 
where g’(Q ) and h’(Q ) are the derivatives of g(Q ) and h(Q ). 
A linear regression according to z permits to retrieve the slope 4pg’(Q i)/c and the y-
intercept h’(Q i) for each Q i of the channeled spectrum, and build 4pg’(Q )/c and h’(Q ) along 
the spectral coordinateQ . Then an indefinite integration is used to infer 4pg(Q )/c and h(Q ). 
Figure 2 describes the step by step procedure of obtaining the set of functions g and h from an 
experimental set of CSexp, and then the Mask function Mbuilt. 
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 Fig. 2. Step by step procedure to infer the Mask function from a reduced set of experimentally 
measured channeled spectra. 
By retaining the phase of the CSexp only, the spectral amplitude of the Mask functions 
Mbuilt is flat. The elimination of the spectral dependence of the masks used by CMSI leads to 
an optimum axial resolution related to FT1[A] as it will be demonstrated in Section 4.3 
below. 
4.2 Complex MSI signal 
The Mask function Mbuilt to be used by the CMSI, is defined at the OPD = 2z as 
      ( 2, 2 ,)built z g i g z h
c
M ExpQ Q Q QSª º§ ·c ¨ ¸« »© ¹¬ ¼     (20) 
where g’(Q ) is the derivative of g(Q ). CMSI signal is defined similarly to Eq. (6) by the 
following integral 
      CMSI , .builtz M z I dQ Q Q ³     (21) 
CMSI involves a similar definition to the MSI except that the CSexp used as masks are 
replaced by a complex function with the adjustable parameter z. CMSI is valid for an object 
set outside OPD = 0, i.e. 2z should be larger than the coherence length Lc of the light source 
(inverse proportional to the bandwidth of the optical source in Sp-OCT and to the tuning 
bandwidth in SS-OCT). 
4.3 Relation between CMSI and reflectivity r in depth 
By using the complex exponential form of I, CMSI can be written as follows (Appendix D) 
      1CMSI , ,
2 built
z M z I dQ Q Q ³     (22) 
and the operation of the CMSI can be described by 
             1C SI ,2M
2
2g i g zz r A Exp d dg
c
U USQ Q U Q Qª º§ · c u ¨ ¸« »© ¹¼ ¬³³     (23) 
according to Eq. (20) and Eq. (3). Changes of variable n = g(Q ) and į ]-r are carried out in 
Eq. (23) leading to 
       21C I 2MS .
2
z r z A Exp di
c
dS GQQ GG Qª º« »¬ ¼ ³³  (24) 
Equation (24) can be rewritten as a convolution product between the complex reflectivity 
profile r(z) and the point spread function P0 
      01CMSI 2 / ,2z r z P z c   (25) 
#255422 Received 9 Dec 2015; revised 20 Jan 2016; accepted 27 Jan 2016; published 4 Feb 2016 
(C) 2016 OSA 8 Feb 2016 | Vol. 24, No. 3 | DOI:10.1364/OE.24.002885 | OPTICS EXPRESS 2893 
for 2z>Lc where P0 is the axial PSF defined by Eq. (5) and equal to FT1[A]. 
Again, depth information profile is extracted and expressed as a convolution product 
between a complex reflectivity function and the ideal PSF of the system, which leads to a 
constant axial resolution in depth irrespective of the non-linearity of the decoder and 
irrespective of the amount of the unbalanced dispersion in the interferometer. 
The drawbacks of the previous implementations of MSI addressed by CMSI are: (i) the 
depth points of the A-scan are now determined by a sampling parameter z, independent of the 
OPD values used to acquire the CSexp in the Master stage, (ii) CMSI operation returns a 
complex signal, hence phase of r is conserved. Moreover, the building of the Mask function 
does not depend on the random phase shift as it will be shown in Section 5, which eliminates 
the need for averaging over an interval of lag wavenumbers (window in [15–19], practiced in 
previous MSI reports). (iii) The axial resolution is related to FT1[A], as for a perfect 
interferometer. 
5. Experimental results 
5.1 Discrete formulation of the CMSI operation 
As with the MSI, CMSI has been described above by continuous variables, however practical 
implementations involve digital processing. Let Mbuilt(n, q) be the complex mask inferred at 
the Master stage, where n = 1 to N corresponds to the sampling along the pixels in the 
spectrometer line camera or along the time slots within the sweeping time for a swept source 
and where q = 1 to Q corresponds to the different OPDs required by the user independently 
from the P number of CSexp. In these conditions, Eq. (20) becomes 
      2, ,( )built q g n i g n q OPD hM n E nx
c
p Sª º§ ·c ' ¨ ¸« »© ¹¬ ¼  (26) 
where DOPD defined by the user is, in practice, at least half of the coherence length of the 
optical source, and Eq. (21) can be re-written as 






q M n q I n
 
 ¦  (27) 
as an upgrade of the dot product introduced in [19]. In this way, an A-scan can be assembled 
from CMSI signals evaluated at Q depths, given by the number of Q masks inferred from the 
number P of the CSexp acquired at the Master stage. 
The operation of the CMSI is demonstrated below on two versions of the set-ups 
described in Fig. 1, in Section 5.2 using a broadband source and a spectrometer and in Section 
5.3 using a swept source and a photodetector. 
5.2 A-scan with a spectrometer-based OCT 
The experimental set-up is similar to that shown in [16,19]. The broadband source is a super 
Luminescent Diode (SLD) with a Gaussian spectrum centered at 1306 ± 2 nm and a 
bandwidth of 28 ± 1nm. The detection part includes a home-built spectrometer equipped with 
an InGaAs linear camera (Goodrich SUI, Princeton, New-Jersey, model SU-LDH, 1024 
pixels, 14-Bit). Data obtained from the system are directly processed by the CMSI procedure 
with no resampling. 
At the Master stage, experimental channeled spectra are recorded for different values of 
the OPD. After the extraction of the experimental phases (procedure presented in Section 
4.1), the variation of wIexp/wQ  according to the position of the mirror, looks like the one 
presented at the center of the spectrum Q c (Fig. 3). 
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The linear regression on the derivative of the experimental phase for each value of Q  
permits to extract the functions g(Q ) and h(Q ). The integration constant has been chosen so 
that g(Q ) and h(Q ) are equal to zero at the center of the spectrum. 
Figures 4(a) and 4(b) show g(Q ) and h(Q ) calculated from three sets of limited number P 
of CSexp. These sets correspond to P = 2, P = 11 and P = 71 of CSexp recorded from z = 140 ȝPWRz  ȝPDWWKH0DVWHUVWDJH7KHDFFXUDF\RIGHWHUPLQLQJg and h depends on the 
noise of the experimental phase measurement and the number of points, i.e. the number P of 
CSexp, used for the linear regression. In the case of this experiment, the functions g and h 
inferred are quite similar for the three sets of CSexp, as shown in Fig. 4. The instabilities 
shown at the edges of the spectrometer do not count in practice, as the optical spectrum is 
almost zero there, shown in solid line. 
 
Fig. 3. Derivative of the experimental phase with respect to Q  for different positions of the 
reference mirror M in Fig. 1 (black dots) adjusting the OPD = 2z. The derivative phase is 
evaluated at the center of the spectrum 
cQ . Continuous line, linear fit of experimental 
measurements. 
 
Fig. 4. The functions g (a) and h (b) versus the pixels of the spectrometer according to the 
number P of CSexp acquired in the Master stage. Blue line, P = 2. Green line, P = 11. Red line, 
P = 71. Black line, normalized channeled spectrum at the Master stage for OPD = 0. 
At the Slave stage, channeled spectra have been recorded for 3 positions of the reference 
PLUURU ȝPȝPDQGȝPPHDVXUHG IURP23' Figure 5 shows the axial 
reflectance profile based on Fourier Transform (black line) and CMSI according to the three 
sets of CSexp (blue line for P = 2, green line for P = 11 and red line for P = 71). An axial 
sampling of 2 mm was chosen for CMSI to perform good sampling of the A-scan peaks, i.e. 
using Q = 771 masks in the range [0, 1540 mm]. The Fourier transformation of the channeled 
spectrum for 3 positions of the reference mirror is calculated to demonstrate the existence of 
chirp in the channelled spectra. 
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 Fig. 5. A-scans for 3 OPD = 2z values (z  ȝPȝPDQGȝPPHDVXUHGIURP23'
= 0). Black line, A-scan peaks obtained using FT. Blue line, A-scans obtained using CMSI 
with P = 2 CSexp in the Master stage. Green line, A-scans obtained using CMSI with P = 11. 
Red line, A-scans obtained using CMSI with P = 71. All peaks are normalized with respect to 
the first peaks at z  ȝP7KHLQVHWVKRZVD]RRPLQWKHSHDNVDURXQGȝP 
Although FT peaks broaden with OPD due to the dispersion induced by the interferometer 
and the non-linearity of spectral conversion in the spectrometer, the peak width of CMSI does 
not change with depth. Moreover, the reflectance profiles are identical irrespective of the 
number of CSexp used for inferring the Mask function Mbuilt. The graphs in Fig. 5 show that 
high resolution A-scans are achievable with a mask Mbuilt obtained from P = 2 CSexp only. 
Lastly, the inset of Fig. 5 VKRZVGHWDLOV LQ WKHSHDNV DURXQGȝPDQG WKH IDFW WKDW WKH
profiles for P = 2, 11 and 77 are identical. 
Obviously, if a resampling method would be used, then the FT profile would be narrowed 
and in principle, if such resampling/linearization would be done to perfection, the ideal shape 
of A-scan peaks should be obtained as well. We do not show such graphs here as they have 
been presented in numerous reports on the conventional FT based OCT and such corrections 
are not the subject of this study. 
 
Fig. 6. PSF corresponding to the channeled spectrum I for the OPD at position 3 (z = 1340 
mm) in Fig. 5. The PSF is obtained by calculating FT1[|I(Q )|] that is equal to 
FT1[|A(g(Q ))|]. The complex form I has been calculated in Appendix C. FT1[|I(Q )|] 
corresponds to the Fourier transformation of a channeled spectrum with no chirp. 
It is important to distinguish two modalities to evaluate the axial resolution: 1) ǻ/DC equal 
to the full width at half maximum (FWHM) of the FT1[IDC(g(Q ))] profile. For a Gaussian 
spectrum shape the axial resolution is mathemDWLFDOO\GHVFULEHGE\ǻLDC  /QʌîȜc2ǻȜ ȝPZKLFKUHSUHVHQWVWKHLGHDOD[LDOUHVROXWLRQGHWHUPLQHGE\WKHVRXUFHEDQGZLGWK
only. 2) ǻ/interf is equal to the FWHM of the FT1[|I(Q )|] = FT1[|A(g(Q ))|] profile (Fig. 6). In 
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this case, the axial resolution depends on a combination of factors including the spectrum 
shape of the source, polarization effects and injection coupling in fibers that exhibits spectral 
behavior due to chromatic aberrations. Not all spectral components under the optical source 
envelope contribute to inWHUIHUHQFHDQGWKHUHIRUHǻLinterf LVH[SHFWHGWREHODUJHUWKDQǻLDC. ǻLinterf is defined as the achievable experimental resolution of the interferometer. In practice, 
ǻLinterf is obtained by selecting one of the CSexp, I(Q ), calculating its complex form I(Q ) by 
using Appendix C, and Fourier transforming the absolute value  I . 
As shown in Table 1, the resolution of CMSI is equal to the experimental resolution of the 
interferometer for the WKUHHSHDNVǻLinterf, which confirms our theoretical approach. 
Table 1. Axial resolution according to the position of the reference mirror M in Fig. 1 
GHWHUPLQLQJWKHRSWLFDOSDWKGLIIHUHQFHYDOXHDQGWKHQXPHULFDOWRROXVHGǻLDC is the 
width of the peak FT1[IDC(g(Q @ǻLinterf is the width of the peak FT1[|I(Q )|]. All widths 
are evaluated via a Gaussian fit. 
 ǻLDC ȝP ǻLinterf ȝP )7ȝP &06,ȝP 
Position 1 
ȝP 26 ± 1 27.0 ± 0.7 28.0 ± 0.3 27.0 ± 0.2 
Position 2 
ȝP 26 ± 1 27.0 ± 0.7 56.0 ± 0.4 27.0 ± 0.2 
Position 3 
ȝP 26 ± 1 26.1 ± 0.7 104.5 ± 0.9 26.2 ± 0.2 
MSI and CMSI are not sensitive to the deviation of the channeled spectrum modulation 
from a regular periodicity modulation [19], i.e. to the chirp coming from the nonlinearity of 
the decoder and from the unbalanced dispersion of the interferometer. Therefore there is no 
need for any compensation procedure as data resampling employed in the conventional FT 
based OCT practice. 
5.3 A-scan with a swept source-based OCT without k-clock 
The experimental set-up is similar to that presented in [15,17,18,20,21], where a swept source 
(Axsun Technologies, Billerica, MA), central wavelength 1060 nm, sweeping range 106 nm 
(quoted at 10 dB) and 100 kHz line rate is used. The interferometric signal from a balance 
detection receiver (Thorlabs, Newton, New Jersey, model PDB460C) is sent to one of the two 
inputs of a dual input digitizer (Alazartech, Quebec, Canada, model ATS9350, 500 MB/s). 
Although the SS used for our experiments was equipped with a k-clock, to fully demonstrate 
the benefits of the MSI, we did not take advantage of this facility. At the Master stage, three 
sets of P-channeled spectra CSexp have been recorded, P = 2, P = 11 and P = 491, from z = ȝPWRz  ȝP 
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 Fig. 7. A-scan for z  ȝP%ODFNOLQH$VFDQREWDLQHGZLWK)77KHRWKHUWKUHHJUDSKV
are A-scan peaks obtained using the CMSI method with Q = 776, evaluated from different 
numbers of P-CSexp used at the Master stage. Blue line, P = 2. Green line, P = 11. Red line, P = 
491. Inset, details of the A-VFDQVIURPȝPWRȝP 
At the Slave stage, a channeled spectrum has been recorded for a reference mirror 
SRVLWLRQHG DW  ȝP PHDVXUHG IURP 23'    Figure 7 shows the reflectance profile in 
depth based on Fourier Transform (black line) and on the CMSI method according to the 
three sets of CSexp (blue line for P = 2, green line for P = 11 and red line for P = 491). Here 
again the Fourier transformation of the channeled spectrum corresponding to the reference 
PLUURU SRVLWLRQHG DW  ȝP LV FDOFXODWHG WR GHPRQVWUDWH WKH H[LVWHQFH RI FKLUS LQ WKH
channeled spectrum. 
A depth sampling interval of 2 mm was chosen for CMSI to perform good sampling of the 
A-scan peaks, i.e. using Q = 776 masks for the range [0, 1550 mm]. The FT peak broadens 
due to the non-linearity of sweeping, as expected. The achievable experimental resolution of 
the interferometer ǻ/interf is equal to the FWHM of the FT1[|I(Q )|] = FT1[|A(g(Q ))|] profile, 
ZKLFKLVHVWLPDWHGWREHȝPFig. 8) for the three sets of P-CSexp. Lastly, in the inset 
of Fig. 7, the reflectance profiles are identical for P = 11 and P = 491, i.e. the green line 
overlaps the red line. For P = 2 (blue line), the A-scan displays a similar resolution but 
SUHVHQWVDVOLJKWVKLIWRIȝPDQGPRUHQRLVHRQWKHHGJHRIWKHSHDN 
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 Fig. 8. PSF corresponding to the channeled spectrum I for an OPD = 2z, where z = 1001 mm. 
The complex form I has been calculated in Appendix C. FT1[|I(Q )|] corresponds to the 
Fourier transformation of a channeled spectrum with no chirp. 
5.4 Stability study and signal drop-off in depth: comparison between MSI and CMSI 
In order to illustrate the insensitivity of CMSI to the random phase shift of channeled spectra 
acquired at the Master stage, several A-scans have been recorded over time while imaging a 
flat mirror. The interferometer used in this experiment is the same as in Section 5.3, i.e. a 
swept source without k-clock. The sampling in depth is chosen equal to 0.4 mm, much denser 
than the sampling obtained with the FT based method, estimated at 6.1 mm by measuring the 
displacement of the peak in Fourier domain according to the displacement of the reference 
mirror. This massive oversampling is implemented in order to determine a well-defined 
UHIOHFWDQFHSURILOHWRDFFXUDWHO\PHDVXUHWKHSHDNZLGWKȝPKHUH 
The MSI signal has been calculated using Eq. (6) on data collected every 2 seconds and 
displayed in Fig. 9(a). To perform the calculation, 100 CSexp have been recorded at the Master 
stage from OPD = 500 mm to 540 mm. These 100 CSexp are used as masks. As shown in Fig. 
9(a) and by the corresponding reflectance profile for a particular time in Fig. 9(c), the 
reflectance profiles are noisy. We interpret this as result of fluctuations in the phase of the 
channeled spectrum collected during measurement (Slave stage) combined with much larger 
phase fluctuations cumulated during the acquisition of the CSexp channeled spectra during the 
Master stage. 
In Fig. 9(b), the absolute value of CMSI signal has been calculated from the same raw 
data previously used for the MSI. To perform the calculation, the Mask function Mbuilt has 
been calculated using P = 2 CSexp measured at OPD = 500 mm and 540 mm and used to 
generate Q = 100 masks distanced at 0.4 mm. As shown in Fig. 9(b) and by the blue profile in 
Fig. 9(c) the CMSI reflectance profiles do not present significant fluctuations. This 
demonstrates the superiority of using masks generated theoretically, deprived from the 
random phase affecting the phase of experimentally collected channeled spectra. More 
quantification of this behavior represents the subject of future more rigorous experiments, for 
the limited study here we evaluated that the standard deviation of the random phase shift in 
the set-up was 0.27 rad per second. This still affects the resulting image in Fig. 9(b). 
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 Fig. 9. (a) A-scans (vertical axis) for a mirror as object, represented in time (horizontal axis) 
calculated with MSI and P = 100 CSexp utilized as masks. (b) A-scans (vertical axis) for a 
mirror as object represented in time (horizontal axis) calculated with CMSI using Q = 100 
masks obtained from P = 2 CSexp. (c) Reflectance profiles calculated by MSI (red) and CMSI 
(blue) for t = 100 s in each respective image. 
Another important parameter to be compared between MSI and CMSI is the signal drop-
off with optical path difference. To illustrate this, B-scans of the anterior chamber of a human 
eye have been obtained using CMSI (Fig. 10(a)) and MSI (Fig. 10(b)). The interferometer 
used in this experiment is the same as in Section 5.3, i.e. a swept source without k-clock. The 
sampling interval in depth is chosen equal to 5 mm. Both images are normalized to 1 
according to the maximum of each of them. 
 
Fig. 10. (a) B-scan of the lens and the iris of a human eye with CMSI. (b) B-scan of the same 
raw data as in (a) but with MSI. Both images are normalized according to the maximum of 
each of them. To demonstrate the slight improvement in contrast at large depths of the CMSI 
image, we display their bottom only, showing the lens and the iris. The 2 mm-axial range of 
the B-scans is considered in air. 
The sensitivity for both MSI and CMSI is measured as 101.3 dB close to OPD = 0 with a 
power equal to 1.7 mW on the sample, using the procedure detailed in [15]. The images are 
quite similar except for the drop-off in depth that is slightly larger for the MSI than for the 
CMSI. This is because in previous reports [15–21], MSI was implemented using the product 
between the raw channelled spectra and experimental masks, all affected by a decrease in 
their interference contrast with OPD. In CMSI, all masks have the same amplitude, hence an 
improvement in the decay of sensitivity with depth. This improvement can only be seen at 
large depths, therefore we have truncated the images to display large OPD values only, where 
some improvement can be seen in the CMSI image. The expected improvement is anticipated 
by the difference between Eqs. (16b) and (25). 
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6. Conclusions 
CMSI employs a Mask function to generate any number Q of masks, where each mask is used 
in the second stage, Slave measurement, to obtain the reflectivity of the object from a selected 
depth, characteristic for each mask. In previous implementations of MSI, the only depths 
addressed were those for which CSexp were initially acquired at the Master stage. CMSI can 
create any number of intermediate masks between the depths where CSexp were initially 
acquired from. This represents a major improvement in comparison with the implementations 
in [15–21], as CMSI requires fewer experimental measurements while allowing for much 
denser sampling in depth. This feature is especially important for high axial resolution OCT, 
where a large number of masks are needed to accurately construct an A-scan. 
As with the correlation-based MSI method, there is no need for organizing the data in 
equally spaced frequency slots. The Mask function incorporates both the non-linearity of 
reading the channeled spectrum as well as the dispersion of the interferometer in the same 
way as the experimentally collected masks in the MSI Therefore, MSI and CMSI can work 
directly in the non-uniform distribution Q  space in opposition to the conventional FT based 
spectral (Fourier) domain systems. In addition, as demonstrated here, CMSI can reach the 
expected theoretical resolution. MSI could equally achieve such resolution if the spectral 
envelope imprinted by the optical source spectrum is eliminated, procedure much improved in 
the CMSI, as shown in building Mask functions in Fig. 2. In the FT based OCT, achieving the 
best axial resolution depends on how good the resampling/linearization method is. Several 
methods have been developed to address this issue that allowed FT-based OCT methods to 
achieve axial resolutions close to the theoretical axial resolution. However, these procedures 
are performed in the very moment of data acquisition before displaying the results, involve 
extra computation resources and are time consuming. In MSI and CMSI the experimental 
masks and respectively the Mask function and derived masks are obtained at the Master stage, 
i.e. prior to measurement. The Master stage procedure can be considered as the equivalent to 
the resampling/linearization procedure in the FT-based OCT method. However, MSI and 
CMSI are radically different in output from the FT-based OCT methods. MSI and CMSI 
perform a procedure for each depth of interest while the FT-based methods deliver a full A-
scan in a single step. Although this may look disadvantageous, MSI and CMSI allow a more 
direct production of en-face views, as there is no need, like in FT-based OCT method, to split 
the A-scan into its depth components. 
In terms of time required by the CMSI in comparison with the MSI method, the main gain 
is at the Master Stage. While MSI would have required a tedious repetition of experimental 
collection of hundreds of channelled spectra subsequently used as masks, the CMSI presented 
here requires a much reduced number of channelled spectra to be experimentally collected at 
the Master stage, which can then be processed theoretically into as many masks needed. 
In terms of calculation at the Slave stage, the only difference is that CMSI requires the 
operator for the core operation [21] to be implemented in complex, so the calculations at the 
Slave stage for the same number of masks require slightly more than the double the time of 
the MSI. This disadvantage may be eliminated by using graphic cards [18]. In terms of 
comparison of the time required by the core operator of the MSI with the time required by 
conventional FT based method, with or without resampling, this is benchmarked in Fig. 3 in 
[21]. Similarly, the improvement in the timing of the core operation using graphic cards 
detailed in [18] for the MSI can be extrapolated here for the CMSI method. 
Finally, it has been shown that the theoretical expression for the operation of the CMSI is 
identical to the Fourier transform of channeled spectra for a perfect interferometer (no 
dispersion) and perfect decoder, such as either a spectrometer linear in wavenumber or a 
linearly tunable swept source, however with the difference that the CMSI delivers a complex 
signal without random phase shift. This allows CMSI to eliminate the process of window 
integration practiced in the MSI, integration that has lead to worsening the axial resolution. 
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Having access to the phase, CMSI method can be further explored to measure the phase of 
signal acquired from the object. The recovery of phase has not been employed here, however 
it is expected that this will trigger future developments in polarization and flow 
measurements. 
Appendix A: demonstration of Eq. (4) 
Let the Fourier transform (FT) and its inverse (FT1) be defined by the following expressions 
     > @ˆ ˆ 2 ,FT f t f t Exp i t dtS Qª º  ¬ ¼ ³  (28) 
     > @1 2 .FT f f Exp i t dQ Q S Q Q  ª º¬ ¼ ³  (29) 
The decoder is considered linear (g(Q ) = Q  = n) and the interferometer perfectly balanced for 
dispersion (d { 0). According to (28), the inverse Fourier transform of I in (2), denoted as Î, is 
equal to 
        1 1ˆ ˆ ˆ ˆ ,
2 2DC
I t I t I t I t      (30) 
where ÎDC and Î are the inverse FT of IDC and I, and where for the last term the usual property 
of the Fourier transform was used 
    * *1 ˆ .FT f f tQ ª º  ¬ ¼  (31) 
Equation (30) can be evaluated for t = 2z/c and becomes 
        1 1ˆ ˆ ˆ ˆ2 2 2 2 .
2 2DC
I z c I z c I z c I z c      (32) 
Moreover, for g(Q ) = Q  = n , Eq. (3) can be written as follows 
     2( ) ,2I r A
c
Exp i dSU Q Q U UQ ª º»¼ «¬³  (33) 
and its inverse FT evaluated for t = 2z/c is equal to 
      2ˆ( 2 ) ,2/I t z c r A Exp i z d d
c
S U U QU Q Qª º « »¬ ¼  ³³  (34) 
that can be written as follows 
        2ˆ ˆˆ(2 / ) 2 / ,I z c A z r A z c r z
c
dU UU§ ·   ¨ ¸© ¹³  (35) 
for which Â(t) = FT1[A(n)]. 
Appendix B: demonstration of Eq. (10) 
Eq. (9) can be written in the Fourier domain using a variable t , pair conjugate to Q  as 
follows 
       m    1 ˆ, ,
2
rand ziMSI z z e CS t z I t dt CCMD    ³     (36) 
by using the Plancherel-Parceval theorem defined by 
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 1 2 1 2
ˆ ˆ( ) ( ) ( ) ( ) ,f f d f t f t dtQ Q Q  ³ ³       (37) 
for which 1 1ˆf FT fª º ¬ ¼  and 2 2ˆf FT fª º ¬ ¼ . 
Similar to (30), the inverse Fourier transform of the channeled spectrum I is equal to 
        1 1ˆ ˆ ˆ ˆ .
2 2DC
I t I t I t I t         (38) 
For an object placed axially in respect to the OCT system, in such a way as the OPD = 0 is 
placed outside of the object, the product m ˆCS I u  is only equal to m* ˆ1/ 2 CS Iu . Indeed the 
position of the peak mCS  depends on z that is defined for z>2Lc only, condition that avoids the 
peak mCS  to overlap the peak ˆDCI  (see Fig. 11). 
 
Fig. 11. Schematic representation of the peaks obtained by calculating the inverse FT of I (top) 
and CS (bottom) for a single layer object. The OPD is chosen so that Î does not overlap ÎDC. 
Then we have 
 
m     m    * *1ˆ ˆ, , .
2
CS t z I t dt CS t z I t dt ³ ³       (39) 
By using the Plancherel-Parseval theorem, Eq. (39) is written as follows 
 
m        * *1ˆ, , ,
2
CS t z I t dt CS z I dQ Q Q ³ ³       (40) 
and the expression of MSI(z) is equal to 
          ^ `1 , ,2 rand ziMSI z z e e CS z I dMD Q Q Q   ³     (41) 
where Re{} means the real part of a complex function. 
Appendix C: complex exponential form of a real sinusoidal function 
Let f(n) be a real sinusoidal function modulated at a and defined by the following expression 
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*2 21 1 .
2 2
i a i a
DCf I I e I eSQ SQQ Q Q Q     (42) 
The complex form f(n) of f(n) is then equal to   2i aI e SQQ  and can be retrieved using (29) and 
the steps shown in Fig. 12. 
 
Fig. 12. Diagram explaining the process of changing a real sinusoidal function into a complex 
form. The parameter t0 is chosen to eliminate the DC component of the real sinusoidal 
function. 
Appendix D: demonstration of Eq. (22) 
Eq. (22) can be written in the Fourier domain by using the Plancherel-Parseval theorem as 
follows 
      ˆ ˆ, .builtCMSI z M t z I t dt ³     (43) 
For an OPD = 0 placed outside of the object, only the product *ˆ ˆ1 2 builtM Iu  is different from 
0, according to similar reasoning used in Fig. 10 in Appendix B. Therefore, the CMSI signal 
can be written, after using the Plancherel-Parseval theorem, as follows 
      1 , .
2 built
CMSI z M z I dQ Q Q ³     (44) 
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